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1. INTRODUCTION

The results of Phase I of the TDRSS study have been organized into
three major categories: 1) operations and control, 2) telecommunication
service system, and 3) spacecraft design. This volume contains the
material treating topics | and 2, and Volume 3 discusses the design of the
TDR spacecraft.

Operations and control refer to those aspects of the TDRS system
that involve the major system elements such as the spacecraft, ground sta-
tion, and control facilities. The four major subjects included in this sec-
tion are 1} orbit selection, 2) launch and orbit insertion, 3) TDRS on-orbit
control, and 4) telecommunications service system control.

Orbit selection, discussed in subsection 2.1, relates the TDRS posi-
tion and orbit inclination to both ground station visibility and user visibility.
The impact on spacecraft mass due to orbit inclination is discussed. Sub-
section 2.2 discusses the major phases required to achieve the selected
TDRS orbit, including launch, transfer orbit, apogee injection, and station
acquisition.

The discussion of TDRS on-orbit control in subsection 2. 3 deals
mainly with those functions required for maintaining orbit position and
angular orientation (attitude). In addition, TDRS repositioning and antenna
pointing are discussed briefly. Subsection 2.4 on telecommunications ser -
vice system operations discusses the functions of the three major ground
based elements of the TDRSS: 1) the GSFC communications control and pro-
cessing facility, subsequently referred to as GSFC; 2) the TDRS Control
Center; and 3) the ground station.

The telecommunications service system (TSS) is the heart of the TDRSS
concept. It includes the communication payload on the TDR spacecraft, the
user transceiver, and the ground station. This equipment performs all
modulation/demodulation and/or RF transmission/reception. Section 3
treats the design of this equipment in a logical progression of subject
matter. First requirements and objectives for the TSS design are presented
followed by a short summary of the TSS performance and major features,

In subsection 3. 3 detailed analysis is presented which was the foundation for
the selection of baseline signaling and system operation concepts. The
analysis is followed by three subsections which discuss respectively the
design of the TDRS communication subsystem, the ground station, and the
user tra: cciver.



2. OPERATIONS AND CONTROL

The TDRS system provides telecommunication service with
two geosynchronous relay satellites. The TDRSS operations and control
comprise three major functions:

e TDRS launch and orbital deployment
. TDRS on-orbit control
. TDRSS telecommuncation gervice operations -

The TDRS orbital inclination of 7 degrees is selected as a compromise
between spacecraft mass, inclination biasing requirements, and user cover-
age. This orbital inclination does not cause any operational difficulties and
has a negligible effect on user visibility as compared to a zero inclination
orbit. Maximum separation (compatible with ground station elevation
constraints) is used between the two TDR satellites to maximize user visibil-
ity. The TDRS launch and orbit insertion is quite conventional, e, g,, similar
to that used for Intelsat IV,

The TDRS on-orbit control operations are as follows:

. E-W stationkeeping

e Attitude correction maneuvers

¢ S and K band antenna pointing

. TDRS repeater channel settings
All of these operations will be commanded from ground, and they are similar
to the control of other synchronous satelliteg for which considerable orbital
experience hag been accumulated.

The TDRSS telecommunication service operationg have been developed
to stress simplicity, economy. flexibility, and ease of operations, Maximum

use of existing GSFC network control and scheduling, orbit determination,
and data processing capabilities has been planned.



Z-2

90

80

70

60

50

40

30

20

10

0

10

20

30

40

60

70 |-

a0

20

1 ]
. L = = :
Has. T a i e~ ] ~] 5
ATl | | e L < ~ . ~ ey
- - o Wiy
( B _3 _ -c»ﬁ_ g 7” i% t{_ A o CL}.& | < [=
(/fé_ C) - \ in :‘; X /;_,__r’- \
~~ . )
”“P. - l lai’s ﬂ%v‘fgﬁieo
{ Ot N ol wé) i i > ] N
ol (3
L H . e  dfa 1
Sl \ el &\ SN
Ny | |, RN e |
\hcr:h,,_:). al (Z L . J TDTIS w 2 ‘“\) TDRS E \ i A
/\ ard/s M ‘1 Sl < ( ,
27N " TSINGLE USER B yi i \ | _|SINGLEUSER B |
\ COVERAGE 8Y 7] COVERAGE BY
i}_, N TORS W / 3 \ \ TDRS E
LT L’ i , L N
M | w2 1 N D
U= Nrd'd ]
\ \ s/ /
~4—SINGLE USER A COVERAGE L gl\:&s;s ugsn A COVERAGE i
N P | b TDRS
. S ] BY TDRS W J - = I g ’,__,_/—'\Z-w.,,_f
I = N om uiR R ~ C i f]
‘-'h-—--__ I e ]

80 20 100 110 120 130 140 150 160 170 180 170 160 150 140 130 120 110 100 90 80 70 60 50 40 30 20 10 0O

EAST —» WEST

LONGITUDE

WEST %

10 20 30 40 50 &0

“» EAST

Figure 2-1. Coverage Provided by TDRSs in Equatorial Orbit, User A at 100 km;

User B at 5000 km Altitude

70 80



2,1 TDRSS ORBIT SELECTION

The proper selection of the optimal orbital geometry for the TDRSS
{limited to a class of 24 hour, circular, near equatorial orbits) involves a
number of system tradeoffs. As a result, the selected geometry is dependent
on which system characteristics are deemed most desirable from a total
mission desigh standpoint. The characteristics of the TDRSS that affect
selection of the orbital geometry are maximization of TDRS spacecraft mass,
elevation angles from ground station, solar power consideration, station-
keeping, orbit determination requirements, and user coverage.

The selection of the optimum orbital geometry for the TRDSS is
constrained by the 10 degree minimum elevation to the ground station,
assumed to be located near GSFC, It is desired to maximize both the TDRS
mass and the percentage time that the user satellite is visible to either TDRS.
This selection involves determination of the most favorable longitudinal
separation between the two TDRSs, the optimal TDRS orbital inclination, and
the acceptable limit on the TDRS drift, consistent with the minimum elevation
constraint. '

The useful payload from 28, 3 degree inclined transfer orbit to a
synchronous equatorial final orbit is defined when launch vehicle performance
levels and apogee motor characteristics are given. However, two important
factors may be utilized to considerably increase the final orbit useful pay-
load. First it can be shown that a small plane change at perigee of the
transfer orbit equal to approximately 1 degree for any given apogee motor
will maximize the final useful payload. This improvement comes about
because the apogee motor fuel savings for the insertion into the final TDRS
orbit more than offset the decrease in actual payload into the transfer orbit.
The second important factor for increasing useful payload is to bias the final
TDRS inclination. For example, assuming a 7 degree TDRS final orbit
inclination and a 1 degree perigee plane change allows an increase of
approximately 18 kg of useful payload.

2.1.1 Satellite Deployment

It can be shown quite simply that, as the longitudinal separation
between the TDRSs increases, the percentage time that a user is vigible also
increases, until, at 180 degrees separation, continuous global coverage
exists for user altitudes above 170 km. Since a separation of 180 degrees
precludes continual communication between GSF'C and both spacecraft, a
separation less than 180 degrees must be used. In the absence of north-
south and east-west drifts, the maximum allowable geparation between
spacecraft will exist when the orbits are equatorial (i. e., inclination at
zero degrees) and will equal the value of 130 degrees when a 10 degree
visibility angle is maintained at the ground station latitude of 38°N. The
TDRSS coverage capability for a 130 degree separation and 0 degree inclina-
tion, for users at altitudes of 100 and 5000 km, is shown in Figure 2-1.
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In the selection of the optimum TDRS orbital inclination, the diurnal
north- south motion at the higher inclinations causges the ground station to
appear to move in and out of the satellite coverage area, Therefore, in
order to guarantee uninterrupted communication with GSFC, the longitudinal
separation between the ground station and each spacecraft must be reduced
(see Figure 2-2). In the absence of north-south stationkeeping, the orbital
inclination will change at a rate of approximately 0.9 deg/yr as a result
of solar/lunar perturbations. To minimize the maximum inclination experi-
enced over the life of the mission, the inclination should be initially biased
by at least 3 degrees (for a 7 year lifetime). This procedure avoids the
high cost of north-gouth stationkeeping.

If the TDRS inclination were biased 7 degrees, the north-south station-
keeping could still be eliminated, since proper nodal selection will cause the
inclination to decrease over the lifetime. As discussed previously, a
substantial increase in useful payload into final orbit may then be accomplished
with the only penalty being paid in terms of coverage. As seen in Figure 2-3,
the effect on coverage of the 7 degree inclination (compared to Figure 2-1)
is to slightly decrease the continuous coverage areas; however, no matter
what the TDRS inclination is at any instant in time, it still covers exactly
the same total area. As the figure indicates, this total area shifts up and
down as the TDRS traverses its orbit, Thus, users can be scheduled to relay
their data with no coverage penalties caused by the TDRS orbital inclination,

Considering a typical dead band of 1 degree for east-west
stationkeeping about the nominal satellite location, Figure 2-4 shows the
maximum longitudinal separation between ground station and spacecraft as a
function of elevation angle and inclination. For an orbital inclination of
7 degrees, it can be seen from the curve that a maximum nominal separa-
tion of approximately 59 degrees exists for a minimum elevation angle of
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10 degrees at GSFC, Thus, it can be concluded that a total separation of
118 degrees between spacecraft is the most that can be allowed in order to
maximize the user visibility time and still meet the elevation constraints at
the ground station, For a l. degree limit on east-west motion, any greater
separation would result in a periodic communication loss between GSFC and
the TDRS at the beginning and end of mission life. It should be noted that
the selection of a dead band on satellite drift is somewhat arbitrary, and
that a narrower band could be adopted at the cost of more frequent east-west
stationkeeping maneuvers.

The solar incidence angles and eclipse durations are not significantly
different for the near equatorial synchronous satellites, so power considera-
tions do not enter into the choice of TDRS inclination. From the point of view
of tracking accuracy, the effect of varying TDRS inclination canbe felt in
two ways. Certain TDRS inclinations are considerably more difficult to track
from the ground, and so their a priori accuracy and thus, the user tracking
accuracy should be poor (this condition occurs at 0 degree TDRS inclination).
Also, the user tracking data taken from a TDRS at an inclination when user-
TDRS orbit planes are coincident is poor for determining the user orbit.
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However, neither of these considerations significantly affects the choice of
TDRS inclination. :

From the above consideration, the choice of a 7 degree TDRS
inclination and nominal locations at 18°W and 136 °W appears to be the best
solution in terms of coverage, visibility, and payload.

2.1.2 Satellite Deployment for Alternate Ground Station Location

To evaluate the possibility of locating the ground station closer to the
equator, an alternate location, White Sands, has been assumed. The lower
latitude allows increased longitudinal separation between the two TDRSs,

As seen in Figures 2-5 and 2-6, the White Sands station permits the allow-
able longitudinal separation for the 7 degree orbit to be increased to

£61. 6 degrees from the station longitude, This increase corresponds to
placing the satellites at 45°W and 168 °W,

2.1.3 TDRS Orbital Inclination Effects on User Coverage

It is of interest to determine the altitude above which continuous user
coverage can be guaranteed for the entire user orbit. Naturally, this criti-
cal altitude varies with TDRS longitudinal separation, For example, if the
TDRS could be separated by 180 degrees, each would cover half the global
area, and continuous coverage would be possible for any user above the
170 km (50 n.mi, ) atmosphere. But the TDRS inclination and the ground
station elevation constraint limit the allowable separation between TDRS E
and TDRS W (Figure 2-6). Critical user altitude is plotted in Figure 2-7 for
the White Sands station as a function of TDRS inclination. The critical
altitude for the nominal 7 degree inclined TDRS is thus found to be 1750 km.

Of even greater interest to the selection of appropriate orbital
geometry is the penalty paid by higher inclinations in terms of percent
global coverage as shown in Table 2-1. The table agsumes that proper
user scheduling is maintained to compensate for the shift in latitude of the
coverage area as each TDRS traverses its inclined orbit. Also, a worst
case view was adopted in that both TDRSs were assumed to be precigely in
phase; i.e., they arrive at their maximum declination at the same time.
This case causes their overlapping dual coverage areas to be a maximum
and, hence, their percent of global coverage a minimum., As seen in
Table 2-1, with proper scheduling the 7 degree orbit yields only a
2.8 percent penalty in user coverage for the 100 km user.

2.2 LAUNCH AND ORBIT INSERTION

2.2.1 Launch Phage and Launch Window

The TDRS will be launched by an advance Thor-Delta launch vehicle,
Douglas designation Delta 2914. The Delta 2914 ig a three stage launch
vehicle with the first two stages being inertially guided; whereas the
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TABLE 2-1. PERCENT GLOBAL COVERAGE
FOR 100 KM USER

Inclination, degrees Global Coverage, percent
0 81. 4
3 80.2
5 79. 4
7 78. 6

third stage is unguided and spun up prior to separation from the second stage,
The first stage of the vehicle is an extended long tank Thor with a new H-1
main engine., Nine Castor II solids are strapped onto the first stage. The
existing second stage is enclosed in a 2. 44 meter diameter fairing with no
changes in the engine or tankage. A new third stage, the TE364-4, has

been added, and the payload fairing has been extended to a 2. 44 meter
diameter. The vehicle configuration is shown in Figure 2-8 and has a
payload capability of 680. 4 kg (excluding a payload attach fitting) into a

28. 3 degree inclined transfer orbit with a 185.2 km perigee altitude and
synchronous apogee altitude,

The TDRS mission starts with a liftoff at a time compatible with the
launch window constraints. Following liftoff, the first stage burn and a
partial burn of the second stage will place the spacecraft into a 28.3 degree
inclined 185, 2 km (100 n, mi,) circular parking orbit 555 seconds after liftoff,
After a 983 second coast in the parking orbit, the second stage is restarted,
The second and third stage burns perform a small plane change and inject
the spacecraft into an inclined elliptical transfer orbit 1582 seconds after
liftoff. A typical sequence of events is depicted in Figure 2-9 and
summarized in Table 2-2. .

The magnitude of the perigee plane change depends on the apogee
motor characteristics and the desired inclination of the final synchronous
orbit (see Figure 2-10). As the final inclination increases, the optimum
perigee plane change (where the apogee motor propellant load is matched
precisely to the launch vehicle performance capability to maximize space-
craft ugeful load) decreases. A small plane change of approximately
0.8 degree will maximize the spacecraft useful mass (361 kg) into a
7 degree inclined synchronous orbit,

Launch window constraints are placed on liftoff time due to the design
limits of the thermal and power subsystems (Figure 2-11), In particular,
the solar incidence angle on the spacecraft and eclipse duration during the
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transfer orbit phase impose bounds on the available launch time. The angle
between the vehicle spin axis and the sun direction must be between 65 and
115 degrees for the perigee injection and the apogee firing attitudes.
Furthermore, eclipse times should be kept under 30 minutes in the transfer
orbit. The recommended final orbit inclination of biasing establishes further
restrictions on launch time, These restrictions result from the fact that it
is necessary to inject into a final synchronous orbit that has an inertial node

- that allows the solar/lunar perturbations to decrease the inclination during
mission life, The allowable range of nodes maps directly into an allowable
range of launch times. Figure 2-11 presents the results of a preliminary
launch window analysis.

2.2.2 Transfer Orbit

The launch vehicle will inject the spacecraft into an inclined near-
synchronous altitude transfer orbit with the following nominal parameters
and their 99 percent dispersions: '

Perigee latitude 0 0,26 degree

Perigee longitude 4°E +0.48 degree
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TABLE 2-2,

TYPICAL SEQUENCE OF EVENTS

Time, sec

a.

7.
13,
13,
15,
15.
36,
38.
39.
77,
85,
95,
95,
226,
226,
226,
2217.
234,
238,
238,
276.
555,
555,
555,
650.
800,
1486,
1494,
1496,
1525,
1538,
1581.
1681.

000
875
328
328
013
013
990
614
000
814
oo
000
000
337
337

337 to 227.337

337 to 232, 337
337
337
637
000
656
656
656
656
000
275
230
230
230
230
630
630

Event
Liftoff
Begin first stage I pitch rate (-2, 000000 deg/sec)
End first stage I pitch rate
Begin second stage I pitch rate (+1.00000 deg/sec)
End second stage I pitch rate
Begin gravity turn
Maximum dynamic pressure {51, 000 Newton/mz)
Six Castor II solid motors burnout
Three Castor II solid motors ignite
Three Castor II solid motors burnout
Jettison nine solid motor casings
End gravity turn
Begin last stage I pitch rate (-0, 10801 deg/sec)
Find last stage I pitch rate
Booster cutoff ((MECO)
Booster tailoff
Vernier solo
Jettison booster
Stage II ignition
Begin stage LI pitch rate (-0, 10763 deg/sec)
Jettison fairing
End stage II pitch rate
Stage II cutoff (SECO I}
Begin coast
Begin coast pitch raté (-0. 44948 deg/sec)
End coast pitch rate
Stage II restart
Stage IT final cutoff (SECQO II)
Third stage spinup
Jettison stage II
Stage III ignition
Stage III cutoff (TECO)
Jettison stage III
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Perigee altitude 185 %9 km (100 *5 n, mi. )
Apogee altitude 35, 800 £1090 kun

Orbital inclination 28.3 0. 55 degrees*
Orbital period 10. 52 40, 35 hours

After injection into the transfer orbit, the spacecraft telemetry and
command (TT&C) functions, along with ground station tracking will be initiated
as soon as ground station visibility permitg. Orbit and attitude determina-
tion will be initiated within 2 hours of spacecraft acquisition and the space-
craft will be reoriented normal to the orbit plane 5 hours after injection
(attitude determination will be accomplished using the sun or earth sensor
data as observables). To minimize the reaction control fuel required to
compensate for injection errors and for final station acquisition, the space-
craft attitude for apogee motor firing will be adjusted on the basis of orbit
determination results. This attitude is selected to produce the desired
inclination and right ascension of the ascending node for the final orbit.

The reorientation maneuvers required to achieve the desired attitude
will be completed at least 1 hour prior to the second apogee. To limit the
time to reach the final station to approximately 3 weeks, an apogee injection

*With no plane change at perigee by the ’booster.



into the drift orbit sufficiently close to the final station (i. e., second apogee)
and compatible with drift rates caused by apogee altitude dispersions will be
selected. A schematic transfer orbit profile is shown in Figure 2-12,

During the transfer orbit phase, extensive use of the NASA STDN
network will be required for spacecraft T&C and tracking data. To identify
the ground station requirements for orbit determination, spacecraft TT&C,
and apogee motor firing command, the rise and set times of the spacecraft
during the transfer orbit phase have been established for the stations shown
in Figure 2-13, '

The ground trace of the transfer orbit is shown in Figure 2-14.
Note that the ground trace corresponds to the nominal injection conditions,
Variations will be introduced by the launch vehicle injection dispersions.

An illustration of the earth visibility as viewed from the spacecraft
is shown in Figure 2-15, From the figure, it can be concluded that the
limits of earth visibility are given by A - ¥/2 and A + ¥/2; i, e., an antenna
or sensor will be able to see the earth when the deployment angle with
respect to the spin axis is contained within the above limits, The earth
visibility as a function of time is shown in Figure 2-16 for several space-
craft orientations. ' '

2,2.3 Apogee Injection

A nominal apogee injection to achieve a near synchronous altitude,
7 degree inclined orbit has been selected. An apogee motor firing attitude
(AMFA) to minimize the dispersions in the final orbit inclination due to
launch vehicle injection errors has been planned, Future planning may
result in an altitude bias to enhance station acquisition; this bias will be on
the order of a few hundred kilometers,

The spacecraft will be oriented into the AMFA 1 hour prior to the
selected apogee. Selection of the second apogee in Table 2-3 as the nominal
injection apogee for the two TDRSs allows injection into the drift orbit
compatible with the expected drift direction obtained from orbit determination.
Injection at a later {or earlier) apogee is possible, however, and may be
chosen as a nonstandard procedure if the real time mission activities so
indicate. For example, for the TDRS at 168° W, if the drift due to dis-
persions is determined to be westerly, then the second apogee is used. But
if the drift is to the east, then injection may then take place on the
third apogee to conserve fuel. A review of the transfer orbit apogee locations
given in Table 2-3 shows that, in order to establish the final station without an
excessive reaction control system fuel expenditure, the choice of the apogees
for the motor firings should be compatible with the direction of the desired
drifts after the apogee injection,

Following the apogee injection, the attained drift rate will be
evaluated from orbit determination results and, if the spacecraft is drifiting
in the wrong direction, the reaction control system will be used one orbit
later to initiate a drift rate toward the final station.
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TABLE 2-3. TRANSFER ORBIT APOGEE SELECTION

Time Required for Station Acquisition, days
From Nominal Apogee
Nominal Apogee Location with Drift of 10 deg/day
Apogee Lsot:-;bg?;:);gz:, ];:?sgpzigfcil:, West East +99 percent
No. degrees depgrees TDRS W+ | TDRS E* | TDRS W¥* | TDRS E* | Dispersions
1 101E 2.7 26.9 14,6 9.1 21.4 =0, 3
2 | 57TW 8.0 11.1 34,8 24,9 1,2 +0, 8
3 145E 13,3 31.3 19.0 4.7 17.0 +1.3
4 13w 18.6 15.5 3.2 20.5 32.8 +],9
5 171W 23.9 35,7 23.4 0.3 12, 6 22, 4
6 | 31E 29.3 19.9 7.6 16. 1 28. 4 +2,9
7 127W 34,6 4.1 27.8 31.9 8.2 +3,5

#TDRS W at 168°W and TDRS E at 45° W,

**When time required from station acquisition for the nominal apogee location is less than the
absolute value of the 99 percent dispersion, add 36 days to numbers less than 0 and subtract
36 days from number greater than 36 days. Thus for the fifth apogee, the 99 percent dis-
persions for west drifts for TDRS W become 33.3 and 1.1 days and the 99 percent dispersions
for east drift become 2.7 and 33,9 days.




Under non-nominal conditions, alternate apogees, such as the first,
may be chosen for apogee motor firing, It should be pointed out, however,
that to prepare for apogee motor firing on first apogee requires many func-
tions to be performed within the first 5 hours of the first transfer orbit,
These functions include: evaluation of spacecraft health, evaluation of
spacecraft stability, orbit determination, attitude determination, sensor
bias determination, spacecraft reorientation to the orbit normal, deter-
mination of the AMFA, spacecraft reorientation to the AMFA, reaction con-
trol system calibration, and an attitude trim maneuver to the AMFA,

Experience at Hughes, with missions of the TDRS type, has shown
that it is not desirable to schedule many activities within a short time span
since many human decisions are required during this phase of the mission,
Particularly, occasional abnormalities in system performance or data
procession occur which may be readily resolved if sufficient data and time
are available, Therefore, first apogee for apogee motor firing should be
considered to be only a backup — with the second apogee being the nominal
firing point.

The actual orbit attained after the apogee motor firing will not be
exactly that orbit which was targeted for since it will be affected by the
launch vehicle and apogee motor dispersions. The following error sources
can be identified:

1) Launch vehicle dispersions at the perigee of the transfer orbit

2) AMFA uncertainties and a deficiency or excess in the velocity
delivered by the apogee motor

3) The apogee motor coning during the burn
The magnitudes of the dispersions are summarized in Table 2-4,

The launch vehicle injection dispersions will be evaluated from orbit
determination results during the transfer orbit phase, Previous Hughes
apogee injection studies indicate that, by a judicious selection of the apogee
motor firing attitude, in-plane velocity requirements for injection error
removal and station acquisition can be substantially reduced. These analyses
have shown that reaiming of the AMFA for apogee boost in the transfer orbit
in such a way as to minimize out-of-plane injection errors results in a mini-
mum hydrazine requirement for orbit circularization and inclination control,
In particular, if the 3¢ apogee dispersions shown in Table 2-4 are assumed,
then the total AV required for station acquisition, removal of the residual
in-plane launch vehicle injection errors, and removal of both in plane and
out-of-plane apogee motor firing errors becomes approximately 55. 6 m/sec.
This reaiming scheme has been adopted as the baseline approach for the
TDRS mission, The 3o dispersions, along with on-orbit fuel requirements,
are used for sizing the reaction control system requirements for the TDRS
spacecraft.
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TABLE 2-4. THREE SIGMA DISPERSIONS

Launch vehicle {99 percent)

Apogee altitude 1092 km
Perigee altitude : 9.26 km
Transfer orbit inclination  0. 55 degree
Perigee flight path angle © 0.55 degree

Apogee motor

Apogee motor burn phase

Coning 2 d'egree

Orientation 0.1 degree

Total velocity ' 1.0 percent

Orientation 0.2 degree

2.2.4 Station Acquisition

The apogee injection will result in a synchronous or nearly
synchronous orbit, Four distinct types of orbits can be identified (see
Figure 2-17):

1)

2)

3)

4)

Synchronous altitude circular orbit

Elliptical {or circular) orbit with.apo'gee and perigee radii
larger than synchronous radius

Elliptical orbit with apogee radius larger and perigee radius
smaller than synchronous radius

Elliptical (or circular) orbit with apogee and perigee radii
smaller than synchronous radius

In the presence of launch vehicle injection and apogee motor
dispersions, detailed orbit determination results subsequent to the apogee
injection are required to define the drift orbit; i, e., drift rate, Should the
resulting drift rate be small, the reaction control system will be used to
establish a drift rate toward the desired operating station, A typical sequence
of events for the drift phase is described in the following sections; however,
the detailed velocity correction scheme and the total velocity requirements

2-25



APOGEE

DRIFT ORBIT

SYNCHRONOUS
QORBIT = TYPE A

PERIGEE
TYPE 2
APOGEE
DRIFT ORBIT
SYNCHRONQUS
ORBIT
PERIGEE
TYPE 3
APOGEE
DRIFT ORBIT
‘SYNCHRONQUS
ORBIT
FERIGEE
TYPE 4

Figure 2-17. Types of Drift Orbits

2-26

{N)TBT-Z¥D02



will depend on the actual dispersions incurred. The following discussion
simply forms a background for the analysis and decisions required to achieve
the final operating longitude,

Subsequent to the apogee injection, orbit determination will be
required to define the drift orbit, Approximately 12 hours of data should
define the velocity within 0.915 m/sec (3¢);i.e., 0.3 deg/sec drift rate.

After the apogee injection, the spin axis will nominally be reoriented
and kept normal to the orbit plane, The nominal spin axis precession in
65 degrees and is accomplished by the use of the axial thruster in a pulsed
mode,

A sequence of circularization maneuvers is required to accomplish
the following: '

1} Establish an acceptable drift rate toward the operating
longitude '

2) Reduce the drift rate to about 0,5 deg/day at about 48 hours
prior to arrival at the station

3) Synchronize the final orbit with the satellite at the operating
longitude

All in-plane velocity maneuvers will nominally be executed with the
radial thruster in a pulsed mode with a 60 degree duty cycle per spacecraft
revolution,

The maneuvers will be performed either at the apogee or perigee of
the drift orbit, A convenient graphic presentation of the maneuvers is
depicted in Figure 2-18, In this figure, any orbit is represented as a
single point, The maximum drift rates and reaction control requirements
to circularize the drift orbits will be bounded by a diamond shape region as
shown in the figure. The circularization maneuvers are represented by
vertical and horizontal steps. The velocity required for each maneuver is
directly proportional to the length of the line representing the maneuver,
and any sequence of circularization maneuvers — so long as the steps are
directed toward the origin — will require an identical amount of velocity
change. The attainable intermediate drift rates will usually dictate the
choice of the nominal maneuver sequence. :

Nominally, the inclination dispersions will not be immediately
corrected; however, such a capability is available by use of the axial
thruster in a continuous rather than a pulsed mode. The spacecraft orien-
tation (spin axis normal to the orbit plane) is compatible with the inclination
corrections; but the proper node must be chosen due to axial thruster location,
which is unidirectional.
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Z.2.5 East-West Stationkeeping

A 5 year allowance of 10, 7 m/sec has been made for east-west
stationkeeping maneuvers at a worst case longitude, For an allowable
longitudinal excursion of 1 degree, the maneuvers will be executed approx-
imately every 100 days. The longitude limit has been dictated by ground
station elevation angle constraints of 10 degrees. North-south stationkeeping
is eliminated by a combination of inclination biasing and proper nodal
selection.

2.2.6 Station Change

A velocity allowance for two station change maneuvers at a drift rate
of 4.33 deg/day has been included. This allowance is sufficient to initiate
the desired drift rate and, after arrival at the new station location, to
terminate the drift,

2.3 TDRS ON-ORBIT CONTROL

The three TDR satellites can be controlled and monitored in a
manner very similar to current synchronous satellites; these functions are
performed from the TDRS control center (TDRS CC). This control
center's assigned functions are as follows:

1) Originate the spacecraft activity plan and coordinate schedules
with STDN and other supporting facilities.

2) Direct or monitor all operational support.
3) Receive, process, display, and disseminate spacecraft data.
4) Control, operate, and manipulate the spacecraft.

5) Analyze and evaluate data to determine spacecraft config-
uration, status, and performance.

6) Compile and maintain operational records and spacecraft
data. s

7) Assist in special studies involving spacecraft and ground
stations,

8) Ewvaluate overall systems performance include spacecraft
and ground support.

The data flow to and from the control center is shown in Figure 2-19,
The TDRS CC will make maximum use of the orbital analysis and other
capabilities already available at GSFC. Its design assures maximum
availability of the TDR satellites for telecommunication service by con-
tinuous monitoring of the spacecraft,
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A general layout of the TDRS CC is shown in Figure 2-20. The
TDRS CC is linked to the ground station by data lines, These lines provide
command and telemetry to and from the three on-orbit spacecraft, Voice
circuits are also provided for coordination with ground station operations
personnel, The received data stream is demultiplexed into three 1 kbps bit
streams of the form transmitted by the spacecraft. The telemetry processors
perform engineering unit conversion and check each value against established
nominal values. Out-of-tolerance alerts are sent directly to the director's
console, The data from each processor is displayed on a separate CRT dis-
play at the console. The console also contains a command generator includ-
ing capability for initiating real time execute pulses, A small digital
computer routinely generates pointing commands for the spacecraft high
gain antennas.

2.3.1 Attitude Stability and Control

During life on-orbit, periodic corrections in the attitude of the
satellite will be required to enhance the performance of the communication
mission., The attitude errors induced by solar radiation torque require
periodic correction (approximately every 2 days). One attitude precession
maneuver is nominally required to make the entire correction. Orbit adjust-
ment maneuvers will generally induce errors in spacecraft attitude. These
attitude errors must be removed within approximately 1 hour following each
orbit adjustment maneuver, One attitude correction will normally be
required to correct this type of error,

During the life of the mission, the attitude of the satellite must be
determined and predicted as a prerequisite to maneuver planning. The
changing solar torque imparted to the satellite throughout the year must be
determined to allow accurate planning of attitude correction maneuvers.

A preliminary analysis of solar radiation pressure has been performed
and the results indicate that a nominal sclar torque precession rate of
2.4 x 10-7 deg/sec can be expected. A maximum allowable excursion of
0.25 degree will require attitude corrections approximately every 2 days,

Attitude maneuver planning consists of deciding on a target attitude
and setting up a sequence of maneuvers to achieve it, The sequence con-
siders constraints such as satellite position, attitude tolerance, fuel budget-
ing, fuel performance, attitude precession rate, initial attitude, etc. The
sequence also considers the manner in which perturbations on the orbit and
attitude affect their motion so as to use this motion to minimize the com-
plexity of the sequence, Crosscoupling between maneuvers is of primary
concern since procedures must be devised to cancel the usually unwanted
results of coupling,

The general procedure to be followed in the design of attitude
maneuvers is to utilize the solar torque precession predictions to select the
target attitude for the maneuver. Once the edge of the attitude dead band is
reached, the spacecraft spin axis will be repositioned to approximately the
other side of the dead band such that the spin axis will subsequently precess
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through the orbit normal (zero attitude error) and pass on to the edge of the
dead band, thus maximizing the time between maneuvers. This procedure
will be repeated approximately every 2 days over the 5 year life of the
mission, Figure 2-21 presents a typical attitude error history following
the above scheme for a synchronous communication satellite with a 1 degree
limit on attitude error. In this example, the spin axis passed to within

0.05 degree of the orbit normal.

2,3.2 Stationkeeping

Once on station, the satellite orbit will be affected by a variety of
perturbations including solar and lunar gravitational attractions, solar
radiation pressure, and higher order terms in the earth's gravitational
potential. The longitude-dependent terms of the last type will cause drift
acceleration. The primary effect of solar radiation pressure is to cause the
eccentricity of the orbit to approach a value of the order of a few parts in
105, the value generally being less for satellites of larger size. This effect
can be eliminated by a modest expenditure of control fuel and in any case is
virtually negligible, although for precise stationkeeping it should be con-
sidered in determination of the mean orbital plane, causing inclination
increase that results in a daily north-south motion of increasing amplitude.

Since the initial inclination will be biased at 7 degrees, no north-
south stationkeeping will be required over the mission life, However,
periodic east-west stationkeeping maneuvers will be required to maintain
the spacecraft within 1 degree of its nominal operating longitude. The
required east-west stationkeeping impulse is about 1,89 m/s/yr for a worst
case station longitude,

Once the velocity required to stop and reverse the satellite drift at
one end of the dead band is determined, the generation of a maneuver plan
follows a fixed procedure, The optimmum location in the orbit for the
maneuver ig established (usually apogee or perigee) and the corresponding
time on the day selected for the maneuver is determined. For a given state
of the on-board reaction control systemy; e.,g., pressure, temperature, etc,,
and for a particular jet and pulsewidth, the jet start angle, total number of
pulses, execution time, etc., are determined by use of a series of maneuver
generating computer programs, Predictions are made as to the effect of the
maneuver on spin axis attitude, spin speed, RCS pressure, propellant con-
sumption, etc. The results of a typical east-west stationkeeping maneuver
of a synchronous communication satellite are shown in Table 2-5,

2.3.3 Repositioning Maneuvers

Two in-plane velocity maneuvers are required for repositioning of
the spacecraft to a new operating longitude. The requirement to drift
65 degrees in 15 days exists, and corresponds to a drift rate of 4.33 degrees
per day. The on-board velocity needed to start and stop two such station
change maneuvers amounts to approximately 49 m/sec.
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The procedure to be followed in generating repositioning maneuvers
and the execution of these maneuvers will be identical to that required for
east-west stationkeeping maneuvers with the exception that the magnitude of
the repositioning maneuvers will be considerably larger than that of the
stationkeeping maneuvers. Thus, the execution time of the repositioning
maneuvers will be also larger,

2.3.4 Antenna Pointing

A primary function of the TDRS CC is to provide commands to point
the S band MDR and K band return ground link antennas. A small computer
will be required for this function., Continually updated orbital data for the
TDRS and MDR users will be sent to the memory of this computer from the
GSF C data processing facility., The MDR schedule will then be used to com-
pute the required antenna position which will be converted to the appropriate
command. These commands are then sent to the ground station for trans-
mission to the TDR satellites, '

After initial system checkout, command transmission delays will be

measured and time variations calibrated, This data will be used to command
the two antennas in real time,

TABLE 2-5, STATIONKEEPING MANEUVER RESULTS

After Maneuver
Before
Characteristic Maneuver Predicted Actual
Drift rate, deg/day 0.053 E 0.058 W 0.052 W
Apogee altitude above
synchronous, km +15,0 * +12.6
Perigee altitude above
synchronous, km -21.5 * -5.9
Attitude error, Q.02 0.027 C.027
degrees
Spin speed, rad/sec 5, 68995 5,70147 5.70869

*Changes in these parameters are so slight for a maneuver of this small

magnitude that they cannot be predicted accurately.
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2.4 TELECOMMUNICATION SERVICE SYSTEM OPERATIONS

The TDRS system consists of five major elements: 1) GSFC
communications control and processing facility, subsequently referred to
as GSF'C; 2) the satellite control centers for the users and the TDR space-
craft; 3) the ground station; 4) the tracking and data relay satellites; and
5) the user spacecraft. The overall functional relationship among these
elements is shown in Figure 2-22. Note that GSFC has the responsibility
for scheduling the TDRSS communication services and providing most data
pProcessing,

Figure 2-23 shows additional details of the functional relationships
between the ground elements, Note that the TDRSS becomes an addition to
current STDN capability and makes use of existing scheduling, switching,
and data processing facilities at GSFC.

The TDRS control center computes commands for the TDR satellites
and sends them to the ground station for transmission to the satellites.
These commands configure the repeater and point the two steerable antennas
as well as produce housekeeping and sybsystem control functions. Each
user control center will issue commands to his spacecraft, limited only by
the predetermined schedule, Return telemetry will be routed directly to
users' offices, if desired, and/or may be processed at GSFC,

The ground station is the interface between the TDRS control center,
GSFC, and the TDR satellites. All modulation/demodulation, multiplexing/
demultiplexing, and RF transmitting/receiving is performed at this facility,

Before discussing these elements in further detail, a description -
of the functions required to provide the services will prove helpful.

2,4,1 Low Data Rate (LDR) Service Operations

The LDR service has the capability to provide near real time
command of and telemetry from up to 40 user spacecraft. Ground operations
should be implemented so as to take advantage of this capability, A two-way
voice link is available in addition to, and simultaneous with, command and
telemetry. A master schedule for this service will continuously be provided
by GSFC. )

The LLDR service consists of two forward link channels per TDRS
and the capability to return telemetry from up to 20 user spacecraft simulta-
neously per TDRS. The two forward links are identical in capability
(30 dBw EIRP) but one can be used only 25 percent of the time due toc TDRS
power limitations, It is also expected that the time limited channel will be
used primarily for voice communication to manned users.
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Figure 2-22. TDRSS Functional Operations
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2,4.1,1 Telemetry and Command

For return telemetry and command, Figure2-24 illustrates a typical
sequence for LDR service to a user spacecraft. An explanation of this
sequence will aid in understanding the LDR control functions,

Position 1 represents the end of an occultation period during which
neither TDRS was visible to the user spacecraft, At this point, after a
brief period not exceeding 1 minute, the user's receiver will automatically
synchronize to the pseudo-noise code modulated signal transmitted at UHF
from TDRS E. Following this signal acquisition, the user spacecraft is
ready to receive commands. If the user is then commanded to turn his
transmitter on, or if it is already on, a ground receiver corresponding to
that user's coded telemetry signal must be connected to the output of the
antenna/receiver receiving from TDRS E. This receiver will acquire the
user's signal in a brief period, less than 1 minute, and then range and range
rate measurements may be made simultaneously with telemetry data
reception.

Due to the nature of the signal transmitted by TDRS E, each and
every user spacecraft becoming visible to TDRS E will automatically syn-
chronize to its signal with no operational procedure required at that time on
the ground. Further, commands to a user beyond transmitter activation are
not required for tracking; i.e., only the one coded forward link signal per
TDRS is used for tracking all users.

In position 2,the user is visible to both spacecraft, and a command
is sent to the user via TDRS E to change his receiver code to correspond to
the signal from TDRS W, i.e., code 2. This change is followed by auto--
matic acquisition of the signal from TDRS W, Only two receiver codes are
required for all users. Finally, in position 4 before occultation, the user
is commanded to change his receiver code back to code ! from TDRS E in
preparation for communication following occultation.

Handover times corresponding to positions 2 and 3 of Figure 2-24
will be determined by GSFC based on user ephemerides and relevant RFI
data. At handover, commands to a user will be switched from the LDR
forward link channel of one TDRS to that of the other. Since the forward
link command stream is modulated by a different PN-sequence for each
TDRS, the user spacecraft must be commanded to change his code prior
to handover, Each user control center may send the handover command to
its satellite according to the master schedule which will include handover
times., However, another option is possible if desired by a user control
center, The master scheduling computer could be programmed to provide
the handover command and inject it into the forward link channel at the
appropriate time, This automatic handover service would be provided only
at the request of a user control center.
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User commands may be transmitted to GSFC in either a block,
containing many commands, or one at a time for near real time command.
In either case, the commands will be time-tagged to indicate the approxi-
mate time that they should be injected into one of the two forward link
command channels, Master scheduling and priority control at GSFC will
resclve conflicts that may arise. This forward link command stream
assembly can be fully automated, employing techniques identical to those
of time-sharing computation facilities,

2.4.1.2 Voice

Voice communication is provided by the second LDR link, This
service has a usage limitation due to power constraints; each TDRS can
provide LDR voice service 25 percent of the time. This is an end of life
limitation and greater usage is possible at the beginning of the system life,
The manned user spacecraft will be provided with visibility times and a
handover schedule; thus, commands to change receiver codes do not need
to be transmitted,

Forward link voice will be sent direct to GSFC where it will be
converted to a binary waveform and multiplexed with three forward link
signals for transmission to the ground station, Likewise, return link voice
from the spacecraft will be sent from the ground station to GSFC for
distribution,

Due to the nature of the signal design and user receiver operation,
the acquisition of a TDRS signal by a user spacecraft is automatic and does
not require that the user be sent any special command other than the
required handover command discussed above. Signal acquisition means
that both time and phase synchronization with the PN modulated signal
transmitted by a visible TDRS has been achieved. Acquisition of the return
link is not necessarily automatic because all of the users' signals occupy
the same frequency in code division multiplex (CDM).

For each transmitting user, a demultiplexer/demodulator must be
connected to one of the two ground station receivers, Generally, the
receiver to be used for any particular user will correspond to the trans-
mitter as determined by the system schedule based on user ephemerides.
That is, both transmission and reception will be via the sarmme TDRS at any
given time, and the master schedule will determine when handover will
occur for each user,

Return telemetry may be routed directly from the ground station
to user control centers via GSFC or may be processed at GSFC prior to
distribution,



2.4.2 Medium Data Rate (MDR)} Operations

The MDR service differs operationally from the LDR in that only one
user spacecraft is in the beam of a TDRS MDR antenna. Thus, during any
given period, communication with only one user per TDRS is possible,

Control of the MDR is primarily a matter of scheduling, Mission
priorities, together with user ephemerides, will be used by GSFC to deter-
mine the schedule. All MDR signals, both forward and return, will be
routed through GSFC, and the routing matrix will be enabled according to
the MDR schedule. This signal routing will result in only a small delay so
that real time two-way communication is possible.

In addition to the high gain steerable S band antenna on each TDRS,
a low gain, broad beam order wire receiving antenna is provided, This
allows a manned spacecraft in orbit to request the MDR service. Sucha
request would have top priority and override the predetermined schedule.
It is expected that unscheduled service requests via the order wire antenna
will be made only under emergency conditions. An order wire request
signal will be relayed simultaneously to GSFC, the TDRS control center,
and the Manned Spacecraft Center. The TDRS control center will immedi-
ately send commands to the appropriate TDRS which will.point the 8 band
at the manned spacecraft. GSEC will immediately establish the two-way
connection of the MDR channel.

2.,4,3 GSFC Operations

All of the TDRSS telecommunication services will be scheduled and
controlled by GSFC. Most of these basic functions have been discussed
above but are summarized below,

2.4.3.1 LDR Operations

Service Scheduling. The nature of the LDR service is such that
under most conditions the schedule would not limit user communications but
would merely inform user control centers of visibility periods.

Handover Schedule., This schedule is supplied to user control centers
so that they can command their spacecraft to "listen! to the TDRS through
which their subsequent commands will be transmitted, This same schedule
is used in the GSFC processor which assembles the two forward link com-
mand bit streams,

Forward Link Assembly, The flow of commands via each TDRS LDR
link is determined at GSFC. Command inputs from user control centers
are buffered as required and then inserted into one of the two forward com-
mand links based on time tags and predetermined priorities. This operation
will be similar to that required for current time-shared computation with a
central processor. Itis foreseeable that transmission time conflicts will
arise resulting in short delays for some commands similar to those delays
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that occur during busy periods of time-shared computation, However, due
to the rapid interleaving of commands, these delays should be short, pre-
senting little difficulty to effective user spacecraft control.

Return Link Distribution. There will be up to 40 return telemetry
signals received simultaneously and sent to GSFC for distribution. If
processing by the GSFC TDRSS center is desired by a user, the distribution
may be delayed. If a user control center is able to process the raw telem-
etry data from its spacecraft, then the telemetry can be routed immediately
to the user center,

Voice Conversion, The LDR links have been designed for digital
signals, thus the voice signal must be converted to binary form for forward
link transmission and reconverted from binary to analog form in the return
link, Delta modulation is recommended for the analog-to-digital (A/D)
conversion, '

2,4.3.2 Medium Data Rate Operations

Service Scheduling, Because only one user spacecraft per TDRS can
be serviced with the MDR system, scheduling becomes the major function of
GSFC operations, User mission priorities and ephemerides will both be used
to produce the schedule. Voice service request by a manned spacecraft via
the TDRS order wire channel will receive highest priority. The order wire
implementation will allow an urgency rating to be transmitted by the manned
spacecraft as part of its service request, This rating can be used to deter-
mine if the current MDR communication link should be immediately termi-
nated or if service to the manned spacecraft can be delayed for a short period
until a more convenient time. :

Signal Routing, Based on the MDR schedule, two-way lines from
user control centers to one of the two MDR channels will be connected,
Thus, user centers will have real time two-way communication with their
spacecraft for the duration of their scheduled period. If handover from one
TDRS to another occurs during this period, it will be performed automat-
ically by the routing matrix at GSFC in coordination with the TDRS control
center and ground station,

Processing/Storage. Some user control centers may require
storage and/or processing of both forward and return signals. These func-
tions will be performed by GSFC. For instance, commands may be sent to
GSF'C in advance of the scheduled user service period, These will be stored
and later read into one of the MDR channels. :

2.4.3.3 General Operations

Orbit Determination, Range and range rate measurements made at
the ground station for each user will be sent to GSFC. The measurements
will be used to estimate user orbital parameters which, in turn, will be used
to determine the schedules for LDR and MDR services. The orbital param-
eters will also be sent to user control centers.
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Multiplexing /Demultiplexing. Communication between GSFC and the
ground station will utilize a minimum number of individual links, At GSFC,
the six forward link channels (two LDR and one MDR per TDRS) must be
multiplexed for transmission to the ground station. The return link signals
may include: '

1) Up to 40 simultaneous LDR telemetry signals
2) One LDR voice signal of 20 kbps
3) Two MDR signals with maximum rates of 1 Mbps.
These signals must be demultiplexed and then routed as discussed above.

2,4.,4 TDRS Control Center

- The TDRS control center is responsible for monitoring the telemetry
from the two satellites and for generating commands to be transmitted to
them. For telecommunication control, commands are required for each
TDRS to accomplish the following: '

I} Point the S band antenna
2) Point the K band antenna

3) Select the forward and return MDR frequency bands within the
total possible bandwidths

4) Set return link channel gains
Required inputs to the control center 'mclude:
1) Orbital parameters of each TDRS from GSFC
2) Schedules for both LDR and MDR services from GSFC
3) Telemetry from each TDRS direct from the ground station

2.4,5 Ground Station Operations

The ground station is the interface between the other ground elements
and the TDRS satellites., The ground station must perform the following '
functions: ' :

1) Ground station antenna pointing

2) Transmitting to and receiving from the TDRSs

3) Demultipleiing the signal from GSFC into the six forward link
channels plus additional status, scheduling, and control signals
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4) Spreading the spectra of the forward link signals
5) Carrier modulation

6} Filtering as required to separate the received signals and to
reduce RFI in the LDR return channels

7) Configuration of demodulation equipment according to the
schedule for all services

8) Multiplexing of all return link signals, range and range rate
measurements, and status data for transmission to GSFC

9) Internal forward links verification: this wverification amounts to
comparing what was transmitted to the TDR satellites in each
link to the outputs of the forward link demultiplexer. This com-
parison verifies the integrity of the spectrum spreading, base-
band to RF conversion and final multiplexing. The functional
processes are illustrated in Figure 2-25,

The LDR return link service is operationally the most difficult
because there will be many telemetry signals simultaneously present in the
two common channels from each TDRS. The choice of which TDRS channel
to connect the demodulation equipment to is made preliminarily at GSFC and
may be automated based on the GSFC handover schedule. These functions
are illustrated in Figure 2-26. MDR functions are conceptually the same
as for the LDR, but only one signal per TDRS at any time will be received,
Further, acquisition and demodulation of the MDR signals will be simpler,

More detail on ground station implementaion is presented later in
this volume in subsection 3.5,

2.4,6 Command Verification

Verification of the commands sent to user spacecraft via the TDRSS
forward links is a necessary and conventional procedure. With the TDRS
system several levels of command verification are possible:

1) Internal ground station signal verification: this has been
discussed above, ’

2) GSFC verification of the link between GSFC and the ground
station: this verification requires a comparison of the binary
signals in each of the forward link channels with the return
outputs of the ground station verification system.,

3) User command verification: finally, the actual commands must
be verified on a per user basis. This requires the return
telemetry from the user spacecraft to be monitored and can be
performed at either GSFC or the user control centers,

The functional relationship of the TDRS3S elements in order to provide
these three verifications is shown in Figure 2-27,
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3. TELECOMMUNICATION SERVICE SYSTEM

The Telecommunication Service System consists of the communication
equipment in the Tracking and Data Relay Satellite (TDRS), user spacecraft,
and ground station. The services and their operational aspects have been
discussed above and are depicted in Figure 3-1. Forward links are those
from the ground station to the user via a TDRS, and return links are those
from the user to the ground. station via a TDRS., The telecommunication.
services can be briefly summarized as:

1) Low data rate (LDR) service for command to, telemetry from,
and tracking of at least 20 users per TDRS

2) Medium data rate (MDR) service for users requiring higher
return data rates up to 1 Mbps

3) Two-way (full-duplex) voice for manned users via both the
LDR and MDR services

This section contains both the analysis that led to major conceptual
and implementation decisions and descriptions of baseline designs for equip-
ments. First, the requirements and design objectives are discussed in sub-
section 3.1 followed in subsection 3.2 by a brief summary of the telecommuni-
cations service system performance, capability, and major features.

The detailed analysis and tradeoffs for the LDR and MDR space links
and the ground link are presented in subsection 3, 3. Subsection 3.4 describes
the design of the TDRS communication subsystem. The ground station is
discussed in subsection 3.5, and, finally, user spacecraft equipment is dis-
cussed in subsection 3. 6.

3.1 REQUIREMENTS AND CBJECTIVES

The requirements for the TDRSS telecommunications service system
fall into two categories: 1) performance requirements on the functions and
capabilities of the LDR and MDR services and 2) design requirements that
have a direct impact on the RF communication equipment of the TDR satel-
lites, user satellites, and ground station. The objectives can also be separ-
ated into two classes: 1) performance objectives and 2) general system
design objectives. The former concern user capability and additional system
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functional capability, while the latter include those objectives that are the
general goals of every large systern design such as reliability, minimum
cost, operational flexibility, and maximizing failure mode capability. Little
more can be said about these general objectives at this point, but in the
analysis and design discussion to follow, selections between design alterna-
tives, all of which provided the required performance, were made on the
basis of these objectives.

3.1.1 Requirements

Performance requirements are summarized in Table 3-1, The
required user services range of bit rates and tracking accuracy are taken
from the contract statement of work., The required probability of bit error
of 10~ and voice duty cycle were a result-of mutual agreement between
Hughes and the NASA TDRS Program Office. For the forward links it has
been assumed that any bit rate in the specified range is satisfactory. The
medium data rate return link bit rate range is assumed as a firm require-
ment, i.e., that the system must have the capability to relay any return
telemetry rate from 10 kbps to 1 Mbps. In light of the unknown interference
environment of the low data rate return link, the required bit rate range is
interpreted as a performance limit; that is, 100 bps per user is an absolute
minimum, but system design should maximize the low data rate return rate
potential, with no greater than 10 kbps required.

The design requirements are listed in Tahbles 3-2 and 3-3. The
requirements of Table 3-2 primarily concern the TDRS/user spacecraft
communication links, The requirements of Table 3-3 apply only to com-
munications between the ground and TDRS, i.e., the ground links, The
weather margin requirement of this table was selected by GSFC based on
link availability analysis by Hughes during the study.

Referring to Table 3-2, the change in low data rate return link G/ T
from -14.0 to -16.0 dB/K is noted. This requirement was changed as a
result of: 1) antenna size limitations as determined in the mechanical design
and Z2) analysis showing that in the RFI environment of the low data rate return
link, the lower G/T value will result in a negligible reduction of communica-
tion capability.

Originally, three potential frequency bands for the medium data rate
links were available including the S band frequencies shown in Tahble 3-2,
A trade study was performed to compare the effect of these bands (S, X, and
K bands) on TDRS and user weight, the results of which are in
subsection 3.3. 2.2, However, discussion with GSFC during the course of
the study indicated that S band is necessary for support of manned users and
hence must he used for medium data rate communication. The two available
bands for low data rate forward links required a trade study resulting in the
selection of the 400.5 to 401.5 MHz band as discussed in subsection 3.3.1.4.
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TABLE 3-2. DESIGN REQUIREMENTS FOR THE
TELECOMMUNICATIONS SERVICE SYSTEM

Communications

Low Rate User Support Medism Rate User Support

Forward

Return

Forward

Return

Number of
users oT
links

Minimuam
EIRP

Repeater
type

Minimum
G/T

Polarization

Space link
frequency
MHz

CCIR limit
on earth
incident flux
densit

dBwfm§/4 KHz

Two parallel links far
simultaneous voice,
command, and
tracking

For each VHF link:

30.0 dBw within
26 degree cone

28, 0 dBw within
30 degree cone

Freguency translation
(hard limiting
permissible)

VHF: 118to 132 or
UHF: 400.5 to 401.5

VHF: -144
UHF: -150

Up to 20 users
simultaneously

Linear, separate
frequency trans-
lation for each
channel

At either
polarization:

- 16.0 dB/K*

within
26 degree
cone

Separate
orthogonal
receive polari-
zations with
220,0 4B isola-
tion between
channels

VHF: 136 to 138

-144

At least one user

41 dBw at S band or
52 dBw at K band
within 2 1. 0 degree
beam pointable any-
where within a

30 degree cone

Frequency translation
{hard lirniting
permissible}

S band: 2035 to 2120

-154

At least one user

Frequency translation
(hard limiting
permissible

2.0dB/K at 5 band
or 12.0 dB/K at

K band within

= 1.0 degree beam
pointable anywhere
within a 30 degree
cone :

Circular polarization

S band: 2200 to 2300

-154

#Qriginal Statement of Work Requirement: -14.0 dB/K with 26 degree cone.

Note: Coverage requirement refers to an earth-centered cone.




TABLE 3-3. GROUND LINK REQUIREMENTS

Frequency Plan

Ground to TDRS (forward)

Primary Frequency

Ku Band 13.4 to 14.0 GHz

Backup, user simulation and checkout

S band 2200 to 2290

Launch phase and backup TDRS command and tracking

VHF 149 to 150 MH=z
TDRS to ground link (return)

Primary frequency

Ku band 14.6 to 15.2 GHz

Backup, user simulation and checkout

S band 2025 to 2110 MHz=z

Launch phase and backup TDRS command and tracking

VHF 136 to 138 MH=z
Primary link (K band) requirements
Weather margin: 17.5 4B

Earth incident flux 2
density limit: -154 dBw/m /4 kHz

3-6




3.1.2 Objectives

In addition toe the requirements discussed above, there are a number
of design and performance objectives. One objective is to provide the per-
formance of Table 3-1, with the following user characteristics:’

LDR users:
Antenna gain -3 dB
Antenna polarization ' linear
Transmitter RF output power 5 watts

MDR manned users

Antenna gain 0 4dB

Antenna polarization circular

Transmitter RF output power 100 Wat.ts

Return link voice plus 78 kbps data

Other objectives included:
1) For both forward and return medium data rate links, provide
a 10 MHz bandwidth channel whose position can be varied
anywhere in the available bands (see Table 3-2),

2) Provide order wire capability to allow a service request to
be made by the manned spacecraft.
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3.2 TELECOMMUNICATIONS SUMMARY

All of the performance requirements and objectives of the previous
subsection have been satisfied in the telecommunication service system
design, This section summarizes the principal features and parameters
associated with the services provided,

3.2.1 Low Data Rate Service

The signaling techniques selected allow 20 unmanned users per TDRS
as a minimum for both the forward and return links. The forward link is
timed-shared; thus only one user can be commanded at a time per TDRS,
However, there is no system limit to the number of users to which commands
be sent, since each command will have a user identifying prefix that activates
the command decoder of the intended user.

The return user telemetry link capacity is limited primarily by RFI,
as discussed later. The number of users transmitting in the common spec-
trum also has a significant effect on the capacity, However, the exact num-
ber of users that may use the return link cannot be identified, It is the nature
of the selected wideband code division multiplex (CDM) approach that if a
total of 40 users are successfully transmitting return telemetry via the two
TDRSs, then 41 or maybe even 50 could also successfully return telemetry.
This link is analyzed later in subsection 3. 3, 1. 4,

3,2.1.1 Forward Link

The low data rate service provides two forward links, one of which
will be used primarily for command of user spacecraft, and the other pri-
marily for voice communication with a manned user, These two separate
channels have been identically designed to provide greater system flexibility
and spaceborne electronics reliability and provide a high capability failure
mode. Due to TDRS power limitations, the channel used primarily for voice
is restricted to 25 percent usage; however, this includes 25 percent of an
eclipse period. Both the command and voice services discussed below are
provided within a 30 degree conical coverage pattern of the UHF TDRS
antenna.

Major selected signaling and multiplexing techniques are:
1} PN coding for both user commands and voice
2) Code division multiplexing of user commands and voice

The use of PN coding is the major signal design characteristic and allows
four objectives to be accomplished:

1) Commands and voice can be code division multiplexed,

2) Multipath interference is reduced due to the spectrum spreading.



3) Earth-incident flux density is reduced to meet CCIR requirements,
4) Range measurement accuracy is improved.

Command Channel, The user command channel will be time-ghared;
that is, only one user can be commanded at a time. However, commands
may be sent to many users within a period of 1 minute, All users will
receive the TDRS transmitted RF signal; thus each command will have a pre-
fix which will activate the command decoder of the intended user,

Other operational features include:

1) Automatic user User available for command shortly
acquisition after becoming visible,
2} Time shared link Requires synchronized sequencing of

user commands,

3) Fixed timing User receivers can be standardized;
ground operations and equipment
can be simplified.

4) Variable format Number of bits and their significance
in a user command can be different
for every user if desired, i.e., com-
mand format flexibility.

Analysis of the low data rate links and a study of ground emitters
has revealed that RFI is most likely the limiting factor in these links., Fig-
ure 3-2 shows how the bit rate is limited by RFI, The parameter chosen to
guantify RFI is the average spectral density of the RFI power at the receiver
input. The selected baseline bit rate is 300 bps.

Voice Channel, The voice channel employs delta modulation to con-
vert the analog voice signal to a binary wave form. The baseline bit rate is
9. 6 Kbps, resulting in high quality transmission. The bit energy-to-noise
density is shown in Figure 3-3 as a function of RFI density. It may be noted
that the use of convolutional encoding will allow operation at higher levels of
RFI and will probably be required.

Signal Parameters. The signal parameters selected for the baseline
design are:

1) Chip (PN code symbol) rate 614 kchips/sec
2) Command bit rate 300 bps

3) Command code length 2048
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4) Voice bit rate . 9.6 Kbps

5} Voice code length with rate 32
1/2 convolutional encoding

The frequency band chosen is the allocated UHF band 400. 5 to
401, 5 MHz, This band wasg selected over a VHF band because 1) more band-
width is available, 2) RFI is expected to be smaller, and 3} it is a currently
internationally allocated band for space use,

Transmit Equipment Parameters. The EIRP and contributory par-
ameters are as follows for each of the two forward links:

26 degree FOV ' 30 degree FOV
Antenna gain, dB 12,5 11.8
Radiated power, dBw 17.5 17,5
EIRP, dBw 30 _ 29.3

3.2.1.2 Return Link

The LDR return link allows simultaneous reception from up to at
least 20 telemetry transmitting users and one voice user per TDRS, The
telemetry channel and voice channel occupy separate frequency bands at
136 to 137 MHz and 137 to 138 MHz, respectively. As with the forward link,
the return link service is provided over a 30 degree conical coverage pattern.

The low data rate return link capability per user is a function of the
number of active users, their EIRP, and the multipath and RFI environment.
Figure 3-4 shows the telemetry link capability per user versus the user EIRP,
with the RF'I noise density as a parameter, The curves are plotted over a
representative set of system parameters and include allocations for various
degradations, but do not assume worst case conditions or a link design mar-
gin. For a user EIRP of 4 dBw, in the absence of RFI, the system is limited
to about 2.5 Kbps, as can be seen from the upper curve. With a2 more
advanced user communications terminal with greater EIRP, the link is
limited to 4 Kbps.

The RFI noise density is that which appears at the receiver input.
Note the dramatic effect of RFI as it increases above the thermal noise level
of 200 dBw/Hz, The higher values of user EIRP may be required to provide
desired data capacity in presence of current RFI estimates, The assumptions
that were used in producing Figure 3-3 are listed in Table 3-4. The multi-
path assumption is that for multiple users, the total received multipath power
from all users is 6 dB less than the total received direct power. This may
also be interpreted as follows: on the average each user's multipath power
received by the TDRS is 6 dB less than its direct power.



TABLE 3-4. LOW DATA RATE RETURN TELEMETRY

CHANNEL ASSUMPTIONS

20 visible users

Average received power of other users 4 dB more than
user of interest

Average relative multipath per user -6 dB

RFI noise density measured at TDRS receiver input
TDRS G/Tz-16 dB/K . (edge of coverage)
Polarization combining 0.5 dB from theoretical

PN correlator/convolutional decoder operation 2 dB from
theoretical ‘

Ground link signal-to-noise ratie, 2 16.5 dB

Bit error rate, = 10-5

RF bandwidth, 1 MH=z

Signal Parameters. The selected signaling and multiplexing
techniques are:

1)

2)

3)

4)

5)

User telemetry and voice occupy separate frequency bands:
Telemetry 136 to 137 MHz
Voice 137 to 138 MH=z

User telemetry will be PN code modulated to occupy the entire
1 MHz band.

Voice signal will PN code modulated as required to meet
CCIR requirements.

Simultaneous multiple user telemetry signals are code division
multiplexed in the 136 to 137 MHz channel; thus, each user's
PN code will he different,

Convolutional encoding will be employed on user telemetry for
bit error correction; link quality is improved significantly with
this technique.

The baseline approach assumes that the return bit rate is standardized
for all users but this is not a system requirement, With this standardization
the baseline parameters are as follows:
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1) Telemetry bit rate 1200 bps

2) Convolutional encoding 1/2
rate
3) PN code length 511
4) Chip rate 1. 22 Mchips/sec
5) Voice bit rate 19. 2 Kbps

(delta modulation)

Receiving Equipment Parameters. The G/T and contributory par-
ameters are as follows for a 30 degree conical field of view:

26 degree FOV 30 degree FOV
VHF antenna gain, dB 11. 2 11.8
Receiver noise figure, dB 3.9 . 3.9
Receiver noise temperature, K 420 420
Equipment G/T, dB/K -15.0 -14.4

3.2,1.3 User Tracking

Tracking refers to range and range rate measurements from which
user orbital parameters can be derived. The geometry shown in Fig-
ure 3-5 shows the four segments that are involved in the required two way
transmission. Thus, four transmitters and four receivers are active in this
process; two of each are on the TDRS.

Range rate measurement requires the determination of total doppler
shift at the ground station, and thus requires phase coherence of the three
oscillators in the respective terminals as shown. Measurement of range
requires time delay determination in the round trip signal transmission;
thus timing synchronization is required. The use of PN codes in the low

data rate services automatically provides this synchronization at both user
and ground station.

Due to the PN code signaling, user spacecraft receivers automatically
acquire and synchronize to the signal transmitted from a TDRS, After the
brief acquisition period, range and range rate measurements can be made.
However, the user’'s transmitter must be turned on, and the return signal
acquired at the ground station. A particular operational advantage of the
signaling concepts used here is that both range and range measurements can
be made simultaneous with telemetry receptlon and no forward link com-
mands are required.
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The performance limit of the range measurement system is shown
in Figure 3-6 as a function of return link RFI noise density. The total rms
uncertainty is the sum of the forward and return link uncertainties,

The accuracy of range measurements is limited by thermal noise in
the receivers and instability of the three oscillators in the round trip trans-
mission. It can be seen that the low data rate system requirement of
15 meters random uncertainty can be satisfied if RFI power is small for the
forward link and limited to less than about - 180 dBw/Hz in the return link.

3.2.2 Medium Data Rate (MDR) Service

The medium data rate service requires a high gain antenna on each
TDRS. This antenna has the angular freedom to follow user spacecraft in
orbits with altitudes up to 5000 kmn. Because of the narrowbeam antenna
pattern, two way communication is possible with only one user spacecraft
at a time via each TDRS,.

The TDRS repeater has been deéigned to accommeodate a 1 Mbps data
rate on the return link.

The wideband (10 MHz) phase coherent repeater allows range and
range rate measurements to be made by almost any method preferred by
the user. In addition, capability is provided to position the transmit (for-
ward link) 10 MHz band, anywhere in the 2035 to 2120 MHz frequency range
and to position the receiver (return link) 10 MHz band anywhere in the 2200 to
2300 MHz range.

The S band transmitter operates at two power levels resulting in two
EIRP levels: 47 and 41 dBw. The former is restricted to part-time use due
to TDRS power limitations.

The high power mode will allow transmission of 22 Kbps delta modu-
lated voice on the forward link, to accommodate 19. 6 Kbps delta modulated
voice and 2 Kbps data, The TDRS antenna and receiver design provides for
a 100 Kbps combination of voice and data on the return link from a manned
user with an omni antenna and 100 watts of RF power, ’

Flux density calculations indicate that the forward link spectrum
must be spread prior to transmission from the ground complex in order to
meet CCIR requirements, and probably the return link spectrum will also
require spreading.

3.2.2.1 Forward Link

As mentioned above, each TDRS has two transmitter power levels
for the MDR forward link. In addition to this variation, the user's antenna
gain and receiver quality determine the data rate capacity of the medium
data rate forward links. Figure 3-7 shows the maximum possible forward
link data rate, assuming no error correction encoding and a receiver system
noise temperature of 800 K,
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The high power level was determined by the requirement to transmit
a 22 Kbps digital voice plus data signal to the Space Shuttle with a 0 dB gain
antenna. It can be seen that in the low power mode bit rates greater than
1 Kbps are possible with antenna gains less than 0 dB., Note that even a
20 dB gain requires a relatively small antenna. The TDRS antenna gain for
the forward link is 36 dB and the radiated power is 3.2 and 12. 5 watts for
low and high power modes, respectively.

3.2.2.2 Return Link

The medium data rate return link capability is determined by the
TDRS G/T ratio and user EIRP. The TDRS G/T ratio (10,5 dB/K consid-
ering receiver noise only) was determined by the requirement to receive data
plus voice (approximately 100 Kbps total) from the Space Shuttle with an
EIRP of 20 dBw (100 watts). Figure 3-8 relates the maximum posaible data-
rate to user power and antenna gain assuming no error correction encoding.
The use of error correction encoding would increase the maximum data
rate of both the forward and return links by a factor of up to 7.

The return link system requirement of 1 Mbps can be achieved with
a user EIRP of 30 dBw, which might consist of a 20 dB antenna gain and
10 watts of RF power,

3.2.2.3 Tracking

The 10 MHz bandwidth will allow both the range and range rate
measurement accuracy requirements to be met with sufficient ground oscil-
lator quality and user communication equipment capability,

3.2.3 Order Wire

An S band antenna has been provided which has a gain of 13, 2 dB or
greater for orbital altitudes up to 550 km. The repeater channel has been
designed so that approximately 1 Kbps can be transmitted to the Ground Sta-
tion at any time by a manned spacecraft with an omni antenna and 100 watts
of radiated RF power. Thus, a request can be made by such a spacecraft
for MDR service accompanied by priority level data.

The channel bandwidth is 1 MHz centered at 2250 MHz so that if the
manned spacecraft can provide greater EIRP, more data, or even voice,
could be relayed via this service.

3.2.4 S Band Transponder

A turnaround S band transponder has been provided to allow accurate
TDRS range measurements, The bandwidth is 8 MHz centered at 2010 MHz
for receive and 2075 MHz for transmit., The transmitted EIRP is 18 dBW,
This transponder will allow trilateration techniques such as those currently
being designed for the Synchronous Meteorological Satellite.’

For completeness in this section the link power budgets corresponding
to TDRS transmission and reception are presented in Tables 3-5 and 3-6,
respectively, These power budgets are the basis for much of the following
analysis and contain the important link parameters.
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TABRLE 3-5. TDRS

TRANSMIT LINK BUDGETS

MDR Forward
. LDR Voi S Band Ground S Band
Parameter Command I?II{C; K Band Transponder
UHF High Low '
Power Power

TDRS EIRP -30, 0% 30.0 47,0 41,0 EIRP 18.0

T DRS pointing loss - - -0.5 -0. 5 -0.5 -
Space loss -177.5 -177.5 -192,0 -192. 0 -208.4 -192. 0
Receive antenna gain -3.0 -1.0 G, G, 63.0 3z2.0
Receive pointing loss - - -0.3 -0.3 -0.5 -0.3
Receive line loss -0.5 -1.0 0 0 -0.3 -1.0
Receive ellipticity loss -3.0 -1.0 0 0 -0.2 -0 2
Receive power, Pr -154,0 -150,5 Gu—146 Gu—152 EIRF-146. 9 -143.5
Receiver noise figure, dB 3.75 3.75 5.5 3.8 3.8

Receiver noise temperature, K 400 400 750 400 400

Background noise temperature, K 50 50 50 20 50

Total system noise temperature, K 450 450 800 420 450
Noise density, n dBw/Hz -202 -202 -199.5 -202.3 -202.0
Pr/n T dB-Hz 48 51.5 Gu+53. 5 Gu+4?. 5 EIRP+55,.4 58,5

“For 26 degree conical coverage, 29.3 dBw for 30 degree coverage.
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TABLE 3-6,

TDRS RECEIVE LINK BUDGETS

Parameter vir | Vel | MDR | GLC | ground
{minimum) S Band
Transmit power 7.0 20 20 P
Transmit antenna gain -3.0 0 EIRP 0 62
Transmit peinting plus line loss - - - -3
Space loss -167.5 -167.5 -192.7 -192.7 -207.5
TDRS antenna gain 11. 2% 11.8 36.7 13.2 18.5
TDRS pointing loss - - -0.5 - -2.0
TDRS line loss -1.0 -1.0 -2.2 -1.0 -1,0
TDRS ellipticity loss -0.5 -0, 2 0 -0.2 0
Receiver power, PR -153, 8 -136.9 EIRP -160.7 P-133
~-158,7

Noise figure, dB 3.9 3.9 3.9 3.9 9
Receiver noise temperature, K 420 420 420 420 2000
Earth noise temperature, K 210 210 300 300 300
Total system noise temperature, K 630 630 720 720 2300
Noise density, n T dBw/Hz -200.6 -200. 6 ~200 -200 -195
P./np CB-Hz 46.8 63,7 f.;If{l; 39.3 P + 62

Eid .
For 30 degree conical coverage,




3.3 ANALYSIS

The analysis required for the telecommunications service system
design has been separated into three major portions:

1) The low data rate TDRS/user spacecraft links
2) The medium data rate TDRS/user spacecraft links
3) The TDRS/ground station links

Each of these subjectsis treated successively in the following three sub-
sections, Subsection 3, 3.4 presents a brief summary of the selected
techniques and baseline parameters.

Each subsection presents foundational data and alternative concepts
which are then followed by representative designs. These are then com-
pared on such quantitative bases as multipath rejection, R¥I margin, and
bit rate capacity. Other system considerations also were important in
baseline design choices; these considerations include operational flexibility,
user equipment standardization, and reliability of spaceborne equipment.

3.3.1 Low Data Rate System Analysis

The low data rate analysis and conceptual design is summarized in
the following sections. The key engineering trades described in this section
are listed in Table 3-7. The link design procedure is illustrated in
Figure 3-9.

The anti- rnultlpath technique selection of pseudo-noise (PN) coding
"was based largely on previous studies for TDRSS. The major alternative,
burst transmission, was studied, but was not found to outperform the PN
approach. The use of PN coding simultaneously accomplishes the follow-
ing objectives:

1} Reduces effects of multipath interference
2) Allows accurate range measurement
3) Provides technique for signal multiplexing

4) Spreads the power spectrum to satisfy the CCIR flux density
requirements

In addition, PN coding, in conjunction with notch filtering, can also
be used for protection against RFI (radio frequency interference). The
Electromagnetics Systems Laboratories, Inc. frequency diversity approach
was considered against RFI, but it is complex and not readily adaptable for
use in ranging. A multielement antenna with signal processing on the
ground was another alternative, This would effectively result in directing
antenna nulls toward RFI sources and an antenna gain peak toward the user
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TABLE 3-7.

LOW DATA RATE SYSTEM ALTERNATIVES

Trade Topic

Principal Alternatives

Selecti;ans

Antimultipath
technique

Anti-RFI
technique

Forward link
frequency

Voice and
data
multiplexing

Voice
modulation

Data
multiplexing

Polarization discrimination®
Pseudo noise
Burst transmission

Frequency diversity
PN with notch filtering
Processing antenna

VHF: 117.525 MHz
UHF: 400.5 to 401. 5 MHz

e Separate frequency
channels (FDM)
o Common channel {CDM)

Delta modulation
Vocoding

DM
CDM

Polarization discrimination
Fseudonoise

PN with notch filtering

UHF

FDM for return link
CDM for forward link

Delta modulation

CDM (code division
muliplex)

=FI\/Ia,nmad user only

s‘pacecraft. Unfortunately, TDR satellite constraints limit the number of
antenna elements and therefore the improvement which can be achieved. If
the RFI sources are conveniently located, the processing antenna approach

would provide some RFI rejection part of the time, but it provides only slight
advantage when the user is above the RFI source. ‘

The notch filtering

approach was selected because of its simplicity and the fact that its perfor-
mance will be independent of user location.

The low data rate forward link frequency was selected as UHF
primarily because greater bandwidth was available for ranging and voice,
and because this band is already allocated to space use.

The principal alternatives for voice and data multiplexing were code

division multiplexing (CDM) and frequency division multiplexing (FDM).

FDM approach was selected for the return link to prevent telemetry data

degradation by the voice signal.

This also permits the addition of power
control at the TDRS for the voice or telemetry channels if deemed necessary.

Furthermore, it was found that a repeater bandwidth convenient at VHF
easily permitted separation of the signals.
selected for the command and voice forward links in order to simplify the

W
]
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A baseband CDM approach was

The
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TDR satellite transmitter design. The composite command and voice at RF
appears as a single signal in the saturated amplifier. Sufficient bandwidth is
available at UHF to minimize crosscorrelation etfects.

For TDRS system voice encoding, delta modulation has been selected.
An encoding rate of 9. 6 Kbps has been selected for the forward link, result-
ing in very good intelligibility of the demodulated voice on the manned space-
craft. The return link encoding rate is 19. 2 Kbps, exactly twice the forward
link rate, and gives even better voice reproduction so that astronaut voice
inflections due to emotional stress can be distinguished,

For data multiplexing in both the forward and return links, CDM has
been selected. This is the most convenient approach when using pseudo
noise modulation. Using FDM in the return link would require an allocation
for doppler between each of the 40 users. A common channel CDM de sign
requires only one such allocation. Furthermore, all user transceivers will
have the same turnaround, input-to-output frequency ratio,. allowing a
standardization of much, if not all, of every user transceiver.

This section presents the analysis details and the comparison of
various link design alternatives. A summary of the selected techniques and
the baseline parameters may be found in 3. 3. 4.

3.3. 1.1 Communication Channel Mode)

The TDRSS low data rate (LDR) service concept requires communi-
cation between a synchronous altitude relay spacecraft and multiple low
altitude user spacecraft. The user spacecraft are constrained to low trans-
mit power levels and unsophisticated antenna systems. The typical LDR
user, for design purposes, transmits 5 watts of VHF power through a -3 dB
gain antenna. The user receives commands with an antenna of a similar
omnidirectional nature. A low data rate trade study was performed to deter -
mine the user's receive frequency as one of two possible bands — one at UHF
and one at VHF. Modeling these TDRS/user communications links must
include three important considerations:

1) Basic TDRS/user communications geometry

2) Multipath signals-which are reflected by the earth's
I surface

3) RFI noise caused by undesired earthbound emitters.

Basic Communication Geometry. Figure 3-10 shows the basic TDRS/
user orbital geometry. The maximum value of the range vector, R, deter-
mines the maximum "space spreading loss' the links will experience.

Figure 3-11 shows range as a function of separation angle, ¢, and user
altitude as given by:

2 L2 2
R™ = RD+RL-2RDRLcos¢
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where

= synchronous radius

RD

RE = earth's mean radius

RL = RE + h

h = user altitude

$ = peocentric separation angle

For a given user circular orbit altitude, there exists 2 maximum value for ¢
since the earth occults the user/TDRS line of sight. The maximum range
corresponding to these maximum values for ¢ is given in Figure 3-12 as a func-
tion of user altitude. The maximum TDRS/user range is also given directly

by the expression:

2 2
max D E + 2REh +h

Range rate, the component of the relative velocity vector of the two
satellites which is parallel to R, is imporfant from a communication design
standpoint since it will cause a received carrier to be chifted in frequency.
The doppler shift for a range rate of R km/sec and a carrier of f Hertz is
given by: '

Af =

Qlx.

when relativistic effects are ignored. The maximum value of Af fixes the
frequency uncertainty that a receiver must search in order to establish a
coherent link, The geometry for this condition is planar and is shown in
Figure 3-13. From the figure it can be seen that:

R = VL Sina + VD Sin P
By the law of sines

Sine _ Sinf _ Sing
D L IR|
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and

V.R_+ V_R ,
R :< L DIRI D L>'(sin¢)

Figures 3-14 and 3-15 show the maximum doppler shift expected at candi-
date LDR service frequencies. Note that the doppler in the return link at
=138 MHz will be twice that shown when the system is in two-way lock.

Let the user receive a carrier at a frequency of f; which is multiplied
to some frequency f; for coherent transmission.

where r is the turnaround ratio. If {] and f5 denote the doppler shifted
frequencies received by the user and TDRS respectively, then

f. = r f!

with

and

——
—
S+
Qe
e

T = I_{ I_{' - R_Z
fZ = [rfl (1 + C)](l + C)-— fZ(l + C)
R
To= ft oo = =
Afz = fz fZ Zf?_ C

The time-rate -of-change of the doppler shift or doppler rate is also
important in communication design since it specifies the frequency tracking
characteristics of the receiver. The maximum doppler rate is found by
differentiating the previous equation for doppler. Figures 3-16 and 3-17
summarize the pertinent doppler rate data. When in two-way frequency lock,
the doppler rate on the return carrier will be exactly twice that shown.

Multipath Environment, The term "multipath' refers to a communi-
cation link in which more than one signal propagation path exists between the
signal source and the receiver, In TDRSS communication, there are basically
two paths between the satellites, as shown in Figure 3-18: a direct path and
a path by reflection fromthe earth's surface. The total reflecting surface
may be envisioned as many smaller reflecting surfaces; hence, the overall
reflection path is a collection of many reflection paths. The signal received
via this reflection path is delayed and distorted with respect to the received,
directly transmitted signal, Figure 3-19 shows this effect when the
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transmitted signal is a single carrier. The signal received via the direct
path is a doppler shifted version of the original. The multipath or indirect
signals are of two different types.. The specular power is again a doppler
shifted version of the original 51gna1 but the doppler is different since the
relative motion of the satellites is different along the indirect path. Most of
the time a major portion of the multipath signal can be characterized as
diffuse power, incoherent with respect to the direct signal. This signal is
composed of multiple reflected signals with different frequencies and ran-
domly varying phases.

Hughes Aircraft Company performed a study of this multipath
phenomena for GSFC under contract NAS 5-11602; this work is documented
in Reference 1. A similar analytical study was done by Electromagnetics
Systems Laboratories (Reference 2).

A guantity useful for evaluating the received reflected power with
respect to the received direct power ie called the relative power and is
defined as the ratio of the two. Figure 3-20 shows an estimate of the
relative power as a function of separation angle and altitude. The worst
case occurs for low altitudes when the separation angle is zero; i. e., the
TDRS is directly above the user. From the figure it can be seen that the
incoherent reflected power is only about 1 dB less than the directly received
power for this condition and an altitude of 160 km. '

Figure 3-21 shows similar curves from the ESL study with the
incident angle 0, as the independent variable. Figure 3-22 gives the
relationship between ¢ and 6. The previous figure includes a curve labeled
"design' which was used during the LDR parametric trades discussed later.
It applies to a fairly severe set of conditions that can occur over ocean
regions, which constitute 70 percent of the earth's surface. The multipath
environment over land is probably less severe, but its statistics are much
more complex.

The time response is most conveniently referenced to the specular
point reflection, where the specular point is the surface point where 6 and
8p of Figure 3-18 are equal. It can be shown that energy reflected from
this point is delayed less than that reflected from any other point. Thus,
energy reflected from surrounding points will cause a time spreading of a
transmitted signal, Figure 3-23 shows impulse response curves normal-
ized to the specular point. Figure 3-24 is the result of a simple calcula-
tion to determine the propagation time difference between the direct and
specular signals. Comparing these figures, it can be seen that for the
majority of geometrical conditions (¢ = 1. 4 radians) the time spreading is
at least an order of magnitude less than the specular differential delay.

The doppler shift of the direct signal was discussed above. The
spectral characteristics of the reflected signal may be separated into two
components as done for the time response:

1) Doppler shift of the specular point reflection

2) Frequency spreading about the épecular point reflection

3-33 .
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As was discussed previously, the doppler shift depends on the relative
orientation of the two satellite velocity vectors and the transmission path.
Figure 3-25 shows the relative specular doppler shift for a worst case in
terms of direct path doppler. Figure 3-26 contains typical reflected signal
spectra corresponding to the diffuse reflection geometry. Since the scattering
region can be visualized as many small contiguous scattering patches, the
reflection path to a given patch will differ from other paths. Consequently,
the doppler shift will be different for each patch with a received reflected
frequency spectrum for a single transmitted carrier being a composite of the
various effects.

If a circularly polarized electromagnetic wave impinges on a
perfecting reflecting surface with normal incidence, the reflected wave will
be circularly polarized but of the opposite sense. The Hughes multipath
model predicts polarization changes for arbitrary angles and for rough earth
and smooth earth surface conditions. Figures 3-27 and 3-28 give
results from the model in terms of pelarization discrimination — that is,
the relative multipath power that will be received by an antenna of given
ellipticity. In terms of direct signal/indirect signal isolation, the indirect
signal essentially reverses polarization under a wide range of conditions.
The advantage of circular polarization is recommended later for manned
users.

Radio Frequency Interference. Earth based transmitters radiate
energy in the VHF and UHF bands of interest with strength sufficient to
produce serious interference. The basic geometry of this RFI problem is
shown in Figure 3-29. In the return link, the TDRS antenna will receive
signals from 40 percent of the earth's surface. The east TDRS with a broad
coverage antenna would receive RFI simultaneously from both Europe and
the United States. The command link or forward link to the users consti-
tutes a comewhat different problem. The user is much closer to the inter-
fering sources, but much less of the earth's surface is within view. This is
shown quantitatively in Figure 3-30. Over the ocean regions, the low
altitude user will be shielded from many RFI emitters.

The most detailed estimate of the RFI that will be experienced by
synchronous spacecraft has been made by ESL, Inc. (Reference 3). These
estimates are based on an emitter library containing the location, antenna
pattern, transmitter power, etc., of about 45,000 RFI sources.

For a given synchronous satellite location and a given emitter, the
ESL program gives the power at the terminals of an antenna with 16 dB peak
gain. When this calculation has been performed for all RFI sources in a
given 1 MHz band, the program outputs the total power received by the
spacecraft in that band, Figures 3-31 and 3-32 and Table 3-8 sum-
marize the ESL data and indicate the nature of current VHF allocations.
These data do not include duty cycle factors for the emitters; therefore the
curves may be pessimistic. However, the data may also be optimistic since
some transmitters may not be cataloged.
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TABLE 3-8. SUMMARY OF RFI AT NASA FREQUENCIES
FROM ESL, INC, PREDICTION PROGRAM

TDRS at 11°W TDRS at 143°W
Noise Noise

Density, * Number of Density, * Number of

Band dBw/Hz Emitters dBw/Hz ~ Emitters
136 to 137 -171.3 132 -177.8 56
137 to 138 -169. 4 235 -1'_74.8 100
148 to 149 ~-165.1 114 -160.8 789
149 to 150 -171.0 70 -162. 9 852
154 to 155 -170. 6 252 -169.9 216

"Equivalent thermal noise level at output ports of 16 dB TDRS antenna
(no emitter duty cycle included)

The Statement of Work frequency plan indicated the possibility of a
50 kHz allocation at 117. 55 MHz for LDR user command. This service
would be located in a band currently reserved worldwide for aeronautical
radio navigation which commonly utilizes a phase comparison omnirange
VHF ommnidirectional radio (VOR) systemn. Typically, a 30 Hz reference is
radiated omnidirectionally as FM on a 9960 Hz subcarrier, and a variable
phase 30 Hz signal is radiated as a suppressed carrier AM field rotating at
30 Hz. Assuming an FM modulation index of 5, the required RF bandwidth
for VOR is approximately 22 kHz. The VOR transmitters are currently
located every 100 kHz in the 108 to 118 MHz band, but plans are underway to
double the spectrum utilization by using a 50 kHz separation. The TDRSS
could possibly use one of the new locations between 117.50 and 117. 60 MHz.
The interference noise level at 117. 55 MHz would probably be less than that
shown in Figures 3-31 and 3-32, since only an average power figure is
given for the 117 to 118 MHz band. However, the use of a duty cycle factor
is not appropriate since VOR is used day and night worldwide.

The GSFC frequency plan placed the LDR return links ina 2 MHz
band between 136 and 144 MHz. The region 136 to 138 MHz is most attrac-
tive since it is already allocated to space research,although at 136 to 137 MHz
this pertains only to the Western Hemisphere. The ESL report does not
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catalog the modulation characteristics of the interfering signals at 136 to
138 MHz, but in the Western Hemisphere many would be NASA or military
spacecraft transmissions. These signals or AM voice transmissions would
typically be a few kilohertz in bandwidth. Voice transmissions using FM
normally require about 40 kHz. Spacecraft ranging signals require much
wider bandwidths; the GRARR system uses up to 100 kHz at VHF. A proper
characterization of the RFI requires further study of available documentation
and also in-orbit measurements. Use of the 136 to 138 MHz band may be
quite different in the Eastern Hemisphere. Such a study may also justify a
duty cycle factor that will effectively lower the power densities given by
ESL.

The LDR user command service may receive an allocation at 400. 50
to 401.50 MHz., On a worldwide basis, this UHF region is allocated as
follows: '

1} 400,05 to 401. 00 MH=z

e Meteorological aids

e Meteorological satellite maintenance telemetry

. Space research — telemetry and tracking
2) 401,00 to 402. 00 MH=

e Meteorological aids

. Space telemetering

. Point-to-point communication

° Mobile communication except aeronautical
Although the ESL study did not consider these bands, it is believed that, at
least in the 400. 05 to 401. 00 MHz band, international controls are generally
adhered to. Even in this band meteorological aids could pose a problem;

these include balloon-borne radiosondes.

3.3. 1.2 Signal Design and Signal Processing Alternatives

The design effort for the LDR links has involved the end-to-end
design of a digital communications system that must provide voice, data, and
tracking information from multiple users in a severe channel environment.
Figure 3-33 shows the conceptual arrangement of a typical digital commun-
ications system. The signal flow of this figure also indicates the logical flow
of the following sections. The first section discusses voice encoding tech-
niques for manned users. The second section outlines the primary consider -
ations given to selection of a baseband coding technique for forward error
control. The selection of this technique is largely independent of the RF
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channel characteristics. The major portion of the discussion gives a summary
of the techniques available at RF or IF for optimizing system performance.
These techniques include antenna design options in addition to signal design.

Source Encoding for Voice. The basic requirement for selection of
a voice encoding technique for TDRSS is intelligibility. The requirement set
for the Space Shuttle, a potential TDRSS user, is a word intelligibility of
90 percent (Reference 4). Of course, good subjective quality is also desir-
able. For TDRSS the coding technique must be compatible with data multi-
plexing, error control coding, anti-multipath schemes, and RF multiple
access, Studies of such techniques have been performed by Magnavox for
aeronautical applications (Reference 5) and by the Comsat Corporation
(Reference 6}.

Table 3-9 shows a summary of the Magnavox results. The digital
techniques offer ease of compatibility with antimultipath signalling and other
schemes. The principal deficiency of the digital techniques is the '"threshold"
phenomenon where their performance rapidly degrades. The table does indi-
cate that many analog and digital techniques are available that will meet the
90 percent intelligibility condition. In Table 3-9 it is shown that all the
techniques have an intelligibility of 95 percent for a bit rate greater than
4.8 Kbps. However, the greater bandwidth techniques such as delta modula-
tiondo provide significantly higher fidelity speech reproduction. To account
for this effect, a subjective quality rating has been established for the TDRSS
study and has been used in preliminary design trades. The rating varies
from one to ten. The military's low rate 1.2 Kbps vocoder is assigned a
value of 1. The 19.2 Kbps delta modulation technique under study at the
Manned Spacecraft Center has been assigned the value of 10, Note that the
scale shown in Table 3-10 is such that for low rate techniques, doubling
the bandwidth doubles the quality rating. For high rate techniques, an
increase in bandwidth produces a much smaller improvement in the rating.

Although less sophisticated modems would be sufficient, it appears
that 19. 2 Kbps delta modulation would serve TDRSS users with voice of
quite good quality. This voice modem has been extensively studied by the
Manned Spacecraft Center. The test setup used at MSC is shown in Fig-
ure 3-34. A similar 19.2 Kbps delfa modulation technique was selected
for the tri-service MALLARD communications program. Delta modulation
has also been investigated by Bell Telephone Laboratories for commercial
service. At MSC, phonetically balanced word intelligibility tests were
performed using dual-companding delta and delta-sigma configurations with
bit rates of 19.2, 14.4, and 9. 6 Kbps. The test setup is shown in Figure

'3-34, and the word intelligibility scores are tabulated in Table 3-11.

The principal conclusion of this study is that the intelligibility of
delta-modulated voice o?erated at 19. 2 Kbps will be satisfactory if a bit
error probability of 107* (or better) is maintained. However, a subjective
evaluation of voice quality at various error rate indicates that an error rate
0f 10-3 or better will provide a channel relatively free of annoying ''clicks. "
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TABLE 3-9,

VOICE MODULATION TECHNIQUES

(From Birch and Getzin, Reference 5)

Performance Error Multiple
Subjective | Intelligibility, | Bandwidth, Threshold, Multiplexing Control Antimultipath Access
Encoder Quality percent kHz dB H=z Compatibility |Compatibility | Compatibility | Compatibility
Source Encoders
Channel vocoder Fair 87 2.4 39 Yes Yes Yes Yes
Lincoln Laboratories Fair 90 2.4 39 Yes Yes Yes Yes
vocoder
Predictive coder Very 95 2.4 a9 Yes Yes Yes Yes
good 9.6 45
Voice excited vocoder Very 95 4.8 42 Yes Yes Yes Yes
good 9 6 45
Delta modulation Very 95 12 42 Yes Yes Yesn Yes
good 20 44
Companded PCM Very 95 20 48 Yes Yes Yes Yes
good i
Combined Source and
Channel Encoders
55B - AM Very ? 3 65 F No Nao F
good
Ex. Threshold FM Very 95 20 40 F No No F
good
Pulse duration Very 95 20 40 F,T.P No Yes Yes
modulation good :
F = frequency
T = time
P = phase
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TABLE 3-10. RATING OF DIGITAL VOICE
" MODULATION TECHNIQUES

Intelligibility, Bandwidth, Quality
Encoder percent kHz Rating
Channel vocoder ? 1.2 1
Lincoln Laboratories 90 2.4 2
vocoder
Voice excited vocoder 95 4,8 4
Predicti.ve coder 95 9.6 6
Delta modulation 95 12. 8
Delta modulation 95 20.. 10

Baseband Coding Techniques. It is possible that a single baseband
coding technique could be found that provides error correction as well as
multipath and RFI protection. However, the approach given in the
"Multipath /Modulation Study for TDRSS' {(Reference 7) is to separate these
problems and find optimum solutions for each independently. Although the
final design may be sub-optimum, its performance and implementation are
much better understood.

Error control codes fall into the two broad categories of block and
convolutional. The block codes require block or frame synchronization and
are best used with word oriented data streams such as spacecraft command
data. In fact, it is recommended that TDRSS users block encode their
command data and perform error detection within their command decoders,
The user transceiver compatible with TDRS5S will output command data with
a bit error rate of 1077, but this may still give an unacceptable false com-
mand probability. Although error correction is too complex for the
unmanned users, it can be used quite easily in the LDR return link. The
user's encoder is quite simple; the rather complex decoder will be located
at the TDRSS ground station. For this return telemetry data, convolutional
coding is preferred over block coding. :

" " Figure 3-35 shows the performance of several rate 1/2 coding
schemes — that is, designs with a bandwidth expansion of two. The (24, 12)
code is the only block code shown; several convolutional codes are chown
with different decoding algorithms, In general, convolutional codes outper-
form block codes for a given bandwidth expansion and a given decoder
complexity. This type of comparison was performed at the Jet Propulsion
Laboratory using biorthogonal block codes with an optimally organized
decoder versus convolutional codes with the optimal (Viterbi) decoder.
(Reference 8). Figure 3-36 shows that the block decoder is from
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TABLE 3-11. DELTA MODULATION WORD INTELLIGIBILITY SCORES
{PHONETICALLY BALANCED WORD LIST SOURCE TAPE)

S Channel : | Word
Transmission Noise, Intelligibility
Configuration Rate, Kbps - BER Scores, percent
AZX dual comp. 19. 2 0.0 96.8 {99.5)%
AT dual comp. 19.2 1072 99.1 (99.8)
AZ dual comp. | 19.2 5 x 1072 97.4  (99.8)
AZ dual comp. 19.2 1071 91.4  (99.5)
AX dual comp. 14. 4 0.0 98.3  (99.9)
AZX dual comp. 9.6 0.0 94.6 (99.5)
A dual comp. 19.2 0.0 ~ 98.9  (99.8)
A dual comp. 19.2 10°% ‘ 99. 0 (99.7)
Adual comp. | 19.2 5 x 1072 95.1  (99. 4)
A dual comp. 19.2 100t 93.3  (99.7)
. Adual comp. ' 14, 4 0.0 : 97.2  (99.3)
A dual comp. 9.6 0.0 \ 93.7  (99.5)

*( ): Upper limit performance scores of the source tape.
{From Y.5. Kuo, Reference 4).
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2 to 10 times more complex than the convolutlonal decoder for the same
ER/7 when the required bit error rate is 5 x 10-3

Given that convolutmnal coding is used, two chief alternatives remain
as follows:

1} Long constraint length (and therefore powerful) codes with
suboptimal sequential decoding

2) Short constraint length codes with optimal decoding

Short constraint length codes must be used with the maximal likelihood
decoder since the decoder's complexity increases exponentially with K. It
appears that for equivalent complexity this latter alternative is preferred for
Pe 5105 (Reference 9). Furthermore, when operating in a burst noise
environment like TDRSS, a maximal 11ke11hood decoder requires a much
shorter interleaver for error randomization. Figure 3-37 gives per-
formance data for a unit available from Linkabit Corporation. The Hughes
link design will be based on these data, but sequential decoding can achieve
similar or superior performance. It is not required at this juncture to choose
a particular code or decoder. Two points of interest are as follows:

1) P

o 1072 for voice requires Eg/n = 1.1 dB

—1n-D .
2) P, = 107" for data requires EB/q = 4,1dB

RF Design Alternatives. The LDR system design requires consider-
ation of RF design techniques including both signal design and antenna design.
This subsection discusses techniques which have been proposed and studied
for the LDR system.

Multipath Protection. As discussed in a previous section, the TDRS/
user low data rate channel is characterized by severe multipath. For a wide
range of geometrical and surface roughness conditions, the average inco-
herent reflected power will lie between 2 and 10 dB below the direct signal
power. Coherent multipath will occur only for large # and will be at least
15 dB down. With no techniques for rejecting multipath, the average signal-
to-noise ratios would be limited to 2 to 10 dB without including thermal
noise or RFI effects. It is also evident that greater transmitted power will
not improve the situation since more power will also he reflected. The
applxcable techniques for reducing the multipath interference can be placed
in two categories: 1) signal processing and 2) antenna discrimination.

Theoretically, appropriate processing could make use of the informa-
tion contained in the multipath signal. This would ultimately employ a
continuum of combiners using correlation techniques to determine the optimum
weighting for each branch. The difficulty of implementing this concept led to
studies of techniques that avoid the multipath, such as a time hop or burst
' system, or techniques that effectively reduce the interfering signal by large
time-bandwidth correlation. Antimultipath signaling studies have been per-
formed by Hughes (Reference 1), ESL {References 2, 10), Magnavox (Reference T},




and Hekemian Laboratories (Reference 11). These studies have considered
the following:

1) Frequency diversity
2} "Pseudorandom time or frequency hopped signal.
3) Random access/discrete address
® Small address system (FH/TH hybrid)
. Large address system
4) Pseudo noise modulation
. Narrowband pseudo noise (possible. frequency agile)
° Wideband pseudo noise
5) Programmed systems
. Time hopped programmed system and adaptive system
° Frequency hopped programmed system and adaptive system

® Frequency hopped/time hopped programmed system for all
orbits and all data relay satellites

6) Adaptive burst communication

At the start of the TDRS System Stﬁdy, only pseudo-noise modulation and .
adaptive burst communication survived analytical scrutiny. A review of
these alternatives during the study led to the following conclusions:

1} Both will work and provide satisfactory reduction of multipath
interference. :

2} Both require complex processing to provide initial time
synchronization of receivers to the incoming signal, i.e.,
signal acquisition. '

3) Neither technique by itself results in a significant reduction
of RFI

However, consideration of system and implementation aspects revealed
some disadvantages of the burst transmission technique that the spread

spectrum technique does not have:

1) For reliable communication, each transmitter must operate in
a separate frequency band. In order to accommodate all users
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in the portion of the available VHF band which is quietest in
terms of RFI, the channels must be approximately 50 kHz or
less which will severely limit the range measurement accuracy.

2) The forward link repeater may be unconventional in order to
provide high peak power levels while requiring the same
average power as for a conventional repeater.

3) All other things being equal, the link capacity will be somewhat
smaller due to the rise time required for transmitters used in
a pulsed mode.

4) - Signal timing parameters are determined by the orbital geometry
and thus a single forward link timing format would not be as
good for one orbit as for another. (See Figure 3-38.)

From the above considerations, it appears that the spread spectrum
approach is more attractive and will result in better system performance
with lower costs.

Pseudo noise modulation protects against both diffuse and specular
rmultipath. If the former is such that its characteristics approach that of
Gaussian noise, the PN coding gain is R./Rp where R¢ is the chip rate and
Rp is the bit rate. The specular multipath is defined to be a delayed replica
of the direct signal. Here the protection is enhanced since the reference PN
waveform is correlated against the received {multipath) waveform and pro-
vides a (Ro/Rp)2 gain in terms of power. This assumes the perfect auto-
correlation shown in Figure 3-39 and that the d1fferent1a1 time delay is not a
multiple of the code time.

There are two basic single aperture, antenna discrimination tech-
niques: 1) directivity and 2) circular polarization. Since the TDRS antenna
is circularly polarized for transmission and the gain is fixed by the coverage
requirements, these techniques only apply to users. However, current
requirements include omnidirectional antennas on both manned and unmanned
users. The only remaining option is circular polarization for the user
antenna. This may be difficult for small unmanned users where whip arrays
are attractive, but for a manned user such as the Space Station, circular
polarization is a reasonable alternative. Hughes has suggested a VHF array
in Reference 12 which would allow circular polarization and omnidirectional
coverage. Its basic characteristics are given in Table 3-12 and Figure 3-40,
A gimilar array could be designed for the Space Shuttle with cavity backed
dipole elements. However, surface area utilization would limit the number
of elements and therefore the pattern uniformity and ellipticity., Figure 3-41
shows the ellipticity is 4 dB at 60 degrees off axis for a crossed dipole.

Polarization discrimination is based on the fact that during reflection
the sense of rotation of the E vector is reversed if the angle of incidence is
smaller than the pseudo Brewster angle. An estimate of the effect of cir-
cular polarization is shown in Figure 3-42 and is repeated from 3. 3. 1. 1.
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TABLE 3-12. PERFORMANCE OF VHF ARRAYS FOR
MANNED SFACE STATION

Circumferential Array#* . Axial Array#**
Degrees Ellipticity., Ellipticity,
Off Axis G " dB G 4B

0 +0, 5 1 +2.5 1
10 +0.1 +2.2
20 0.5 +1.5
30 1.6 0.5
40 - -3.0 ' 1.1
45 4.0 5 | 2.0 5
50 -5.0 -3.0

60 -7.5 10 -5.5 10
70 -10.5 -8.5

80 -14.5 -12.5

*Ripple = +1 dB at 0 degree, ohmic loss = 1.5 dB,
#**Qhmic loss (per element) = 0.4 dB.

it can be seen that the average multipath power will be at least 12 dB below
the direct signal with circular polarization and a user ellipticity of 4 dB.
As mentioned above, this corresponds to 60 degrees off-axis for a typical
crossed dipole element.

RFI Protection. Both signal design and signal processing techniques
can possibly provide protection against RFI. In the broad sense of signal pro-
cessing, antenna design at both the user and TDR satellite is included. For
any of these design approaches to be successful, a characterization of the RFI
environment is required. An RFI analytical model is unavailable at this
time. Experimental data from in-orbit measurements should be the basis
for future TDRS system design decisions.

If many broadband emitters are present in the LDR telemetry or com-
mand bands, the resultant interference can be modeled by white Gaussian
noise. Protection against Gaussian noise is only provided by error control
coding such as the convolutional coding which was selected above. The use
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of PN or other spread sp’ectrum modulation techniques does not improve the
system performance against Gaussian noise above that available with con-.
volutional coding. However, if it is assumed that some of the emitters are
narrowband, certain other techniques are attractive. The ESL, Inc. Study
(Reference 3) recommended a hybrid modulation system which permits
avoidance of bands with high RFI levels, but also has a 10 dB spread factor
against multipath. This system would use dual-diversity in the best 400 kHz
of the 136 to 138 MHz band, quad-diversity in the next best 800 kHz, and
would not utilize the worst 800 kHz at all. Although attractive, this approach
does not appear compatible with the TDRSS requirement for ranging. Spread
spectrum modulation techniques do not avoid narrowband RFI in this manner,
but they do permit filtering at the receiver. Notch filter schemes permit
suppressing signals in about 10 kHz or 1 percent of the received spectrum

by 30 dB with a degradation in the desired signal of less than 0.5 dB (Refer-
ence 13). This data is given in Figure 3-43. Hughes Ground Systems Group
has built a device with 18 automatic tracking notch filters in three sequential
banks. For the LDR return link such filters would be nominally located at .
50 or 100 kHz intervals since frequency assignments are given at this spacing.
Even without filtering, narrowband signals appear to be attenuated in a pseudo
noise system by a factor n, where n is the code length, and are further
suppressed by the coherent receiving process. An interfering carrier at

Aw from the desired carrier is attenuated by

cos ¢

where ¢ =0 - AwTB/Z and 0 is random.

As in the case of multipath, the most desirable antenna technique is
to maximize the receive gain in the desired signal's direction and minimize
the gain in the direction of the interference. For the relatively unsophisticated
user this is quite difficult, but the forward link RF1 can be circumvented
operationally by commanding the users only over RFI free regions. Return
link RFI is a more difficult problem since the TDRS antenna coverage require-
ment includes the entire earth. One possible technique would be to use a
TDRS antenna with multiple elements. The signals from the antenna could
be processed on the ground for each user separately to maximize the signal- |
to-noise. This would amount to producing nulls in the direction of the '
emitters and a gain peak in the direction of the user. The principal difficulty
with this technique is that with a reasonable number of elements the shape of
the effective pattern is quite limited, and the RFI emitters may not be situated
in one of the required geographical arrangements, The technique also offers
only a small advantage when the user is over a region with many RFI sources,
Either onboard storage would be required or data would be lost, There also
exist potential implementation problems. The relative gain and phase of the
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communication channels used for the output of each antenna element must be
carefully controlled. Furthermore, the complex weighting factors used
before the channels are summed must be calculated a priori or determined
by previous system operation; any single user's PN signal can not be singled
out at IF. This multiple element antenna technique warrants further investi-
gation if studies indicate that RFI sources are distributed geographically
such that the performance gain is significant.

Polarization Combining. The polarization combining required at the
TDRSS ground station is similar to the processing described above. The low
data rate user satellites of the TDRS system utilize relatively unsophisticated
linearly polarized antennas. Since the orientation of these antennas will vary
with respect to the receiving antenna of the TDRS, the TDRS design includes
independent reception at horizontal and vertical polarizations. These H and
V channels are transmitted to the ground independently for processing. Dur-
ing the study various forms of diversity combining were considered. Fig-
ure 3-44 shows three basic schemes commonly employed; the first two
techniques are special cases of the third. The use of a circularly polarized
antenna at the spacecraft is essentially a special case of technique B in which
the two channels are summed after one is phase-shifted 90 degrees. Any
polarization diversity schemes considered should be compared to this very
simple, but effective alternative.

The TDRSS application is unique only in that at IF a given user's
signal cannot be identified. A correlation receiver is required to remove a
user's signal from the signals of the other users, the multipath, and the RFI
and thermal noise. Figure 3-45a shows a scheme in which the a; are derived
from the strengths of the carrier of two separate correlation receivers. The
"recovered'' carrier signals are used since they have high SNRs; it is
assumed the noise level is the same in each channel. The complex weighting
factors (@;) are used to weight the signals in the H and V channels before
processing by the convolutional decoder. The approach of Figure 3-45a is
straightforward, but it has two difficulties. Performance will be degraded
since a convolutional code symbol decision is made by the correlation
receivers before combining. Ewen if the correlators output a digital word
rather than a hard decision, some ""thresholding' will occur. This approach
also requires the use of two correlators operating in parallel. Figure 3-45b
shows a predetection scheme in which the a; are stepped sequentially until
the correlation receiver achieves lock. Acquisition of a given user's signal
now involves a search in "polarization' in addition to frequency and code
time., It might be possible to simplify this procedure by the use of a priori
information, but the approach could be difficult to implement. It is required
that multiple selectable phase characteristics be available at IF and that '
compensation for different transfer characteristics in the H and V channels
is provided.

Theoretically, once the correlation receiver is in lock, the perfor-
mance of either pre- or postcorrelation combining will be the same. Fig-
ure 3-46 shows the performance of the three basic combining techniques
assuming both coherent and incoherent noise in the two channels. An
assumption of coherent noise may be the better model for an RFI limited
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system, but data are unavailable. It has been decided to implement a
maximal-ratio combiner at the ground station, but if the noise is coherent
it can be used as a selection combiner. Figures 3-47 and 3-48 aid in
specifying the characteristics of the downlink channels carrying the Hand V
signals, The first figure shows the degradaticon in cutput SNR when one
channel has a gain variation with respect to the other. When a majority of
the signal power is in the H channel — that is, when 8 is small — emphasis
of the V channel causes an SNR degradation. The combiner is relatively
insensitive to differential gain variations because an AGC circuit is used at
the combiner output. A gain variation or gain error of 4 dB will produce a
degradation less than 0.25 dB. Figure 3-48 shows that for differential
phase errors of 0.26 radians or less the degradation in the SNR is essentially
negligible. When the signals are of equal strength and out of phase by

r/2 radians, the degradation will of course be 3 dB.

RF Multiplexing. Both the forward and return link portions of the
LDR service system require multiplexing of signals at RF. The forward
link requires the multiplexing of command signals from the two relays when
users are in the dual coverage region. Forward link voice may alsoc be
present. The return link specification requires capability for voice from
one user and telemetry from twenty simultaneously per TDRS. The alterna-
tives normally considered for such satellite applications are TDM (time
division multiplex), FDM (frequency division multiplex), and CDM (code
division multiplex). Time division multiplex was quickly dismissed for the
return link because of the timing problem for users whose range is con-
stantly changing. The FDM approach is the most commonly used and was
studied as an alternative during the system design. The CDM approach is
relatively new and requires discussion. )

In a CDM system where each user has the sanie nominal carrier fre-
quency, & given user is distinguished by a digital code. The pseudo noise
codes already considered for ranging and multipath have optimal autocorrela-
tion properties and, by a careful selection process, classes of sequences can
be constructed which have good crosscorrelation properties as well. Pseudo-
noise — or more precisely, maximal length linear shift register sequences —
are, of course, not random because they are completely specified by the
characteristic polynomial and initial conditions which describe the linear
shift register and feedback connections. Although they do have certain ran-

"domness properties, the characteristics of these codes which are of inter-
est to TDRS are as follows:

1) Each has a period p if p is the smallest positive integer for which
the associated characteristic polynomial divides the polynomial
1 - xP.
2) Each has a correlation function of the form shown in Figure 3-49,
If the M-sequences (maximal length or PN sequences) are members of special

families called maximal connected sets, they also have good crosscorrelation
properties. That is, they will cause minimal interference when used as the
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TABLE 3-13. SUMMARY OF M-SEQUENCES AVAILABLE FOR CDM SYSTEMS

89-¢

Bound on
Size of Set Unnormalized
Register Code (Number of Crosscorrelation, *(N /E
Length, n Period, P Sequences) 8 maximum 0 s)eff
5 31 3 9 19.010">
, \ _3
6 63 2 _ _ 17 11.210
7 ' 127 6 17 6.0010">
8 255 0 -- -
-3
9 511 2 33 1.3210
10 1023 3 65 0.66107>
11 2047 4 65 0.32107°
12 4095 0 -- --
13 8191 4 - 129 ?

*Typical value for the mean-square crosscorrelation to data symbol energy ratio for two codes
based on computer simulation.




identifying codes in a CDM system. If such codes exist for a given register
length, n, the crosscorrelation for synchronous CDM will be limited to -1,
-2(n+2)/2, and 2(n+2/2) - 1 as illustrated in Figure 3-50. Gold and
Kopitzke (Reference 14) have experimentally determined the maximal con-
nected sets for n = 13; Table 3~13 summarizes these results. The last col-
umn of the table is based on a computer study by Hughes which includes
crosscorrelation effects for asynchronous CDM too complex to be computed
algebraically. This study is summarized in Appendices A, B, and C.

Figure 3-51 illustrates the problem of crosscorrelation in an
asynchronous CDM system. Partial correlation occurs when data modula-
tion causes a code inversion in the middle of one user's code period with
respect to the code period of interest. The Case I condition of full correla-
tion has been bounded or computed analytically for many codes. A histo-
gram of the full correlations for the 2047 code selected for the forward link -
is given in Figure 3-52; note that it is three-valued. Figure 3-53 gives
a partial crosscorrelation histogram which has been computer generated by
varying the window W from 1 to 2047. Much larger values for [8| are shown
in the second figure than in the first, but their frequency of occurrence is
also much less. The analysis of Appendix C essentially computes the
variance of the crosscorrelation function and hence an effective crosscorrela-
tion noise density-to-data symbol ratio.

The N,/E_ values of Table 3-13 decrease linearly with n; i.e., the
bandwidth expansion, to a very good approximation,

N
(—"‘) - 12. x 1073 %’ for n < 63
eff

Since the correlation process is linear, the interference noise level will also
vary linearly with the power of the interfering users.

K
(ﬂ_) _0.?62P1
‘\E T n

=2 1

gy

where P; is the power of one of (K - 1) interfering users. With R = nRg
and a time -bandwidth product of b = By T, = BRp/R_, we have that

_ Rc BRF
R = —-= .
S n nb




From above,

K
(No) :_10.n?6 z i
eff 8 ; 1

B n 1
RF =
K
= 0 76Bb— z P
RF | t

Other studies have shown that b should be in the region of 1.0 (see
Appendix E). Therefore, the effective crosscorrelation noise density for
n £ 63 is given by

The interference power of each user is spread across the RF bandwidth and
is attenuated by 1.2 dB. This result roughly agrees with that given in
Reference 7 although the analysis approach is quite different.

The above results show that PN codes will function quite well in
asynchronous CDM if the bandwidth expansion is sufficient. Unfortunately,
40 PN codes or M-sequences of appropriate lengths with good crosscorrela-
tion properties are not available, A related class of codes called Gold codes
will be used for the return telemetry link. Although their autocorrelations
are not optimum, it has been shown during the study that their crosscorrela-
tion performance is nearly equal that of M-sequences. Figure 3-54 shows
the LDR return link degradation due to CDM using Gold codes. The cross-
correlation between any two codes was assumed to be representative worst
case number taken from the several codes investigated.
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' 3:3. 1.3 L.ow Data Rate Forward Link Design

The LDR forward link service must be capable of sending command
data and voice to users simultaneously. Two frequency bands have been
gspecified as possibilities: 1) a 50 kHz band at 117.55 MHz (VHF) and 2) the
1 MHz band at 400.5 to 401.5 MHz (UHF). The design challenge in the VHF
band is in providing the required multipath rejection and dual signal capability
both within 50 kHz. In addition, range measurement accuracy is limited by
this bandwidth.. At UHF the use of fixed gain antennas, i.e., TDRS earth
coverage and user omni, results in a space spreading loss approximately
10 times greater than at VHF. An additional problem with UHF is the
antenna and/or feed requirements in combination with those for the return
link at VHF (136 to 144 MHz).

The approach to the forward link design was to develop first a pre-
ferred concept at VHF and then do the same for the UHF band. The two
concepts were then compared on communication and tracking performance,
link margin, susceptibility to multipath and RF1I interference greater than
that assumed in the design and on the impact on TDRS and user weight and
configuration.

Spread Spectrum Link Analysis. For a spread spectrum forward
link, the bit energy-to-noise density ratio after correlation is given by

E _ P1 d/Rb
n oo K K
N m.P. +0.76 ZP.
- ivi i
i=1 i=2
e TN +
T RFI R,
where
P = received signal power
d = factor accounting for bandlimiting effects
Ry = bit rate
Rc = chip rate
N = thermal noise density in receiver system
TRFI interference noise density due to earth based sources
m = multipath power ratio due to earth reflection of TDRS

transmitted power
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The lack of available bandwidth at VHF led to a study of PN system
performance with bandlimiting (see Appendices D and E). This analysis of
the correlation process has led to Figure 3-55 which shows that the proces-
sing pain is limited by the RF bandwidth and, specifically, that increasing
the chip rate beyond a value of twice the bandwidth produces no additional
gain. Figure 3-56 shows the effect of the ratio of RF bandwidth and chip
rate on the range measurement error. For a sharp cutoff filter in the
receiver, a value of BRF/R¢ of 1.0 is again satisfactory. Increasing
Bry¥/Rc above 1.0 will increase the equipment complexity, but give little
improvement against multipath; performance against thermal noise would be
reduced. The value of d is shown in Figure 3-57 as a function of the ratio,
BRF/Re. Appendix E shows that d is the decrease in the peak correlation
funetion. :

In order to minimize partial correlations and simplify the electronics,
a command bit will be made to coincide with an integer multiple, k, of code
of lengths, n.

S Rc = kan

Tracking, Accuracy. The rms range measurement uncertainty o R,
which is called "ranging error'' for convenience, is given by the following

expression:
o = ut c
R Rr_s/mlt/?
where
c = gpeed of light
Rc = chip rate
S/N = signal-to-noise ratio in the tracking bandwidth, 2By
ot = factor which accounts for bandlimiting effects.

Figure 3-58 shows et at a function of the ratio Brr/Rc (RF bandwidth to chip
rate), With no bandlimiting ay = ~2/2 = 0.707; this is also its approximate
value over a wide range of the parameter, BRF/R¢. Figure 3-59 shows the
ranging error, opR, as a function of R and S/Nforay = 0.7. S/Nis given by

§ -

where By is the code tracking loop bandwidth.
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Link Concepts. Both voice and command signals must be transmitted .
simultanecusly; thus when both TDRSs are visible to a user, four signals
could be received by the user. The voice signal can be scheduled to be
transmitted through one TDRS or the other, and, if this is done, there are
effectively three signals to be multiplexed into the forward link spectrum as
shown in Figure 3-60.

There are three basic multiplexing methods: 1) frequency division
multiplexing (FDM), 2) time division multiplexing (TDM), and 3) code
division multiplexing (CDM). It has been concluded that the time varying
distances between the users and TDRSs make TDM impractical but both FDM
and CDM are viable candidates. The correlation process in spread spectrum
reception is identical with code division multiplexing as defined here. Because
the codes employed in both spectrum spreading and CDM are modulated by
command and/or voice data, partial correlations will occur between signals
in the same spectrum. This phenomenon has been discussed in 3.3.1.2 and
is not severe for large bandwidth expansion ratios. The CDM is an attractive
alternative for the forward link, since baseband multiplexing is possible.
However, there is a preference to separate the command signals and voice
signal spectra when there is sufficient bandwidth to do so because of the
basically different services involved. The | MHz band at UHF will allow
frequency separation of voice and command signals while still permitting
wide variation of the signal parameters. In the 50 kHz band at VHF, this
FDM is not as easy to achieve. :

The approach to forward link design taken here is to develop several
signalling concepts both VHF and UHF. These concepts, covering a range
of applicable techniques and parameters, are then compared on the basis of
link margin, RFI susceptibility, voice quality, and tracking performance.
Link power budgets for both UHF and VHF are fundamental data in beginning
the analysis; Table 3-14 presents these budgets.

Table 3-15 presents the signal parameters and multipath associated
with the voice and command signals for each concept. The rationale
employed in selecting them is described briefly in the following.

VHF CDM System. In this concept, the command and voice from
both TDRSs share the same 50 kHz spectrum. Since the command and voice
from a given TDRS will originate at the same point, this concept assumes
CDM at baseband or IF on the same carrier. To allow for doppler shift,

3 kHz guard bands will be provided on each side of the band leaving 44 kHz
for signals. In order to provide adequate code separation of the voice signal
from the command signals, the number of code chips per voice bit should be
as large as possible. Thus, in order to achieve a chip rate near the 44 kHz
usable bandwidth, a low rate digital voice encoding method is required.
Table 3-10 listed several voice transmission techniques from which it
appears that one of the 2.4 kbps techniques will be required in this concept.
The correlation properties of maximum length sequences called PN codes
are desirable. These codes have symbol (chip)lengths of n = 2P - | where P
is an integer, for P = 5, n = 31. This code length combined with 2. 4 kbps
data produces a chip rate of 76.6 kchips/sec.




USER IN
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Figure 3-60. Low Data Rate Forward Link Multiplexing
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TABLE 3-14. PRELIMINARY LINK BUDGET TDRS
TO MANNED/UNMANNED USER

TDRS to Unmanned User VHF UHF
TDRS EIRP, dBw 30.0 30.0
Space loss, dB -167.0 -177.5
Receive logses, dB
- Antenna gain -3.0 -3.0
Ellipticity : -3.0 -3.0
line loss -0.5 -0.5
Received power, Py, dBw -143.5 -154.0
Receiver noise temperature, K 400.0 400.0
Earth noise temperature, K 50..0 50.0
Total system noise temperature, K 450.0 450. 0
Thermal noise density, nT, dBw/Hz -202. 0 -202.0
Py/n:, dB-Hz 58.5 48. 0
Required Eb/no, .dB 10,0 10.0
Thermal noise bit rate limit, kbps 70.0 6.3
TDRS to Manned User
TDRS EIRP, dBw 30.0 30.0
Space loss, dB -167.0 -177.5
Receive losses, dB
Antenna gain -1.0 -1.0
Ellipticity -1, 0 -1.0
Line loss -1.0 -1.0
Received power, Py, dBw -140.0 -150.5
Receiver noise temperature, K 400. 0 400. 0
Earth noise temperature, K 50.0 50.0
Total system noise temperature, K 450. 0 450. 0
Thermal noise density, N, dBw/Hz -202.0 -202.0
Py /M1, dB-Hz | 62. 0 51.5
Required Ep/ng, dB 5.0 5.0
Thermal noise bit rate limit, kbps 500.0 40,0
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TABLE 3-15. SIGNAL PARAMETERS FOR FORWARD
' LINK CONCEPTS

my . K
Ry, Rc, Bpy, Single Duaal Single Dual
Syetem bits/sec kchips/sec kHz d n k | Viaibility | Visibility | Visibility | Visibility

VHF CDM i

Command 400 76 1 44 0.53 31 | 6 0.63 0. 16 2 3

Voice 24K | 76 44 | 0.53 31 (1 0. 063 0.063 2 3
VHF FDM

Command 340 43 3z 0.63 127 | 1 0.63 0. 16 1 2

Voice 12K 12 9 1.0 1 1 0. 063 0. 063 1 1
UHF CDM

Command 300 600 600 0.80 | 2047 | 1 0.63 0.16 2 3

Yoice* 9.6K 600 600 0. 80 312 D. 063 0. 063 2 3
VHF FDM

Command 300 600 600 0.80 | 2047 | 1 0.63 0.16 1 2

Voice* _9.6K 600 600 0.80 3|2 0. 063 0.063 1 1

*Assumes rate one-half convolutional coding.

_ Since the unmanned satellite will not utilize polarization discrimination
for multipath protection, its multipath factor, m, will be larger and to com-
pensate, the processing gain must also be larger. Using 6 lengths of a -

31 code (plus an additional symbol to produce an even length) per bit will
provide good correlation and processing gain, but the timing and chip rates
will be identical to the voice link,

76. 6 kchips/sec

Ry * % (32) chips/bit

400 bps

Multipath interference depends on the orbital geometry and number of
signals. For single visibility, i.e., one TDRS visible to the user, a worst
case multipath is 2 dB below the direct signal (mj = 0.63). However, since
one voice and one command signal may be present, this number will effec-
tively be twice as great. For dual visibility, there are three signals but each
is approximately 8 dB below the direct signal. Figures 3-61 through 3-64
show E/n as a function of "nRFI, and Figure 3-65 shows the rms ranging error
as a function of RFI for all the link concepts.
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VHF FDM System. In this system, the voice occupies a separate
portion of the 50 kHz spectrum. A 3 kHz guard band is required between the
voice and command spectra. Since the manned user rejects multipath with
circular polarization, no spreading of the voice spectrum is required; thus
an attractive modulation technique is 12 Kbps delta modulation with four
phase PSK carrier modulation. The required RF bandwidth is approximately
9 kHz, and with a total of 9 kHz for guard bands, 32 kHz remains for the
command channel. For a processing gain and bit rate similar to that for the
CDM design R, = 340 bps x 127 bits/chip = 43 kchips/sec.

Since the voice occupies a separate channel and is not PN code mod-
ulated, there is no crosscorrelation. With polarization discrimination, the
multipath is assumed to never be larger than 12 dB below the direct signal,
i.e., m. = 0.063. For single visibility in the command channel, the worst
case mulltipath is 2 dB below the direct signal, i.e., m; = 0.63 and there is
no other signal. For dual visibility, the effective multipath is again twice
as great.

UHF FDM. The 1 MHz band at UHF will allow frequency separation
of the voice and command channels without difficulty, and therefore their
respective signal designs can be relatively independent. Considering the
command link first, it should be noted from Table 3-14 that about 10.5 dB
less power will be received at UHF than at VHF. In addition, the tracking
bandwidth required by doppler rate will be about three times larger resulting
in a signal-to-noise ratio in the tracking loop 15.3 dB less than for VHEF.

In order to achieve the same ranging accuracy, the chip rate must be approx-
imately 6 times larger than with the VHF system. Thus, the UHF command
chip rate must be greater than 300 kchips/sec to achieve ranging-accuracy
comparable to the VHF systems. Choosing a chip rate on the order of

600 kchips/sec is possible because of the greater available bandwidth. Thus,
let the command bit rate be 300 bps and the PN code length n = 2047. Then,
R_=614.1 kchips/sec and for a total RF bandwidth allocation of 600 kHz
aﬁowing for two 10 kHz guard band requires filtering to an RF signal band-
width of 580 MHz. Then BRF/R. = 0.945 and, from Figure 3-57, d = 0.76,

For the voice link, the avallable bandwidth will allow spectrum
spreading to provide multipath rejection beyond that provided by circular
polarization. Another link improvement technigque is convolutional encoding
for error correction which at the same time will provide an additional 3 4B
reduction in diffuse multipath interference. With these considerations, the
following voice link design was proposed:

9, 6 Kbps delta modulation
PN code length, n = 31 chips
One code per voice bit

R. = 600 kchips/sec

C
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Bry = 600 kHz
d = 0.80

UHF CDM. Although ample bandwidth is available at UHF to separate
command and voice in frequency, spacecraft design studies indicated a pos-
sible advantage to the use of CDM. Code division multiplex at baseband or
IF for the voice and data permits maximum transmitter efficiency, because
there is only one carrier allowing a single saturated power amplifier. The
design is similar to the VHF CDM design, except that more bandwidth is
available; -

R¢e = 614.4 kchips/sec
Command code length = 2048
Command bit rate = 300 bps
Voice PN code length = 32 with rate one-half convolutional coding
Voice bit rate = 9.6 Kbps
In the dual visibility region the signals present are as follows:
1) Signals frdm TDRS No. 1; Voice and data in synchfonous CDM

2) Signals from TDRS No. 2: Data in asynchronous CDM with the
signals from TDRS No. 1

Systemn Concept Comparison. To aid in comparing the above systems,
Table 3-16 was prepared. Line l lists the command bit rate for each concept.
The rates were purposely made comparable so that comparisons could be
made based on more essential characteristics. Line 2 lists the link margin
if there is no RFI. Note that the two UHF systems have the largest margins
since the available bandwidth permits the multipath and crosscorrelation
effects to be essentially eliminated.

Line 3 shows the RFI noise density where the margin is zero, i.e.,
where the command bit energy to noise density is 10 dB, the assurmed mini-
mum operating level. The VHF FDM is significantly superior in its ability
to operate in the presence of RFI. Line 4 contains the estimated rms ranging
error contribution due to forward link timing uncertainty caused by system
thermal noise and multipath. Note that the UHF system allows much better
ranging accuracy. This is due to the much larger bandwidth available,
allowing a higher chip rate. The VHF FDM system is the poorest because
it has the smallest chip rate. :

Voice signal concept parameters are on lines 5 through 9. Line 7

contains the subjective quality rating introducedin subsection 3.3,1,2 for the
voice modulation method employed in each concept. This rating is nearly
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TABLE 3-16, FORWARD LINK CONCEPTUAL DESIGN COMPARISON

VHF UHF
Parameter CDM FDM CDM FDM

Command rate, bpa 400 340 300 300
Margin for no RFI, dB 2 6 11 12
RFI limit, dBw/Hz -184 -182 -190 -190
RMS ranging error for no RFI, meters 47 63 6 6
Voice technique Vo coding | Delta module | Delta module Delta module
Bit rate, Kbps 2.4 12.0 9.6 9, b
Quality rating 2 g8 6 6
Margin for no RFI, dB 7 ) B _ 10%
RFI limit, dBw/Hz -183 -187 -193 -192

*Asgumes convolutional coding.

proportional to the bit rate of the baseband digital voice signal. Thus,
2.4 Kbps techniques have a rating of 2, while 12 Kbps delta modulation is
given an 8 rating.

The importance of link margin is hard to determine at this point in
system design. Normally, margin beyond 5 or 6 dB is unnecessary. The
uncertainty of the actual RFI level also makes a selection difficult. The
VHF systems provide communication with a higher level of RFI than at UHF,
but RFI at UHF will probably be lower. However, a clear VHF channel may
be available; in which case, the RFI operating limits are not important and
excessive margin beyond 5 or 6 dB is not required. In this case, voice
quality and ranging error become major parameters in system selection.

The UHF command system is clearly superior for ranging accuracy,
and 9.6 Kbps delta modulated voice can be used alsoc. The UHF scheme with
code division multiplex permits high ranging accuracy and high quality voice.
Although the voice margins are slightly reduced from the FDM case, the
scheme is advantageous since the TDRS transmitter configuration is greatly
simplified.

Concept Recommendation. Based on the previously discussed
considerations, it is recommended that the UHF band be used for the forward
link, A CDM command signaling design similar to that presented above and
a voice signaling design employing delta modulation and convolutional
encoding are recommended. The reasons are as follows:

1)  The UHF band has sufficient bandwidth to allow flexibility in the
design,
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2) The UHF band is currently allocated for space applications. No
new international allocation is required, and RFI should be low.

3) The larger bandwidth allows better ranging accuracy and a higher
quality voice.

4) Hardware components are smaller at UHF than at VHF.

5) CDM simplifies TDRS repeater design.
Before a final choice was made between VHF and UHF, the impact on antenna
configuration was assessed. Since the TDRS must receive at VHF in the
136 to 144 MHz band, transmitting at 401 MHz significantly affects both TDRS

and user antenna design. The resultant TDRS configuration has proved
satisfactory, however,

3.3.1.4 Low Data Rate Return Link Design

TDRS must relay telemetry data and ranging signals from up to 40
unmanned users and also provide for the relay of good quality voice from one
manned user. The basic constraints and requirements influencing the design
of these links are summarized in Section 3. 1. As in the forward link, multi-
path and RFI are severe interferences. As mentioned previously, it has been
estimated that the average multipath power will vary between -2 and -10 dB
relative to the directly received power for a wide range of orbital and surface
roughness conditions. In the return link, however, RFI is received from
nearly one-half of the earth's surface; thus, there are no operational proce-
dures for communicating during low RFI conditions as in the forward link
where user visibility is more restricted due to its low altitude. Thus, RFI
remains an important unknown parameter in return link design. Current
estimates have been discussed above,

The TDRS coverage requirements limit peak antenna gain to approxi-
mately 16 dB, The final Hughes TDRS configuration provides a G/T =
-15 dBw/K including only receiver thermal noise effects. The baseline
TDRS receives both horizontally and vertically polarized signals and relays
them in separate chamnels. This permits polarization combining at the
ground station with an improvement of somewhat less than 3 dB. Combining
is discussed in subsection 3, 3. 1. 2.

Voice Link., The return voice relay design is different from the
telemetry and ranging relay service in that the manned user can easily gen-
erate an order of magnitude greater RF power — perhaps 100 watts. This
user can also utilize a circularly polarized antenna which provides an esti-
mated 12 dB of multipath protection by polarization discrimination as
discussed previously.

Since the voice power is significantly greater than the unmanned user
power, the combination .of these two signal classes in a single code division
multiplex system will produce relatively high correlation noise with respect
to the user telemetry signals, Also the manned user does not require
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PN codes for ranging although spectrum spreading may be a necessity in
meeting CCIR incident flux density requirements. Furthermore, the
basically different operational characteristics of the manned and unmanned
users support the conclusion that these links should operate in frequency
multiplex, During the spacecraft design effort it was found that design of a
VHF receiver with a bandwidth less than 2 MHz was difficult, This permits
allocation of 1 MHz to the telemetry service and 1 MHz to the voice service.
The full 1 MHz is not required for voice, except in the event of spectrum
spreading by the user.

Voice encoding for the return and forward link was discussed in sub-
section 3.3.1.2. The voice technique for previously discussed reasons is
19.2 kbps delta modulation, which requires a bit error rate less than 10-2,
Three different RF/code modulation techniques were considered:

1) Biphase PSK with no coding.
2) Biphase PSK with a length 7 PN code for multipath protection.

3) Biphase PSK with a rate one-half convolutional code to lower the
Ep/m requirement and to provide a slightly spread spectrum.

Multiphase modulation schemes were not considered because bandwidth was
not a constraint, :

Table 3-17 shows the basic link power budget. Note that 100 watts
of RF power was assumed. Figure 3-66 shows the performance of the
three designs under worst case multipath as a function of RFI noise density.
Multipath is not critical with any of the designs because of the 12 dB polari-
zation discrimination. All designs work quite well if the nRFI < -190 dBw/
Hz. When the link is RFI limited, the convolutional coding system is 3 dB
better than the others because of its lower Ep/n requirement.

Telemetry Link. A detailed design of the return telemetry link must
consider the problems of multiple access design for 40 users and compati-
bility with the command link because coherent turnaround must be provided
for range and range rate measurements. Three basic alternatives were
considered and design concepts for each were developed. These three con-
cepts and their basic characteristics are listed in Table 3-18. The perform-
ance of each is nearly the same. With x FDM channels, the number of
interfering users per channel varies as 1/x, but the bandwidth available for
"'srocessing gain'' also varies as 1/x plus 7 kHz guardbands per channel for
doppler. Figure 3-67 illustrates this effect in terms of the crosscorrelation
noise due to multiple users in a channel. The abscissa is the number of
interfering users; the ordinate gives the Ep/n required with respect to all
other noise sources such that the final Ey,/n = 10 dB. For the wideband
design with 40 users in a common channel with processing gain, G = 1000,
the required Ep/v is essentially that of a narrowband system with five users
per channel where the processing gain = 1/8 that of the wideband design.
These results are based on the following previously discussed formula.
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TABLE 3-17.

PRELIMINARY VHF RETURN LINK
POWER SUMMARY FOR VOICE

User transmit power

Usger antenna gain

Space loss

TDRS gain

Ellipticity loss

Line. losses

+20.0 dBw
0.0dB

-167.5 dB
11.8 dB
-0.2 dB

-1.0dB

Received power P =

For T
s

2136. 9 dBw

= 630K, np = 200.6 dBw/Hz

PR/T]T = 63,7 dB-Hs=

#Receiver noise temperature = 420 K, earth noise = 210 K.

TABLE 3-18. VHF RETURN LINK ALTERNATIVES

Telemetry and Ranging

Wideband CDM

CDM/FDM

FDM

All 40 users in
common PN multi-
plexed channel.

) 1200 bps data rate
) 1.22 Mchips/sec

» 1 MHz total
bandwidth

. Gold sequences

Seven FDM channels
with six users each
in PN multiplex.

® 1200 bps data rate
. 152 kchips/sec

™ 1.1 MHz total
_ bandwidth

L) Optimum
M-sequences

Forty DM channels.

] 1200 bps data rate
. 18 kchips/sec

™ 1.0 MHz total
bandwidth

. Use of single
M-sequence
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For reasons discussed later, the wideband CDM concept is preferred,
The basic performance of the system is shown in Figure 3-68 based on the
link power budget of Table 3-19. In the presence of a nominal multipath
environment, a very sophisticated design will support nearly 10 Kbps per
user. However, if the RFI noise density is roughly -190 dBw/Hz, only about
700 bps can be supported continuously. The figure also shows that convolu-
tional coding gives a 5.5 dB improvement, and that polarization combining
gives about 2.5 dB. Figure 3-69 shows that with a 1 MHz RF bandwidth,
multipath interference is virtually eliminated. With a 1200 bps data rate and
a 1 megachip/sec chip rate, each user has approximately a 30 dB protection
against multipath. Under worst case multipath, the baseline design with
coding and polarization combining has zero margin at an RFI noise density
ten times the thermal noise.

Concept Comparison and Recommendations. The performance of the
various designs are summarized in Table 3-20. A final design selection
must include qualitative factors in addition to these quantitative ones., In
the recommended design, the voice link operates in FDM with the telemetry
and ranging. If the voice user can generate 100 watts of RF power, no
coding is required, and the added complexity is not justified unless additional
RFI protection is deemed necessary. A biphase PSK carrier modulation at
19.2 Kbps will require about 30 kHz RF bandwidth; the VHF band at 136 to
137 MHz is preferable, but this 1 MHz has been assigned to the more RFI
sensitive telemetry links and the 137 to 138 MHz band is selected for voice.

The summary table (Table 3-20) shows that the three telemetry and
ranging schemes have the same data rate and link margin performance. The
only significant advantage of one system over another is the tracking per-
formance of the wideband CDM approach.

The principal advantage of the FDM approach is that it permits full
channelization of the repeater, if feasible, for power control and RFI
immunity. Under RFI jamming, a given channel could easily be eliminated,
but that user would require the ability to move to another channel. This
implies user transceiver capable of generating multiple turnaround frequency
ratios,

The CDM/FDM approach is truly a compromise between the full
FDM and full CDM- designs. The six users per FDM channel configuration
were chosen because groups of six M-sequences are known with good (small}
crosscorrelation and optimum autocorrelation properties. It has been
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TABLE 3-19. PRELIMINARY VHF RETURN LINK POWER
BUDGET FOR TELEMETRY

User transmit power ' 7.0 dBw
User antenna gain -3.0dB
Space loss -167.5 dB
TDRS gain 11,2 dB
Ellipticity loss -0.5 dB
Line losses .—0. & dB
Received power, Pi = -153. 8 dBw
For T* = 630 K, My = -200.0 dBw/Hz
P./ng = 46,8 dB-Hz |
By %b
n K K-1
> mP +0.76 > P,
e SE—

d = bandlimiting factor, Rc = chip rate

*Receiver noise temperature = 420 K, earth noize temperature = 210 K

concluded that these optimum autocorrelation properties are not really
necessary, although they would enhance code acquisition. In any code divi-
sion multiple access system, the user correlation receivers must be able to
reject false synchronization on other users. They can, therefore, also
reject false sync on the side peaks of the autocorrelation function. The
optimal autocorrelation is also not required to reject specular multipath;
studies show that specular multipath is virtually nonexistent.
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TABLE 3-20. QUANTITATIVE PERFORMANCE OF VHF
TELEMETRY RETURN LINK ALTERNATIVES

a. Telemetry and Ranging Performance*

Wideband CDM | CDM/FDM | FDM
Telemetry
Rate, bps 1200. 0 1200 1200
Margin for RFI = 0, dB 8.0 : 9 10
RFI limit, dBw/Hz -188.0 -187 -186
Ranging
RMS error for RFI = 0, meters 4,8 28 210

*Assumes 30 users with Rp = -6 dB with convolutional coding and diversity
combining. Tracking bandwidth of 10 Hz. No downlink degradation.

b. Voice Performance with 19.2 kbps Delta Modulation

No Coding PN Coding Convolutional Coding

Margin for RFI =0, dB 8 14 14

RFI limit, dBw/Hz -183 ~183 -180

The full CDM scheme is the easiest to implement since all users have
identical transceivers except for their identifying PN code. The system has
greater flexibility in terms of scheduling and growth. It also is more efficient
in terms of spectrum utilization since a doppler guardband is required only
once. The system can provide protection against narrowband RFI by the use
of one or more notch filters by the TDRS or at the ground. A CDM design is

therefore selected for a baseline.

If a fixed data rate is selected for all users, then a PN code period
should be set equal to a convolutional code symbol time. At a bit rate of
1200 bps, the 511 Gold codes and rate one-half convolutional coding would

give a chip rate of

R, = 1200 x 511 x 2 = 1,22 Mchips/sec
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The range ambiguity provided by this design is the propagation time
corresponding to 1/{1200 x 2) sec or about 125 km. The system can also be
designed to accommodate multiple user bit rates by the use of multiple code
lengths per code symbol — for example, the use of 8 codes of length 63 for
the 1200 bps rate, At 10 Kbps or 8 x 1.2 Kbps the user transceiver would
use only one length 63 code per bit. The range ambiguity resolution is
reduced to 15 km as shown in Figure 3-70.

3.3,2 Medium Data Rate Links

The medium data rate service allows return telemetry rates up to
1.0 Mbps. The following subsections describe the analysis and design per-
formed for this telecommunications service. The principal trade performed
wag that of frequency selection. It was concluded that K band waS‘sl'ightly_
superior in terms of the minimum user weight penalty., However, dlscu_ss1f:>n
with GSFC indicated that S band provided the least overall user impact and it
was selected as the MDR frequency.

3.3.2.1 Communications Channel Model

Basic Communications Geometry. The basic communications
geometry for the MDR links is identical to that for the LDR links.
Figures 3-71 through 3-76 give the doppler shift and doppler rate values
which are appropriate at the three potential MDR frequencies.

Noise Environment. The noise environment for the majority of MDR
users is far less complex than that for the LDR users. The directive antennas
of the user and the TDR satellites will essentially eliminate the multipath and
RFI problems. Multipath will only be a problem if TDRS/user communication
is maintained to the edge of the horizon where the earth would be included
within the antenna sidelobes or perhaps the main beam. This same condition
will also have design impact from the standpoint of CCIR requirements on
incident flux density as illustrated in Figure 3-77. These problems can
be eliminated by spread spectrum techniques or by operational constraints.
Spread spectrum was discussed in connection with the LDR design. Fig-
ure 3-78 illustrates that either problem can be considered operationally
as a limit on the communications horizon. Normally the altitude ha. is fixed
by earth surface features or an effective atmosphere height.

The multipath and RFI problems are less severe for the MDR user
with omni antennas than for the LDR user with omnis. The former can use
circular polarization for antenna discrimination. At S band, an antenna
capable of transmitting or receiving a circularly polarized wave requires
very little surface area. Suitable antenna designs applicable to the Space
Shuttle have been developed for guided missile S band telemetry systems,
Multipath effects will alsoc be reduced in the MDR system since the TDRS
antenna is relatively narrow beam. '
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3.3.2.2 Frequency Selection

The TDRS is expected to service many user satellites with a medium
date rate RF link with capacity up to 1 Mbps. Three frequency bands have
been considered for this link: S band, X band, and K band. These bands have
user transmit frequencies of 2.2 to 2.29 GHz, 7.145 to 7. 345 GHz, and
13.25 to 14.2 GHz, respectively. The user satellites are not specified and
therefore their weight, power, and space availability are not known. Since
the communications transponder and the antenna system added to the user
satellite may be a significant contributor to the user satellite weight, a
minimum weight criteria was used to aid in the comparison of the potential
data link frequencies. The analysis and results given in this report indicate
that K band or X band are slightly preferable to S band in terms of minimum
weight. However, the use of S band will minimize overall user impact in
terms of cost and development risk.

Weight Optimization Procedure. Communication systems hardware
placed on the user satellite is compared on the basis of weight for each fre-
quency, with the lightest system capable of transmitting the required data
defined as the '"best''. Since there are three frequencies to compare, it is
necessary to compare the lightest K band system with the lightest X band
system, with the lightest S band system to obtain a true comparison among
the three frequency bands.

The individual communication system weights depend upon the relative
choice of transmitted power and transmitter antenna size, with an optimum
choice of these two parameters determining a2 minimum weight system. The
minimum communications weights were determined based upon work done for
NASA/GSFC under contract NAS 5-9637 which produced the COPS Communi-
cation OPtimization System computer program. In this method of optimiza-
tion, a performance counstraint is set (e.g. SNR equal a ¢onstant) and all the
hardware components of the communications transponder are modeled to
relate their weight to a key communication system parameter. The two
parameters used in this analysis were transmit antenna diameter and trans-
mitted power. Table 3-21 indicates the communication system modeling
and the dependence upon transmitted power, Pp, or transmit antenna diam-
eter, dp. The analytical problem is to take the three general equations
given in the table and from them determine the minimum weight of the total
communications sy stem. Rather than develop the equations in this report
(Reference 15) a simple model will be described which illustrates how a min-
imum weight system may be determined.

Figure 3-79 is a three dimensional sketch having as independent axes
transmitted power, P7, and transmitter antenna diameter, do, and as the
dependent axis, weight. A weight model of the antenna is shown in the dp-
weight plane and a weight model of the transmitter is shown in the Pr-weight
plane. The sum of these two models is a sheet in the three dimensional
space. The performance criteria is shown in the dr-Py plane. It is not
restricted in the weight dimension and therefore is a vertical sheet which
intersects the "weight' sheet. On the line of intersection there is a minimum
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TABLE 3-21. OPTIMIZATION PROCEDURE

™ Performance constraint: S/N = constant
. Weight modeling
)

. Antenna (dT

. Acquisition and tracking (dT)
-' Transponder (PT)

o Heat exchanger (PT)

. Power supply

)

. Transponder (PT

e  Acquisition and tracking (dT)_

L) Power efficiency (PT)
. Key equations
e 2 :-F (., P.)
N - “ilp Po (1)
¢« W, = F,(Pp) (2)
) Wa = Fyldg) (3)

™ Find minimum (W, + W, ) which meets
. X A
Equation 1

weight value. The values of dT and PT which correspond to this minimum
then become the optimum design values. The analysis to determine the
minimam weight system was completed and implemented into a computer
program. All the values presented in subsequent graphs are optimized in
this sense.

This analysis approach can be illustrated by an example at the TDRSS
S band frequency. The performance criteria of signalto-noise ratio specifies
the EIRP per unit bandwidth as given in Table 3-22, If, for instance, a 2 MHz
bandwidth is required for the S band link, the required EIRP will be -26.4
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TABLE 3-22. PERFORMANCE CRITERIA FOR
SPACE-TO-SPACE LINK

Signal-to-noise ratio 13 dB

Path attenuation {(2.25 GHz, 4215%3.5 km) -192.0 dB
Transmitting antenna pointing loss -0.1dB
Receiving antenna gain (diameter = 183 cmn) 30.1 dB
Transmit and receive RF losses -1.0dB
Receiver noise density {temperature = 420K) -202.4 4B (w/Hz)
{Transmit power) (antenna gain)/(bandwidth) -26.4 dB (w/Hz)

dBw/Iz + 63 dB (Hz) or 36.6 dBw. All the links are calculated for synchronous
altitude ranges, for a 6 foot receiving diameter on the TDRS, and for low
noise, transistor RF amplifiers for the TDRS receiver. All antenna gains

use 55 percent efficiency and have tracking feeds.

The modeling has been done for each frequency based upon state of
the art hardware. The standard model is in the form of:

K
Y = K1+K2X 3

where

Y

dependent variable (weight, total power or efficiency)

X

transmitted power or the antenna diameter Kl’ KZ’ and K3
constants

To determine the constants, values of "Y'' were determined for three values
of "X'" for each frequency. The constants Ky, K;, and K; were then deter-
mined by a curve-fitting computer program.

The weight models for the two S band power amplifier configurations
are given in Table 3-23. This modeling is based upon actual hardware
for both a solid state S band power amplifier and a TWT S band power
amplifier. There are three significant differences between these two cases.
First, the solid state 'transponder weight' is less than the corresponding
TWT value. Second, the '"transponder efficiency'' is different for the two
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TABLE 3-23. S BAND WEIGHT MODELING

NOTE: Weights are in pounds; power is in watts; diameter is in meters

Solid State Weight Modeling

Antenna weight, WDT = 6.56156 Dt 2.01861 + 1.28077

Acquisition and track weight, WQT = 15 + 0.13 [WDT]

Transponder weight, WT = 4,53531 E-2 [PT] }0.84219 + 7. 08465
Transponder efficiency, KE = 0.5287 + 0. 3647 * PT t -0. 34

Heat exchanger weight, WH = 0.22 * [(1-KE)/KE] * PT + 0

Transponder input power, PPT = PT/KE

Acquisition and track power, PQT =2 [15 + 0.13 * 6.56165 * D { 2.01861]

Power supply weight, WST = 0.32 [PPT + PQT] + 1

TWT Weight Modeling

Antenna weight, WDT = 6.56165 D t 2. 01861 + 1.28077

Acquisition and track weight, WQT =15 + 0,13 [WDT]

Transponder weight, WT = 0.330847 [PT] !0.86613 + 10.0692

Heat exchanger weight, WH = 0.22 [PT/KE] + 0

Transponder efficiency, KE = -0.240931 + 0.300931 % PT } 0.26263
Transponder input power, PPT = PT/KE

Acquisition and track power, }PQT =2 [15 +0.13 * 6. 56165 * D t 2.01861]

Power supply weight, WST = 0.32 [PPT + PQT]+ 1
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cases*s Thi#d, the power dissipation, and therefore heat exchanger weight,
is different. The power dissipation is different since the maximum power
that can be dissipated in a TWT is the total input power, occurring when
there is no drive power. In a solid state, Class C power amplifier, the
maximum dissipation occurs at maximum input drive and is equal to the dc
input power less the RF output power. This difference in maximum dissipa-
tion in the two types of power amplifiers affects the heat exchanger weight,
as may be seen by comparing the form of the heat exchanger weight equation
for the two cases.

Figures 3-80 and 3-81 plot the key curves given by the equations
in Table 3-23. The modeling of parameters dependent upon antenna diam-
eter is given in Figure 3-80 and applies to both types of power amplifiers.
The weights dependent upon the transmitted power are shown in Figure 3-81.
These illustrate the difference in transponder weight, heat exchanger weight,
and transponder efficiency. ** Especially noteworthy is the relatively high
efficiency displayed by the solid state amplifiers at low power output levels.

Analysis Results. The next step of the analysis of the sample problem
is to combine the performance criteria with the weight criteria and determine
an optimum set of values for the transmitted power and the transmitter antenna
diameter. The optimum values are defined as the ones that yield a minimum
weight system for a given data rate. Figures 3-82 through 3-85 give the

- optimized values as a function of the receiver noise bandwidth and compare
these values to the K band and X band data. Figures 3-86 through 3-89 indi-
cate the effects of varying the TDRS receiving antenna upon the user trans-
mitter weight power and parameter values.

Figure 3-82 indicates that the S band solid state power amplifier
configuration is 8 to 10 pounds lighter than the S band TWT power amplifier
configuration over a wide range of bandwidths. This weight difference is
largely due to the differences in the transponder weights and in the heat
exchanger weights. This may be seen in Table 3-24 which lists the
individual weights of the communications subsystem components.

At low data bandwidths, the S band solid state transmitter is lighter
than the K band and X band systems but is heavier at the 2 MHz, medium
data rate point. Figure 3-83 indicates that the dc power requirement
follows the same pattern as the overall weight, with less power required for
the solid state power amplifier than for the TWT power amplifier.

*A gignificant factor in this type of evaluation is accounting for the variation
of transponder (transmitter and receiver) efficiency as a function of output
power. A seven to one variation is typical for a wide range of output powers
when a TWT is used.

#%The heat exchanger weight is due only to the heat dissipation from the
transponder. The required heat exchanger weight for the acquisition and
tracking power dissipation is included in the acquisition and tracking weight.
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TABLE 3-24,

WEIGHT OPTIMIZED S BAND COMMUNICATIONS
SYSTEMS WITH 2 MHz NOISE BANDWIDTH

PARAMETER VALUES, WEIGHTS, AND POWERS FOR

TWT Weight Modeling

Antenna diameter 120.5 cm
Antenna weight 4.91
Acquisition and track weight 7.46
Transponder weight 5.72

Weight subtotal 18.09 kg
Prime power supply weight 9.95
Heat exchanger weight 3.27

Total weight 31.31 kg
Transponder input power 32.9
Acquisition and track power 32.5

Total DC power 65.4 watts
Transponder efficiency 31.5 percent
Transmitted power 10. 4 watts

Solid State Weight Modeling

Antenna diameter 118.6 cm
Antenna weight 4.77
Acquisition and track weight 7.46
Transponder weight 3. 36

Weight Subtotal 15.59 kg
Prime power supply weight 9.40
Heat exchanger weight 1. 86

Total Weight 26.85 kg
Transponder input power 29.3
Acquisition and track power 32.4

Total dc power B 61.7 watts

Transponder efficiency

Transmitter power

36.6 percent
10. 7 watts
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Figures 3-84 and 3-85 indicate that the transmitted power and
antenna diameter are about the same for both configurations. However, at
low power levels, where the solid state power is cheaper in terms of weight
than the TWT power, the optimum solid state configuration has a higher output
power than the optimum TWT configuration. The antenna diameters shown
in Figure 3-85 have the opposite relative values as compared to the output
power to match the EIRP performance criteria.

Figures 3-86 through 3-89 use as a parameter the receiving
antenna diameter of the TDRS. The total system weight, plotted in
Figure 3-86, shows a marked improvement for the solid state S band
system as compared to the TWT S band system. However, the K band and
X band systems are still lighter for a 2 MHz noise bandwidth system.

The power variation between the two S band systems shown in
Figure 3-87 is a function of the two efficiencies, transponder weights, and
heat exchanger requirements. Figures 3-88 and 3-89 plot the two com-
munication parameters, transmitter antenna diameter and transmitted power.
Since the EIRP requirements are identical for the two S band systems, the
values of those parameters is about the same for the solid state and TWT
S band configurations.

At a medium data rate requiring a noise bandwidth of 2 MHz, a K band
communication system is the lightest of the four considered. However, the
advantage of the K band system over the solid state S band system is consider-
ably less than the corresponding advantage of the K band system over the
TWT S band system and, from Figure 3-82, this weight difference is
approximately 4.5 kg.

3.3.2.3 Link Analysis

With the selection of S band as the MDR frequency, the design of the
forward and return links is straightforward. The TDRS EIRP and G/T
requirements are determined by the assumed manned user characteristics as
listed in 3. 1. The link power budget indicates that in order to transmit a
20 kbps voice signal to a manned user with a circularly polarized, omnidirec-
tional antenna the TDRS must have an EIRP of 47 dBw. In order to relay a
100 kbps signal consisting of voice and data, the TDRS G/ T must be approxi-
mately 7 dB/K or greater. This is 5 dB larger than the SOW requirements as
listed in Table 3-25, With a receiver noise figure of 3.9 dB and an assumed
earth temperature of 300 K, the system noise temperature will be about 720K.
The minimum required antenna gain is 35. 6 dB which requires a 3. 66 meter
antenna diameter with a 50 percent efficiency.

Antenna Size and Transmitter Power. A parametric study was made
to determine the combination of antenna size and transmitter RF power which
produces the required EIRP of 47 dBw but results in minimum spacecraft
weight. Figure 3-90 shows the minimum weight combination of antenna size
and transmitter power for a given product of power and antenna gain. When
the transmission losses and pointing loss are included, the product of trans-
mitter power and antenna gain must be slightly greater than 50 dB in order
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TABLE 3-25. MEDIUM DATA RATE SERVICE POWER BUDGETS

Forward Link

MDR Forward 5 Band

Parameter High Power Low Power
TDRS EIRP 47. 0 41.0
TRDS pointing loas -0.5 -0.5
Space loss -192.0 -192.0
Receive antenna gain Gu Gu
Receive pointing loss 0.3 -0.3
Receive line loss 0 0
Receive ellipticity loss 1] 0
Receive power, Pr Gu- 146 Gu— 152
Receiver noise figure, dB 5.5
Receiver noise temperature, K 750
Background noise temperature, K 50
Total system noise temperature, K 800
Noise density, a.p. dBw/Hz -199.5
P_/ny dB-Hz Gu+53 G +47
Return Link
Order Wire
Parameter MDR S Band 5 Band
Tranamit power 20
Transmit antenna gain EIRP o
Transmit pointing plus line loss - -
Space loss -192.7 -192.7
TDRS antenna gain 36.7 13.2
TDRS pointing loss -0.5 -
TDRS line lass -Z.2 -1.0
TDRS ellipticity leas o -0.2
Received power Fp EIRP -160.7
-158.7
Noise figure, dBb 3.9 3.9
Receiver noise temperature, K 420 420
Earth noise temperature, K 300 300
Total system noise temperature, K 70 720
Noise density, Neps dBw/Hz -2Z00 -200
FP_/dB-H=z EIRP 39.3
T + 41.3
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to provide 47 dBw EIRP. This design value is indicated on the graph. Such
an optimum design would require a transmitter power of 20 watts and an
antenna diameter of 4. 15 meters. However, an antenna diameter of 3. 82
meters (12.5 feet) was selected because a current design can be used with
some modification. The corresponding required RF power is 24.5 watts.
Figure 3-91 shows the effect on TDRS weight of choosing a nonoptimum
antenna size. Note that the selected size results in less than a 1 kg penalty
relative to the optimum size. Included in the S band subsystem are the trans-
mitters, the receivers, the prorated value of the spacecraft power supply,
the prorated value of the spacecraft heat exchanger, the antenna weight, and
the acquisition and tracking weight. This small increase in weight due to
nonoptimum antenna size is not felt to be a serious deviation from an optimum
design in view of the desirability of using an 5 band antenna that is well
advanced in its development cycle.

The selected antenna size of 3. 82 meters also satisfies the return
link G/T requirement. The original SOW EIRP requirement of 41 dBw can
be accommodated in a low power mode.

Link Capability. For these TDRS characteristics, Table 3-25
presents the link power budgets for both forward and return links. The user
EIRP and antenna gain remain as parameters in this table and the effect of
user characteristics on the data rate capacity is shown in Figures 3-92
and 3-93 for the forward and return links respectively.

Flux Density. The power flux density, D, is given by D = EIRP -
162 dBw/m?%. The required minimum signal bandwidth, B, to ensure that the
CCIR requirement of -154 dBw/m2/4 kHz is given by 10 log B2 D - CCIR
Req. + 36. For the high power mode with 47 dBw EIRP, D = -115 dBw/m?2
and log B 2 7.5 and hence B = 32 MHz. The repeater design is limited to
10 MHz; thus, there will be a 5 dB violation of the CCIR requirement. This
viclation is a direct result of the requirement to transmit voice to a manned
spacecraft which has an omnidirectional antenna.

3.3.3 Ground Link Analysis

The ground link is defined as the RF communication link between the
TDRS and the ground station. As previously defined, communication from
the TDRS to the ground is called the return link and has been allocated the
frequency band 14.4 to 15.35 GHz. Signals sent from the ground station to a
TDRS comprise the forward link and the allocated band is 13.4 to 14. 0 GHz=z.
These K band frequencies were selected over available allocations at S band
and X band because of the greater total bandwidth available. This greater
bandwidth will allow growth to larger link capacity and greater flexibility in
signal multiplexing.

The objective of ground link design is to parametrically relate the
major link parameters of both the TDRS and ground station RF equipment
and then to choose a combination of transmitters, receivers, and antennas
that meet these requirements while at the same time satisfing limitations on
or minimizing cost, TDRS weight, and size. The major emphasis is on the
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return link which employs a K band transmitter on the TDRS where power
is limited. Also, the size of the TDRS and ground antennas is important.
The TDRS antenna has an impact on mechanical design while the ground
antenna cost is monotonically related to ifs size.

The requirements and constraints imposed on the ground link are
summarized in Table 3-26, The baseline parameters chosen as a result
of the analysis are as follows:

1) Ground station antenna diameter = 12.8 meters

2) TDRS é‘ingle power amplifier saturation power = 8 watts

‘3) TDRS K band antenna diameter = 1. 43 meters

4) Minimum power backoff = 5 dB

3.3.3.1 Return Link

The return link design approach is depicted in Figure 3-94. First
an investigation of potential ground receivers and their noise characteristics
allows a preliminary choice and establishes the noise density contributed by
the ground receiver. Next the effects of weather in the Washington D. C. area
establish a relationship between required link margin and link availability.
Turning to the repeater configuration, there are several types of signals
being relayed from user spacecraft to the ground via a TDRS. This signal
variety plus the requirement for linearity of the low data rate telemetry chan-
nels leads to three possible frequency translation alternatives for final power
amplification.

The linearity requirement also involves a consideration of TWT back-
off and gain from input to output for each return channel. Following the input/
output analysis, a power amplifier configuration can be selected on the basis
of required saturation power {which determines the bus power requirements)
and complexity. Finally, trades between ground antenna size and TDRS
EIRP, and consequently weight, can be made allowing a selection of TDRS
antenna size, TWT saturation power, and ground antenna size.

Ground Station Parameters. The ground station performance improves
with an increase in antenna gain, G, or with a decrease in receiving system
temperature, T. The gain increases with the square of the diameter, but
the antenna structural difficulties vary roughly as D3, Furthermore, for
very large apertures, surface variations and structural distortions can reduce
the achievable gain. A trade exists between increased surface accuracy and
increased diameter in attaining a desired gain. The cost of the TDRSS
ground antennas will be minimized by use of designs already available.
Numerous antennas have been built at 12,2, 12,8, 18,3, 25,9, and 29, 6 meters
although few have been used at K band.

Ground receiver quality will lie between that of an uncooled paramet-
ric amplifier (paramp) with noise temperature, TR, of about 420 K and a
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TABLE 3-26.
TDRSS GROUND

LINKS

CONSTRAINTS AND REQUIREMENTS FOR

GENERAL

1)  Minimum ground antenna elevation angle

2)  Ground station at GSFC
3) 17.5 dB weather margin
4)

RETURN LINK

= 10 degrees

Linear power amplification of LDR return link channels

1} Frequency band 14.40 to 15,35 GHz=z
2) Services
No. of Date Rate Per Probabhility
Signal Users User, kbps of Bit Error
LDR telemetry 20 1.2 10-5
LDR voice 20,0 1072
MDR telemetry 1 1000. 0 1073
Order wire 1 0.5 10-5
TDRS telemetry - 1.0 10_6
FORWARD LINK
1) Frequency band 13.25 to 14.2 GH=
2) Services
No. of Data Rate, Probability
Signal Users bps of Bit Error
LDR channel 1 1 300 10-5
LDR channel 2 1 9, 600 1072
(primarily voice)
MDR 1 20, 000 107°
TDRS command - 500 107
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state of the art maser with TR = 50 K. The 9.2 dB advantage is reduced
during periods of heavy rainfall. Figure 3-95 shows the additional effec-
tive noise temperature due to rain. Note that at Washington D. C. this sky
noise temperature will be as large as 280 K approximately 1 percent of the
time. Since the ground link must be designed for at least 99 percent
availability, this additional noise temperature contribution must be included.
The advantage of the maser over the paramp then becomes

10 log (22012803 _ 5 4 4B
50 + 280

The much greater complexity of the maser does not appear justified,
and for the following analysis it will be assumed that a paramp with .
Tr = 420 K will be employed. This is consistent with the ground station
implementation of a high quality uncooled paramp (see subsection 3. 5. 1).

The results of the analysis to follow show that if a maser were
employed, one or a combination of the following would be possible:

1) TDRS K band equipment weight could be decreased by
possibly 12 kg. '

2) Link availability would be increased a few hours per year.

3) The ground antenna could be smaller in size.

Although the effect on the TDRS is significant, the cost complexity and
maintenance problems associated with a maser do not appear warranted,
Reducing the ground antenna size from the selected value will not reduce the
cost significantly due to a compensating increase in power amplifier cost,

Weather Effects at K Band. For clear sky conditions, the effects of
the atmosphere on propagation at 15 GHz are quite minimal. However,
signal attenuation due to absorption increases to significant levels under
conditions of heavy cloud cover or precipitation. The atmospheric consti-
tuents which attentuate the signal also absorp radiant energy and re-emit the
energy as noise. Thus atmospheric moisture can attentuate the communica-
tions signal and increase the receiver system noise. Finally, even for
clear sky conditions, atmospheric scintillations can limit the bandwidth
available for coherent communications. In Reference l it is shown that the
latter effect can be ignored but that the other effects are quite important. A
comparison of the GSFC attenuation model (Reference 2) and the Hughes
model (Reference 3) shows that they give similar predictions for attenuation
as a function of rain rate although the GSFC model is somewhat more con-
servative. The two models are also consistent with the experimental data
available from the ATS-5 Millimeter Wave Experiment (Reference 4).
Because the GSFC model is more conservative, it was used in the analysis.
This raw data was used to produce Figure 3-96, showing the effect of both
antenna elevation angle and link availability for a ground station near GSFC.
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Total TDRS system visibility increases as the angular separation
between TDRSs increases, and hence ground antenna elevation angle
decreases. The lower limit on this angle has been specified as 10 degrees
(0. 175 rad), and so link design will be based on this value. Figure 3-97
shows the relationship between link availability and required weather margin
for this elevation angle.

During the course of the study, a required weather margin of 17.5 dB
was selected by the TDRS Program Office at GSFC. Note from Figure 3-97
that if the ground station were near GSF C the link availability would be
99. 65 percent. '

Power Amplifier Alternatives. There are two requirements in the
Statement of Work which have a major impact on the design of the return
link K band power amplifier:

1} The repeater shall be of the frequency translation type.
2) The LDR telemetry signals shall be amplified linearly.

The first requirement eliminates the commonly considered technique
known as FDM/FM whereby the return link channels are frequency multi-
plexed and this combined signal used to frequency modulate the K band
carrier. The second requirement is not defined quantitatively in the SOW,
but linearity is generally understood to imply that the effect of remaining
nonlinearity results in negligible degradation to link performance.

The four types of signals being relayed by the TDRS to the ground are:

1} Medium data rate return data

2) Voice

3) Low data rate return telemetry from up 20 users all in a
common channel.

4) Order wire data

The situation is further complicated by the polarization separation of
the signals from the VHF antenna, both of which contain a portion of the LDR
telemetry and voice signals.

The linear amplification requirement applies only to the LDR return
telemetry channel which is split into two separate signals at the antenna as
just mentioned. Thus, one repeater configuration alternative would require
the voice to be filtered from the output of the two VHF receivers with subse-
quent multiplexing and amplifying of the remaining LDR telemetry signals in
a separate power amplifier providing linearity. The voice would be com-
bined with the MDR signal and this combination transmitted via another power
amplifier operating near saturation for greater power efficiency. The com-
plexity involved in filtering the voice signal out of the two VHEF receiver
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outputs is undesirable and hence a second alternative would eliminate this: _
multiplexing both VHEF received signals at IF (containing both LDR telemetry

and voice) and providing a linear power amplifier for this combination. The
MDR channel would be amplified in a second saturated TWT. Both methods
require two power amplifiers followed by an RF combining circuit.

A third alternative employs only one power amplifier operated below
its saturation value, providing linear amplification not only to the VHF
receiver outputs, which contain both user telemetry and the voice signal,
but to the MDR return link signal as well. Thus, all signals receive linear
amplification.

In all the above implementations, ground controlled attenuators are
desirable in all channels leading to a linear power amplifier in order to
compensate for changes in interference levels, variation in user transmitter
power levels, and equipment variation. The three alternatives discussed
above are listed briefly in Table 3-27.

Input/Qutput Analyses. The procedure for this portion of the return
link analysis is to . .

1) Determine the required EIRP per signal the TDRS must generate,

2) Examine the VHF input in order to determine its variation, and
then

3} Determine required power amplifier saturation levels consider-
ing linearity and backoff requirements.

Table 3-28 presents a sirnplified link budget where the TDRS EIRP
and ground antenna gain have been left as parameters. The 420 K noise
temperature receiver corresponds to a good quality parametric amplifier as
mentioned above. The equation at the bottom of Table 3-28 was used to

TABLE 3-27. RETURN REPEATER
CONFIGURATION ALTERNATIVES

1) One linear power amplifier (PA)
2) Two power amplifiers
a) LDR telemetry and voice in linear (PA)
Mediumm rate data in saturated PA

b) LDR telemetry in linear PA

Medium rate data and voice in other PA
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TABLE 3-28. TDRS-TO-GROUND LINK BUDGET —
K-BAND 14.2 TO 15. 35 GHz

TDRS EIRP EIRP
Ground antenna gain G
Space loss -208.4
Pointing loss -1.0

Ground received power, Pr = EIRP + G -209.4 dBw

Noise temperature (420 K) '+26. 3
Boltzmann's constant ~-228.6
Thermal noise density, np = -202.3 dBw/Hz
P
—L = RIRP + G - 7.1 dB-H=z
i

derive the required TDRS EIRP + G per signal in the right hand column 6 of
Table 3-29. Column 5 was derived from the following equation:

E
P _ b
E (‘i’) RpMuy )

where Ep /v is the required bit energy to noise density resulting from the
ground link alone, R} is the bit rate per user, and My is the weather margin.
Column 4 of Table 3-29 shows the 17.5 dB weather margin for all signals
except the TDRS housekeeping telemetry which was assigned a 20 dB weather
margin. Column 3 lists the design data rate for the respective return link
service. The values of Ef/n for each link were chosen so that less than

0.5 dB degradation would occur in the overall signal-to-noise due to the
ground link. Note that the dominant value of EIRP + G in column 6 of

Table 3-28 corresponds to the MDR signal when 1 Mbps is being returned.
Before using the values of Table 3-28 to determine a saturation EIRP, the
variation in the VHF input must be examined and a backoff factor selected to
provide linearity.

Table 3-30 presents a link budget with potential variations for the
LDR return telemetry link. These link power variations were used to pro-
duce Figure 3-98 relating VHF power received by the TDRS to the number
of visible, transmitting users. The principal assumption in this analysis
is that the average user radiated power is 5 watts through an omnidirectional
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TABLE 3-29, ' GROUND LINK SIGNAL PARAMETERS

1 2 3 4 5 6
Minimum
GE?HI? d Maximum | Minimum Minimum
E l;l Data Rate | Weather Minimum Required
Return p/ M per user, | Margin, P./v, EIRP + @G,
Service dB kbps dB dB-Hz dBw
Low rate _
telemetry 14 1.2 17.5 62.3 69. 4
Voice 14 20 17.5 74.5 81.6
Medium
rate data 20 1000 17.5 g7.5 104.6
TDRS
telemetry 15 1 20 65 72,1
QOrder
wire 15 1 20 65- 72.1

TABLE 3-30,
(sum of both H and V channels)

VHF TELEMETRY LINK POWER VARIATIONS

Minimum Value Tolerance
User transmit power 7.0 dBW +1.0dB
User antenna gain -3.0dB +6.0 dB
Space loss -167.5 dB +1.5 dB
TDRS gain 11.2(1) dB +3. 0(2) dB
Ellipticity loss -0.5dB +0.5dB
Line losses -1.0dB +0.6 dB
Received power -153.8 +12.0dB

Edge of 30 degree coverage zone.

Center of coverage zone.

(1)
(2)
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antenna. The analysis of 3.2.1 has shown that an RFI noise density of _
-190 dBw/Hz will limit the average LDR return telemetry to less than 1 kbps
with these user transmitter characteristics. However, for purposes of
analysis this level was assumed prlmarlly because current estimates are
even larger than this value.

Referring to Figure 3-98, the difference between the minimum and
maximum curves corresponds to variation in TDRS antenna gain over the
coverage region, variation in user EIRP, and variation in distance between
the spacecraft. The ordinate represents the total power out of the two trans-
mission lines from the VHF antenna due to LDR users and RFI plus thermal
noise, but not including the voice signal. The amount of power in each signal
depends on many factors, but since both signals will be amplified in the same

power output amplifier it is not necessary to know the level of each separately.
Assuming a worst case design condition of 30 visible users, an averaging of
the variational effects will occur. Cursory analysis indicates that the
averaging will result in at least a 2 dB reduction from the maximum input
conditions, Thus for design purposes, the input level was taken as ~-125 dBw.

A variational analysis of the return voice link budget indicates that
the maximum VHEF receiver input voice power will be -130 dBw. Thus, the
total maximum VHE receiver input signal level is -123.5 dBw.

From Table 3-29, the required TDRS EIRP for a single user signal
must be 69.4-G dBw and from Table 3-30 the minimum single user input
level is -153.8. Thus the LDR return link channel must have a gain of
223.2-G dB. The total input of -123.5 dBw is 30.3 dB greater than the mini-
mum single user signal. But the amplification must remain linear, and
hence provide the additional 30.3 dBw output containing the amplified signals
of 30 other users, RFI, and the VHF return voice signal. Thus, the EIRP + G
required for transmission to the ground of LDR return telemetry and voice
is 99.7 dBw and the power amplifier must be operating in a linear region of
its gain characteristic.

A link power budget for the MDR return link shows that the received
input power for 1 Mbps data rate must be about ~-128.7 dBw. The estimated
MDR receiver noise density is -200 dBw/Hz and the channel bandwidth is
.10 MHz, resulting in a noise power of -130 dBw. If this channel were
'to receive linear amplification in a single power amplifier, the K band
signal output EIRP + G must be 104.6 dBw (see Table 3-29); the addi-
tional noise output will be 103.3 dBw for a total channel output of
107.0 dBw.

The order wire channel has a maximum capacity of about 1 kbps if
a 100 watt transmitter is employed on the manned user. However, the
bandwidth of the channel in the TDRS repeater cannot easily be made less
than | MHz without more complex filters or undesirable additional frequency
translations and more complex frequency synthesizer. A link budget indi-
cates a received signal power level of -160.7 dBw, but with a noise density
of -200 dBw/Hz, the noise power is -140 dBw, 100 times greater. Filtering
at the ground station will produce a satisfactory signal-to-noise ratio, but
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it is clear that this signal should be amplified linearly to avoid signal
suppression, and the required EIRP + Gis 72.1 + 20 = 92. 1 dBw, maost of
which is noise power. ' T T '

Figure 3-99 illustrates the return signal channels and shows their
bandwidth and required K band EIRP + G. This set of signals can be visual-
ized, very loosely, as five carriers with varying amounts of modulation.
Figure 3-99 assumes linear amplification of all channels, so the noise in
both the MDR and order wire channels produce significant outputs. The
maximum EIRP + G for the LDR signals has been split equally between the
vertically and horizontally polarized inputs.

Linear amplification is generally described in a negative or converse
manner. That is, when the effects on the signals due toc nonlinearities are
small enough so that performance is not significantly affected, an amplifier
is said to be linear. The principal nonlinear effects include 1) intermodula-
tion products, 2) AM to PM conversion, and 3) phase distortion. The usual
approach is to operate the final amplification stage significantly below its
maximum power capability, ensuring that the most nonlinear operating con-
ditions near amplifier saturation are avoided. However, operating below
saturation imposes a power penalty on the spacecraft.

For the K band power amplifier, a TWT is recommended and the
nature of these devices is such that the dc or bus power required is inde-
pendent of the operating point, i.e., the RF output power. The required
dc power is the same whether the output power is maximum or at a lower
level. Thus, not operating at saturation {(maximum output) results in an
effective power penalty. To minimize this penalty requires that the output
power be as near to saturation as possible without serious degradation due
to the amplitude non-linearity.

Figure 3-100, taken from.Reference 16, shows the effect on unde-
sirable intermodulation power of operating below saturation, i.e., backed
off. These curves are the result of measurements, but the inputs were equal
magnitude carriers. However, if the TDRS return link spectrum is
considered as five narrowband signals, these results will be an approxima-
tion. Thus, if the TDRS spectrum is comparable to between 4 and 8 carriers,
5 dB backoif will result in total intermodulation power more than 18 dB
below the total output power. This could conceivably degrade the lower power
TDRS telemetry and order wire channels, but these could be placed in the
band where intermodulation power is not present. This was not done in the
baseline design of the return link repeater channels but should present no
difficulty if required.

From Figure 3-100.and Hughes experience, it appears that 5 dB
backoff will provide sufficient linearity.

Power Amplifier Configuration. If a single power amplifier is used,
then the maximum total output power must be 5 dB less than the saturation
value. Almost all the power will be in the LDR and MDR channels with the
order wire channel power being more than ten times less and the TDRS
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telemetry signal much less than this. The total required EIRP + G is
107.8 dBw and if this power level is 5 dB below saturation, the saturation
EIRP + G must be 112.8 dBw.

With the MDR channel amplified through a saturated TWT and all the
other signals in a linear TWT with 5 dB backoff, the combined saturation
EIRP + G of both cutputs is 109.1 dBw, a reduction of 3.7 dB or approx-
imately a factor of 2.4, most of which could be reflected in a reduction of
dc power. If the voice is filtered from the LDR channel and amplified in the
same output stage as the MDA, some backoff will be required in this output
amplifier. The total saturation EIRP + G for this case is estimated to be at
least 110 dBw which is greater than the case above.

Using a saturation power amplifier for the MDR channel may result
in signal degradation when user power is less than that required for 1 Mbps.
For instance, if a user's data rate is only 100 Kbps, then his required EIRP
is 20 dBw. The signal-to-noise ratio in the 10 MHz receiver band is -8.7 dB
and the output signal-to~noise ratio will be even less due to the "small signal
suppression'' effect of saturated amplifiers. This additional suppression
will degrade the signal so that even after filtering and processing at the
ground station, the performance may be unacceptable. It is possible to
employ a variable bandwidth filter on the TDRS to eliminate the signal sup-
pression, but the repeater becomes more complex and return link spectrum
spreading may not be acceptable.

Combining both MDR and voice in the same output amplifier requires
the most complex electronics and gives no advantage over the above two-
power amplifier approach where the MDR channel is amplified in one saturated
TWT and all other signals are linearly amplified in another.

A single power amplifier (alternative 1, Table 3-31) remains
linear, allowing filtering at the ground and eliminating the need for a variable
bandwidth filter in the MDR channel, but requireing instead variable gain
or attenuation. With a single power amplifier to transmit all signals, the
overall complexity is less for providing redundancy, and greater flexibility
is possible to accommodate later system requirements and the operation of
the telecommunication services. The disadvantage of the single power
amplifier approach is that a greater total saturation EIRP is required —
approximately 3.7 dB greater. However, at K band, TWT efficiency
increases with power level. Considering all factors, the single power
amplifier approach will result in only slightly greater TDRS weight while
allowing a simpler design with greater flexibility. Therefore, a single power
amplifier configuration was selected as the preferable approach for the
return link transmitter. The required saturation K band EIRP is 112.8-G
as computed above.

Parameter Selection. The minimum required saturation EIRP
for a single power amplifier approach is shown in Figure 3-101 as a
function of ground antenna gain., The EIRP is the combination of
radiated RF power and antenna gain in the direction of the ground
antenna. If there are line losses or antenna pointing is imperfect, the
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-» TABLE 3-31.. RETURN REPEATER CONFIGURATION COMPARISON

Minimum
Required
Alternative EIRP +G Advantages Disadvantages
1) One linear power 113.9 e Simplest e 6 Variable
amplifier (PA) e Most flexible attenuators
e No voice filtering * MOSt. power
required
2) Two power 110.8 e Less total TDRS | e 4 Variable
amplifiers EIRP required attenuators
TMT and voice in e More
linear PA complex
MDR in saturated P
PA
3) Two power 112 | ® l.ess power than | e Variable
amplifiers single PA attenuators
?i}a‘zf‘ifzy b ‘e Mixing of
I;IDR + voice voice required
in other e Most complex

product of antenna gain and power amplifier output power must be greater
than the EIRP. Figure 3-102 relates the product of K-band transmitter
power and peak gain of the antenna which is defined as the antenna gain to
the ground antenna diameter and shows the effect of transmission losses.

The next step is to relate the TDRS power-gain product to TDRS
weight and the ground antenna diameter to cost. Figure 3-103 presents the
result of an optimization study showing the minimum TDRS K band system
weight as a function of ground antenna diameter where it has been assumed
that 2.5 dB loss is incurred due to line loss and antenna pointing error.
This minimum weight requires the use of the optimum combination of TDRS
antenna size and transmitted power and takes into account 1) power ampli-
fiers, 2) drivers, 3) receivers, 4) antenna and gimbaling system, and
5) prorated power supply and heat exchanger. -

Forward link power from ground station power amplifiers must be
considered in estimating the variation of cost as a function of antenna
diameter. However, preliminary estimates indicate a possible saving of
nearly $500, 000 between 10.3 and 25.9 meter diameter antennas and an
additional $250, 000 reduction with a 12.2 meter diameter.
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Figure 3-104 resolves the TDRS K band power-gain product into
optimum transmitter power and antenna diameter corresponding to the mini-
mum system weight of Figure 3-103. Also shown in Figure 3-104 is the
1.43 meter mechanical limit on the antenna diameter if the antenna is to be

nondeployable. Corresponding to this limit is the nonoptimum transmitter
power required.

Considering Figures 3-102, 3-103, and 3-104 in an attempt to
minimize ground station costs, a ground antenna diameter of 12.8 meters
(42 feet) was selected. This size corresponds to a current design, which
will aid in reducing engineering costs. Referring to Figure 3-102, the
required power gain product is 53.5 dBw including the assumed 2.5 dB line
and pointing losses, Figure 3-103 indicates that the minimum K band sys-
tem weight is 47 kg. It may be noted from Figure 3-103 that increasing the
ground antenna size from 12.8 meters to 18.3 meters (60 feet) will allow a
TDRS weight reduction of about 12 kg, The choice of the 12. 8 meter
diameter was made because this additional TDRS weight will allow a con-
siderable saving in the cost of the ground station antenna systems.

Figure 3-105 shows the effect on TDRS weight of the nonoptimum
transmitter power and TDRS antenna size selected due to the limitation on
antenna diameter. Note that the additional weight due to the size limitation
is only about 0.5 kg. '

3,.3.3.2 Forward Link

_ The power required at the ground station depends principally on

1) the required {(S/N) in the TDRS receiver, 2) channel bandwidth, 3) weather
margin, 4) antenna gains, and 5) receiver noise figure. The link power
budget of Table 3-32 accounts for the antenna gains and receiver noise
figure. Redundant northern hemisphere coverage K band antennas have been
chosen for forward link reception on the TDRS. The minimum gain of these
antennas is 18.5 dB at 13.3 GHz. A receiver of good quality has been
selected with a noise figure of 9 dB, and the gain of the 12.8 meter ground
antenna is approximately 62 dB. The link power budget of the table leads to
the following result for the ratio of the signal power to noise density:

— - P + 62 dB-Hz : (1)

The required P/ny is the product of the required ground link (S/N}_,
channel bandwidth, B, and weather margin, Mw. If all of these quantities
are expressed in decibel units, i.e., 10 log{ ),then the required ground
station power amplifier output per channel is given by:

P = (S/N}g+B+MW~62 (2)
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TABLE 3-32. FORWARD GROUND LINK POWER BUDGET

Link Parameter - Value, dB
Transmit power P
Transmit antenna gain 61.5
Transmit line and poir‘ﬂ:'i‘ng losses -3.0
Space loss . -207.0
TDRS antenna gain 18.5
TDRS pointing loss -2.0
TDRS line loss -1.0
Polarization ellipticity loss 0

RECEIVED POWER, Pr _ 7 P - 133
Noise figure 9.0
Thermal noise density, n T* -195.0
P/n dB-Hz P+ 62
*Receiver noise temperature = 2000 K, earth noise temperature = 300 K

The weather margin for the MDR and LDR services has been set at 17.5 dB,
and the forward link bandwidths are 10 MHz and 1 MHz, respectively, as
determined in the above analysis., The ground link S/N must be large enough
not to degrade the overall link,

Although the forward link amplification in the repeater is not linear
an approximation to the overall S/N can be obtained from the formula for
linear amplification given by:

(S/N) g (S/N),

(/M) =

(3)
(S/N)g + (S/N)g + 1

The subscripts o, g, and s refer to the overall link, ground link, and space
link respectively. Due to spectrum spreading, {S/N), will be small — less

than unity. For instance if the bit energy to noise density, E/n, = 10 then

on the forward link where the spectrum is spread by a factor of 2000 (33 dB),
(S/N)g = -23 dB = 0. 005. It can be seen from Equation 3 that if the ground link is
not to significantly degrade the overall link, (S/N)g must be greater than unity.
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If for the LDR link, (S/N)g = 20 (13 dB) then

(S/N)g 20

(5/M),
S ©IN)g + (8/N), + 1 " 21,005 ~

(S/N) g

-~0.222 dB

and thus the overall S/N is degraded by only 0.222 dB due to the ground link.

For the MDR link when 20 kbps voice is transmitted with the spectrum
spread to 10 MHz the design EIRP of Ef/n = 10 results in (S/N), = 0. 02.
Thus if (S/N)g 4 (6 dB)

(s/Ny,

= = = -0.834 dB
(8/N),  5.02

and hence the overall (Ey/n), = 9.16 dB.
Table 3-33 lists the channel parameters from which the required

P/n is derived as shown in column 4. Column 5 contains the required ground
radiated RF power for the respective channels as determined from Equation 2.

TABLE 3-33, POWER REQUIREMENTS FOR GROUND STATION

1 2 .3 4 )
Required
Channel Weather Required Power With

Bandwidth, S/N, Margin, P/qT, 12. 8m Dish,
Channel MHz dB dB dB watts
LDR 1.0 13 17.5 90.5 710
MDR 10.0 6 17.5 93.5 1500
TDRS 0. 001 20 25.0 75.0 20
command
Beacon 0. 001 20 25.0 75. 0 20
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3.3.4 Analysis Summary

The purpose of this subsection is to summarize concisely the major
conceptual design and baseline parameter choices resulting from the
analysis of the preceding three subsections.

3.3.4.1 LDR System

Forward Link. The selected signaling and multiplexing techniques

are:
1) PN coding for both user commands and voice
2) Code division multiplexing of user commands and voice

The use of PN coding is the major signal design characteristic and allows
four objectives to be accomplished:

1} Commands and voice can be code division multiplexed.
2) Multipath interference is re&ﬁced due to theépectrum spreading.

3} Earth-incident flux density is reduced to meet CCIR
requirements.

4) Range measurement accuracy is improved.

The user command channel will be time-shared; that is, only one user can
be commanded at a time. However, commands may be sent to many users
within a period of 1 minute. All users will receive the TDRS transmitted
RF signal; thus each command will have a prefix which will activate the
command decoder of the intended user.

The baseline signaling parameters are:

Chip (PN code symbol} rate 614 kchips/sec
Command bit rate 300 bps
Command code length 2048

Voice bit rate 9. 6 kbps
Voice code length with rate 32

1/2 convolutional encoding

The frequency band chosen is the allocated UHF band 400.5 to
401.5 MHz. This band was selected over a VHF band because: 1) more
bandwidth is available, 2) RFI is expected to be smaller, and 3) it is a
currently internationally allocated band for space use. o
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Circular antenna polarization is recommended for the manned voice
user to provide additional multipath rejection. This is not necessary with the
PN CDM signaling approach, but the spectrum is only spread by a factor of
64 compared to 2048 for user commands, and so additional multipath rejec-
tion will improve the link.

Return Link. The selected signaling and multiplexing techniques are:

1)

2)

3)

4)

5)

User telemetry and voice occupy separate frequency bands
Telemetry 136 to 137 MHz
Voice 137 to 138 MH=z

User telemetry will be PN code modulated to occupy the entire
1 MHz band.

Voice signal will PN code modulated as required to meet
CCIR requirements.

Simultaneous multiple user telemetry signal‘s are code division
multiplexed in the 136 to 137 MHz channel; thus, each user's
PN code will be different.

Convolutional encoding will be employed on user telemetry for
bit error correction; link quality is improved significantly with
this technique.

The baseline approach assumes that the return bit rate is standardized
for all users but this is not a system requirement. With this standardization
the baseline parameters are as follows:

Telemetry bit rate 1200 bps
Convolutional encoding 1/2

rate

PN code length 511

Chip rate 1.22 Mchips/sec

3.3.4.2 MDR System

The following selections were made as a result of MDR system

analysis:

1)

S band frequency allocations shall be used
Forward 2035 to 2120 MHz

Return 2200 to 2300 MH=
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2)
3)
4)

5)

Required EIRP for forward voice transmission is 47 dBw.
S band antenna size ‘3, 89 meters
Radiated power 23, 5 watts

The channel bandwidth shall be 10 MHz to allow
spectrum spreading in order to meet CCIR
requirements.

3.3.4.3 Ground Link

This link is defined as that between the ground station and a TDRS.
A number of parameters important to both TDRS and ground station design
resulted from the analysis of 3. 3. 3.

1)

2)

3)

5)
6)

7}
8)
2)

Frequency band - K hand
Forward 13.4 to 14.0 GHz

Return ' 14.4 to 15,35 GHz

Ground station antenna Diameter = 12.8 meters. This size
reduces ground station costs but does not greatly burden the TDRS. |

All four return channels are amplified in a single linear power
amplifier

Required TDRS power amplifier backoff = 5 4B
Required TDRS Saturation EIRP = 51 dB

TDRS return ground link antenna diameter = 1.43 meters; the
Corresponding K band gain is 44.0 dB. \

TDRS power amplifier saturation output = 8 watts.
TDRS forward link K band receiver noise figure = 9 dB

Required ground station power amplifier output per forward
channel:

LDR 710 watts
MDR 1500 watts
Beacon 20 watts
TDRS command 20 watts
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3.4 TDRS COMMUNICATION SUBSYSTEM

The TDRS communication subsystem (Figure 3-106) has been
designed not only to satisfy all of the statement of work requirements, but
also to allow two way voice and/or data communication with the Space
Shuttle, The communication subsystem interfaces with the Ground Station at
K band and with the users both in the VHF/UHF bands and at S band. The
K band interface to the ground station has four forward channels and five
return channels,

The low data rate service employs both UHF and VHF frequencies.
The TDRS VHF/UHF subsystem transmits voice and commands at UHF and
receives user's telemetry signals at VHF. Up to 20 users' signals are
simultanecusly amplified through the VHF receiver. Further, the VHF
antenna resolves the incoming signals into vertically and horizontally
polarized components that are amplified separately,

The TDRS S band systern transmits within the 2035 and 2120 MHz
band. A single user is serviced by the S band transmitter and receiver.
The receiver operates in the 2200 to 2300 MHz band. Both the transmitter
and receiver may be tuned in 1 MHz steps, and each has a 10 MHz band-
width. Thus the S band system is capable of operating at any frequency
within the assigned frequency bands, and in effect provides a ""bent-pipe"
system.

In addition to the S band transmitter and receiver for data transmis-
sion and reception, there is an S band "order wire'" receiver and turnaround
transponder. The order wire receiver uses an earth coverage antenna and
is capable of receiving from any user in near-earth orbit. The purpose of
the order wire receiver is to provide an ""always available' channel from a
manned spacecraft through the TDRS to the ground station for requesting
medium data rate service. The transponder allows trilateral ranging.

Voice capability is provided by two transmitters-UHF and S band. In
the case of the UHF transmitter, a push-to-talk feature is employed.

A backup telemetry and command subsystem is provided for the pri-
mary link K band telemetry channel. The two VHF telemetry receivers are on
continuously, while only one of the K band receivers is on at a given time.

Although the communication subsystem includes the antennas, their
design is greatly influenced by deployment techniques and storage require-
ments. The details of antenna design are discussed in Volume 3, subsec-
tion 4.3. The following discussion primarily treats the repeater design,
i.e., the electronics design. However, a brief discussion of antenna size
selection is given,
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3.4.1 Requirements

The requirements for the telecommunications service system are
presented in subsection 2.3.1. The general requirements as they apply to
the TDRS comrmunication subsystem are summarized in Table 3-34., In
addition to these, two other transmitter requirements have been derived in
subsections 3.3.2 and 3.3.3. To allow voice communication at S band with a
manned spacecraft that has an omnidirectional antenna, a TDRS EIRP of
47 dBw is required. The ground link analysis resulted in a required satura-
tion EIRP at K band of 51 dBw.

EIRP is split between RF power and antenna gain, thus antennas must
be selected before transmitters can be designed. The selection of the medium
data rate S band antenna and return ground link K band antenna is discussed
in subsection 3.3.2 and 3.3.3. The S band order wire order antenna size was
chosen to provide broad coverage, but with sufficient gain, without severely
impacting the weight and mechanical design of the spacecraft. The VHF
antenna size was chosen to provide the required coverage and G/T and to fit
into the volume available for storage. The UHF antenna size was chosen to
provide the required coverage for forward link command and voice. The two
redundant K band receiving horns were chosen to allow broad, northern hemi-
sphere coverage and uplink reliability with low weight. The antenna param-
eters are summarized in Table 3-35,

TABLE 3-34. TDRS COMMUNICATION SUBSYSTEM REQUIREMENTS

Low data rate service

. Forward link
User command EIRP 30 dBw
Voice EIRP 30 dBw
. Return link
G/T -16 dB/K within

conical coverage
of 26 degrees

Linear amplification

Separation of orthogonal
linear polarizations

Medium data rate service

(] Forward link EIRP at S band -41 dBw

[ Return link G/T at S band 2 dB/K
General '

. Repeater shall be of fhe fre-

gquency translation type

. Coherent frequency translation
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TABLE 3-35. TDRS ANTENNA PARAMETERS

Antenna Antenna Minimum
Frequency, | Diameter, | Antenna Gain,

Link MHz meters dB
Low data rate forward UHF 1.43 12,5
Low data rate return UHF 3, 82 11.8
Medium data ralte forward S band 36,0 k
Medium data rate return S band > 52 13.6
Order wire S band 0.267 13.1
TDRS/ground ' K band 1.43 44.0
Ground/TDRS - K band Horns . 18.5

Receiver characteristics are those of current state of the art
equipment. Table 3-36 summarizes the receiver noise figures.

A preliminary design determined the transmission losses and the
EIRP requirements. The antenna gains of Table 3-35, together with these
losses determines the required transmitter power amplifier outputs. The
determination of these power levels is summarized in Tables 3-37, 3-38,
and 3-39 for the UHF, S band, and K band transmitters, The required

TABLE 3-36. RECEIVER NOISE FIGURES

Receiver Band Noise Figure, dB
VHFE 3.9
S band
Voice/data 3.9
Orderwire 3.9
K band 9.0
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TABLE 3-37.

ONLY, dB

UHF EIRP FOR LOW POWER MODE — COMMAND

Antenna gain

Cable (6.1 m) and connectors loss

Hybrid loss

Low pass filter loss

Required RF power, minimum

EIRP

12,5
-0.44
-0, 16
-0.4

18,5 dBw {71 watts)

30,0 dBw

TABLE 3-38, S BAND EIRP

Parameter

Low Power, dB

High Power, dB

Antenna gain
Cable loss
Diplexer loss
Switch loss
Isolator los 5
Summer loss
Switch loss

RF power,
minimum

EIRP

36,0
-1.2
-ma'
-0.2

-0, 2

-0.2

8. 0 dBw
(6. 3 watts)

41.4 dBw

36.0
-1.2

-0.8

13,7 dBw
(23.5 watts)

47.0 dBw
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TABLE 3-39. K BAND EIRP, dB

Antenna gain 44,0
Waveguide loss -1.0
Rotary joints loss -0.5
Switch loss -0.2
Filtér loss -0.3
Transmitter power 9.0 dBw
51.0 dBw

power of Table 3-37 must be doubled when both voice and command are
transmitted. The RF power requirements are summarized helow:

Required Power
Amplifier Qutput,

Transmitter watts

UHF

Low power mode 71

High power mode 142
S band

Low power mode 6.3

High power mode 23.5
K band Saturation Power . 8

3.4.2 Repeater Design

The TDRS repeater is completely redundant. Interface is maintained
between the earth and TDRS with a K band link. UHF and VHF are used to
communicate with low data rate users and S band is used to communicate
with medium data rate users. The K band receivers simultaneously receive
four different carrier frequencies. These carrier frequencies are shifted
to a low IF, amplified, and divided in a power divider to the various points
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of data reception within the TDRS. Table 3-107 illustrates the relationship
between the major repeater elements, '

The output of the six way power divider supplies the UHF transmit-
ters, the S band transmitters, and the command subsystem. One additional
signal, the beacon signal, is received by the K band receiver,
which phase locks its local oscillator to this reference. The local oscil-
lator signal then drives the frequency synthesizer to provide coherent trans-
lation of all frequencies within the communication subsystem.

The received signals from the VHF receivers, the S band receivers,
and the S band order wire receivers are each shifted to a unique IF fre-
quency before being summed in the 10 way power summer. The output of
the power summer provides the input to the K band transmitters,

In addition to the signals coming from the various receivers on the
TDRS, the TDRS telemetry is sent through the K band transmitter.

Table 3-40 lists the weights of the repeater components, which total
to 55. 1 kg. There are six power modes possible corresponding to high or
low UHF transmitter power and the S band transmitter high, low, or off.
However, it has been tacitly assumed that for TDRS design, operation of
both transmitters in their high power modes should not be considered. This
is because the high power modes are for voice transmission and only one or

TABLE 3-40, REPEATER MASS SUMMARY

Mass, kg

K band receivers 2.6
K band transmitters P 4.1
K band upconverter .8
Frequency synthesizers _ 8.2
S band transmditters . 7.3
S band receivers 1.4
S band order wire receivers ‘ 7 1.9
S band transponder 7.6
UHF transmifters } 17.2
VHF receivers -« . 4.0
Total . 55, 1
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the other system will be used, not both simultaneously. Further, the case
where the S band transmitter is off and the UHF power is low presents little

useful design information. A power summary for the other four modes is
presented in Table 3-41,

The frequency spectra for each link is shown in Figures 3-108,
3-109, and 3-110. Ground link frequency selections within the allocated
hands were somewhat arbitrary, but simplicity of the repeater, and par-
ticularly of the frequency synthesizer, was a primary objective. Note that
the medium data rate forward link and return link occupy fixed frequency
positions in the K band spectrum. However, the TDRS shifts these spectra
appropriately in order to match the user requirements and to provide the
bent pipe operation for the medium data rate user. Further, the earth sta-
tion may transmit at any frequency within the provided 10 MHz bandwidth.
Thus, any frequency in the allocated S band may be used.

TABLE 3-41. REPEATER POWER SUMMARY

Telecommunication Mode
UHF High UHF Low
Unit’ S Band | S Band | S Band | S Band
Power Low Off High Low
Kband receiver 1.8 1.8 1.8 1.8 1.8
K band transmitter 31 31 31 31 31
K band upconverter 0.8 0.8 0.8 0.8 0.8
Frequency synthesizer 7.3 7.3 7.3 .3 7.3
S band receiver 0.9 0.9 -- 0.9 0.9
Order wire S band receiver 0.9 0.9 0.9 .9 0.9
S band transmitter 21 or 21 C e 88 20
88 :
S band transponder 21 21 21 | 21 21
UHF transmitter . 141 or | 280 280 141 141
280
VHF receiver 2.1 2.1 2.1 2.1 ‘2. 1
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3.4.2.1 K Band Receiver

Redundant K band receivers are used. The design is shown in Fig-
ure 3-111. The four input signals are doubly converted to a low IF frequency
where they drive the various transmitters and telemetry within the
spacecraft. In addition, the reference beacon signal is
detected in a phase locked loop,which is part of the K band receiver. When
this loop is locked, the locked reference signal drives the frequency synthe-
sizer to provide a coherent reference for all spacecraft frequency transla-
tions. The K band receiver also contains sensing circuitry to determine
when the phase detector is locked.

The K band receiver IF amplifiers contain AGC circuits to accom-
modate the K band input signal levels which will vary with weather conditions.

The K band receiver has a noise figure of 9 dB. It operates with an
input frequency of 13,526 to 13,550 MHz. Its output frequency is 26 to
50 MHz with a bandwidth of 24 MHz. The total dc input power is 1.76 watts
from a bus of 24, 5 volts., The overall receiver gain is 65 dB, The welght
for two receivers in the redundant set os 2, 64 kg, Table 3-42 lists the
major parameters,

3.4,2.2 Frequency Synthesizer

The frequency synthesizer has two references. The first is the volt-
age controlled crystal oscillator, which is part of the phase-locked loop in
the K band receiver, and the second is a standby crystal oscillator operating
at the same nominal frequency (20 MHz). When the K band receiver is
locked to the incoming pilot tone, the 20 MHz receiver voltage controlled
crystal oscillator signal provides a coherent frequency reference for the
frequency synthesizer, When the K band receiver is not locked to the pilot
tone, the standby 20 MHz crystal oscillator is used. All reference signals
are coherently related to these 20 MHz signals. Figure 3-112 illustrates the
major aspects of the frequency synthesizer.

TABLE 3-42, K BAND RECEIVER PARAMETERS

Noise figure 9 dB

Input frequency 13,526 to 13, 550 MHz
Output frequency 26 to 50 MHz
Bandwidth 24 MHz

Input power - 1. 76 watts

Gain 65 dB

Weight (two receivers) : 2. 64 kg
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The frequency synthesizer provides 12 difféerent output frequencies.
Ten of these frequencies are fixed and two are stepped in 1 MHz steps.
These two S band signals are used to tune the S band receiver and transmitter
over the entire S band ranges in 1 MHz steps. The total power required of
the frequency synthesizer is 7.3 watts from a 24.5 volt bus. The weight
required is 8. 23 kg.

3.4. 2.3 UHF Transmitter

The UHF transmitter is configured to operate with maximum flexi-
bility in two power modes for transmitting commands to unmanned users and
voice to a manned user. The above two signals can be sent simultaneously
or either one separately. The configuration, shown in Figure 3-113, is a
result of the use of code division multiplexing of voice and commands, and,
in fact, influenced the selection of this multiplexing technique. The digital
multiplexing of the two signals at baseband or IF in the ground station allows a
single RF carrier frequency to be transmitted, whether command alone or
command plus voice are transmitted. Thus only one common passband and
power amplifier is required on the TDRS. However, when both signals are
in the UHF forward link channel, the transmitter power is divided equally
between the signals and so more transmitter power is required to maintain
link margins equivalent to the case where each signal has its own frequency
channel. '

The total power amplifier consists of ten sections. Any four sec-
tions generate 71 watts, which result in the required 30 dBw EIRP from the
antenna. A push-to-talk feature has been incorporated whereby a subcar-
rier frequency is sensed when voice has been multiplexed into the channel.
This sensing is performed by a discrimminator/threshold circuit which acti-
vates an additional three sections of the power amplifier. This effectively
provides 30 dBw EIRP to both the command and voice signals as required
{see Table 3-2),

The additional two sections provide redundancy, and by ground com-
mand the configuration will be adjusted so that in case of the failure of any
section, three will always operate for command and three will be switched
on and off by the threshold circuit, The outputs of all ten sections are
summed as was done on TACSAT. The combined signal power is sent to a
hybrid coupler where it is split equally into two signals, each of which is
used to excite orthegonal elements of the antenna. The resultant antenna
radiation is circularly polarized.

A redundant driver stage is provided, and the power amplifier redun-
dancy provided by the two spare sections results in high reliability for the
total transmitter with a minimum of complexity. Note also in Figure 3-113
that the additional voice power can be turned on by ground command if the
automatic switch circuit should fail. With four sections on, the UHF trans-
mitter provides a power output of 56 watts at the antenna achieved by gener-
ating 71 watts at the power amplifier. The input center frequency for the
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UHF transmitter driver stage is 32. 50 MHz and the output frequency is
401, 00 MHz with a bandwidth of 1,0 MHz. The total input power for the
transmitter is 141 watts from a 24, 50 volt bus, and the overall gain is
67 dB. With eight sections active, the frequencies remain the same, but

the power and power gain is doubled. Table 3-43 lists the major transmitter
parameters.

3.4,2.4 VHF Receivers

There are two active VHF receivers. FEach receiver has a 2 MHz
passband from 136.to 138 MHz, which includes both the user telemetry in
the 136 to 137 MHz band and, at times, a voice signal in the 137 to 138 MHz
band. The total UHF signal is resolved into two components by the VHF
antenna corresponding to orthogonal senses of linear polarization. These
two VHEF signal components are the separate inputs to the two active
receivers which use different frequency synthesizer outputs in their mixers,
thus translating the two components to separate frequency channels. There

TABLE 3-43. UHF TRANSMITTER PARAMETERS

Qutput power at the antenna

High power mode/two links 112 watts

Low power mode/one link 56 watts
Output center frequency 401.0 MHz
Bandwidth 1.0 MHz=z

Input power

High power mode 280 watts

Low power mode 141 watts
Input center {requency 32.5 MHz
Gain

High power mode 70 dB

Low power mode 67 dB
Total weight _ 17.2 kg
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is a redundant receiver for each antenna output. Both AGC and step
attenuators are provided in each receiver. The AGC maintains a nominal
level, while the step attenuator provides the ability to change the power mix
in the K band transmitter, modifying the transmitted spectrum in accordance
with the TDRS communications traffic. Figure 3-114 illustrates the receiver
design. All receivers have a noise figure of 3.9 dB. The two output 2 MHz
channels are centered at IF frequencies of 92.0 and 97.0 MHz. The RF
bandwidth of the VHF receiver is 2.0 MHz providing adequate bandwidth
amplification for the low data rate telemetry data and voice signals. The
output power of the receiver is 3.1 watts and the overall gain is 58 +6 dB.
The weight for two receivers is 3.5 kg. Table 3-44 lists the major receiver
characteristics.

3.4.2.5 & Band Transmitter and Receiver

The S band transmitter and receiver are capable of transmitting and
receiving at any frequency within the designated bands, Thus a '"bent pipe"
capability is provided. The instantaneous transmit and receive bandwidths
are limited to 10 MHz; however, these bands may be placed at any fre-
quency within the specified frequency range in 1 MHz steps,

A transistor preamplifier is used to maintain a low receiver noise
temperature,

The power amplifiers for the S band transmitter are solid state, pro-

viding an output power of 24.5 watts, This is reduced by line losses to
12.5 watts at the antenna yielding the required 47 dBw EIRP. The power

TABLE 3-44, VHF RECEIVER PARAMETERS

Noise figure 3.9dB

Input band 136 to 138 MH=

Output band 91 to 93 MHz, 96 to 98 MHz
Bandwidth 2 MHz

Input power 2.1 watts

Gain 59 +6 dB

Weight (two receivers) 3.5 kg
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amplifier can also supply a lower output power of 3.2 watts at the spacecraft
antenna, Figure 3-115 illustrates the design.

The S band transmitter input center frequency from the six way
power divider is 45 MHz. The output frequency at the antenna input varies
between 2035 and 2120 MHz and may be stepped in 1 MHz steps, The instan-
taneous bandwidth of the S band transmitter is 10 MHz. The dc¢ input power
is 20 or 88 watts depending on the power output mode. The overall gain of
the transmitter is 50 dB, and the weight for two transmitters is 7.33 kg.
These parameters are summarized in Table 3-45, '

The S band receiver has a noise figure of 3,9 dB, The input fre-
quency range is 2200 to 2300 MHz, The output frequency of the receiver is
108 MHz, This has an instantaneous bandwidth of 10 MHz, The required
receiver input power is 0.9 watts from a 24, 5 volt bus and the overall gain
is 633 dB. The weight for two receivers is 1.4 kg. These parameters are
summarized in Table 3-46,

3.4,2,6 Order Wire Receiver

The order wire S band receiver is designed as a reception link, which
provides continuous coverage over the entire earth area and offers the oppor-
tunity for any user to use the main S band link to signal the earth station
through the TDRS he desires. The order wire receiver uses an earth cover-
age antenna. The input frequency is 2201 MHz., The noise figure and antenna
gain of this receiver allow approximately 1 kHz of data to be transmitted by
the user to the ground station via the TDRS., Figure 3-116 illustrates the
receiver design,

TABLE 3-45. S BAND TRANSMITTER PARAMETERS

Power output (at antenna) 3.2/12.5 watts
Input frequency 45 MHz

Qutput frequency 2035 to 2120 MHz
Bandwidth 10 MHz

Input power 20/ 88 watt

Gain 50/56 dB

Weight (two transmitters) 7.3 kg
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TABLE 3-46. S BAND RECEIVER PARAMETERS

Noise figure 3,9dB

Input frequency range 2200 to 2300 MHz
Output frequency 108 MHz
Bandwidth 10 MHz

Input péwer 0.9 watt

Gain 63+3 dB

Weight (two receivers) 1.4 kg

The S band order wire receiver noise figure is 3.9 dB. The input
frequency is 2201 MHz with a bandwidth of 1 MHz. The input power is
0.9 watt from 24, 5 volt bus, and the overall gain is 67 dB, The weight for
two receivers is 1.9 kg. These parameters are summarized in Table 3-47.

3.4,2,7 K Band Transmitter

The K band transmitter consists of two sections: a K band upconver-
ter and a K band power amplifier. The upconverter receives signals from
the spacecraft receivers and internal telemetry, amplifies these signals,
and shifts them to the K band microwave frequency. The traveling-wave
tube (TWT) power amplifier provides additional amplification and has a
maximum power output of 8 watts. Five separate channels are processed
by the K band transmitter, Each of these signals operates considerably
below the maximum power output to maintain the necessary linearity. The
total power output will always be 5 dB below the saturation power of the TWT.
Figure 3-117 illustrates the design,

TABLE 3-47. S BAND ORDER WIRE RECEIVER PARAMETERS

Neoise figure 3.9dB
Input frequency 2201 MHz
Bandwidth 1 MHz
Input power 0.9 watt
Gain 67 dB
Weight (two receivers) 1.9 kg
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The K band transmitter has a maximum power output of 8 watts.
The input frequency range is between 50 and 113 MHz to encompass the
several individual input spectra., The output frequency varies between
15, 050 and 15,113 MHz. This provides a total bandwidth of 63 MHz. The
required input power is 26.4 watts from a 24,5 volt bus and the overall
maximum gain is 72 dB. The weight for two transmitters is 5, 68 kg, These
parameters are summarized in Table 3-48,

3.4.3 S Band Transponder

The S band transponder provides for ground link ranging by translat-
ing received frequencies in 2286 to 2294 MHz to transmit frequencies in 2041
to 2049 MHz in a single conversion. The input signal contains ranging data
within an § MHz bandwidth at a received signal level of -120 dBW. A redun-
dant transponder is provided for reliable operation. A block diagram of the
S band transponder is shown in Figure 3-118,

The input bandpass filter has a 24 MH=z bandwidth and is a four-
section coaxial type filter with about 0.5 dB insertion loss, The tunnel dicde
amplifier after the redundancy switch has 42 dB gain and provides a low
(420 K) receiver noise temperature. The amplified signal is wired with
245 MHz {rom the frequency synthesizer to convert to the 2045 transmit
frequency. The transmit frequency is amplified by 43 dB in a solid state
multistage amplifier with an AGC circuit to maintain an even drive level to
the transmit power amplifier. The final power output is about 6.3 watts.
The output filter has a narrow, 8 MHz, bandwidth and requires a large size
cylindrical cavity two-section filter design, The S band Transponder param-
eters are summarized in Table 3-49.

TABLE 3-48. K BAND TRANSMITTER PARAMETERS

Power oufput {maximum) 8 watts

Input frequency 50 to 113 MH=z

Output frequency 15, 050 to 15,113 MH=z
Bandwidth 63 MHz

[nput power 32 watts

Gain 72 dB

Weight (two transmitters) 5.2 kg
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TABLE 3-49, S BAND TRANSPONDER PARAMETERS

Input frequency 2290 MH=
QOutput frequency 2045 MHz
Output power 6.3 watts
Bandwidth 8 MHz
Input power (24,5 volt bus) 21 watts
Weight (including redundancy) 7.6 kg

3.4.4 Telemetry and Command

The backup telemetry and command subsystem is a completely
independent subsystem operating at VHF., All command decoding and
telemetry encoding are accomplished in this unit, It interfaces with the
repeater as a digital bit stream, The data bit stream modulates a 100 MHz=z
signal, which is part of the ten-way summer. Similarly, the output of the
K band receiver is shifted to a 26. 75 MIIz signal and amplified and detected
to a video bit stream, This is decoded in the command decoders that are
part of the telemetry and command subsystem, The output commands from
the telemetry and command subsystem go throughout the spacecraft as
appropriate. Similarly, all data inputs come into the telemetry and com-
mand system for encoding. Figure 3-119 shows the basic elements of this
subsystem. More detailed discussion is presented in Volume 5, in sub-
section 4. 2.
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3.5 GROUND STATION DESIGN

The ground station is the interface element between the TDR spacecraft
and the two control centers — GSFC and the TDRS control center. The func-
tions of each of these ground elements have been discussed previously in sub-
section 2.4. The general relationship of the ground station to the other
elements is shown in Figure 3-120. Also shown in this figure are three
major portions of the basic ground station: 1) a terminal for maintaining
RF communication with TDRS E, 2) a terminal for maintaining RF communi-
cation with TDRS W, and 3) a common area containing demodulation and
processing equipment, which will be applied to signals from both terminals.

The RF terminals are of conventional design as described in the follow-
ing discussion, but the signal demodulation and processing equipment,
although not new in concept, has not been previously applied in the complexity
required for simultanecus multiple user communication via the TDRSS.

It should be mentioned that a third terminal may be required for com -
munication with the in-orbit spare TDRS and for redundancy. This will
require only a slight increase in the processing equipment and its configura-
tion controels. '

The terminals consist of five major portions: 1) the antenna structure,
2) the antenna tracking subsystem, 3} the K band RF /IF subsystem, 4) the
VHEF backup system, and 5) the TDRS tracking antenna. The signal process-
ing can be functionally separated into six portions:

1} LDR user telemetry demodulation

2) LDR voice demaodulation

3) MDR user telemetry demodulation

4) LDR forward link modulation

5) MDR forward link modulation

6) TDRS command, telemetry, and tracking

7) User range and range rate measurements.

These subjects are discussed in the following subsections.

3.5.1 Terminal Design

The major portions and elements of one of the two ground station ter-
minals are illustrated in Figure 3-121.
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3.5.1.1 K Band/VHF Antenna

For K band, the antenna consists of a Cassegrain configuration with
a 12. 8 meter reflector, multimode K band tracking feed, and AZEL mount.
Rigidly fixed to the antenna backup structure, behind the reflector, will be
the low noise receivers, the monoscan comparator of the tracking system,
and the test loop translator; these components interface with the diplexer
portion of the feed at its input/output ports. RF power is fed to the diplexer
through the elevation and azimuth rotary joints in order to realize gain
stability and minimum loss throughout the movements of the reflector.

Projecting from the antenna subreflector and fed through it by its
associated duplexer will be the VHF radiators; thus, the 12. 8 meter reflector
will serve as a near focus fed antenna for the VHEF forward and return links.

While the VHF antenna could be implemented independently of the
K band unit, its integration with the selected cassegrain antenna is dictated
for reasons of economy. Three approaches could be taken to the feed design.

1) Cassegrain feed
2) Focus feed
3) Near focus feed

The third alternative has been selected since it is the simplest and
least expensive., A performance penalty of less than 2 dB in VHF gain has
been computed with this implementation, but this is within the acceptable
bounds of the VHEF link. Blockage of the K band subreflector is very small
resulting in negligible gain reduction. The effect of VHF {feed resonance at
K band needs further study, but it appears that the large difference in fre-
quency will minimize this effect. The cassegrain feed approach would
require much design work while the focus feed necessitates the use of an
expensive transparent subflector.

The major parameters of this antenna are listed in Table 3-50, and
Figure 3-122 illustrates its structural configuration.

3.5.1.2 UHF Antenna

The UHF antenna is used for receiving the LDR forward link signal
transmitted by the TDRS. This signal, whichis modulated by a PN code atthe
ground station, is used for measuring the range and range rate of the TDRS,
‘L'he TDDRS power is sufficient toallow alow gain antenna to be employed. No
specific design has been recommended in this study, but it is expected that
an available antenna with 5 dB or more gain would be used. The relatively
low gain would allow the antenna to remain fixed, not requiring any motion,

3.5.1.3 Low Noise Recelver

The low noise receiver (LNR) will be anuncooled parametric amplifier
witha nominal noise temperature of 400 K. A unit representative of the TDRS
LNR terminal requirementis currently available from Comtech Laboratories,
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TABLE 3-50,

K BAND/VHF ANTENNA CHARACTERISTICS

Reflector diameter

Feed type

K band

VHF
Gain at 13.5 GHz
15.0 GHz
VHF
Polarization
K band
VHEF
Pedestal type

Coverage

Axis rates
Velocity
Acceleration

Pointing accuracy

Environmental
Temperature
Humdidity

Altitude

12. 8 meters

Cassegrain transmitter /receiver;
tracking type

Focus fed, transmitter/receiver
62.0 dB

63.0dB
20.5 dB

Circular, C/CC

Linear, V/H

Azimuth/elevation

+10 degrees each axis; mount to
be resettable to select+7degrees
coverage over (0 to 90 degrees

elevation range and 0 to 160 degrees
azimuth range

{0 to 1,75 mr/sec)
{0 to 1.75 mr/sec?)

0.35 mr

219 to 328 K
Up to 100 percent

Sea level to 3000 km
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3.5.1.4 Reflector Positioning

The tracking system selected for the K band /VHF antenna is a single
RF channel, amplitude comparison, monopulse type. The essential advan-
tages of this approach versus the three channel monopulse and conical scan
solution are the following:

1) Heavy rotating mechanical parts required for conical scanning
are avoided, which results in less critical maintenance.

2) Transmit and receive amplitude modulation inheritent in
conical scanning is eliminated.

3) Differential phase shift problems at RF frequencies associated
with three channel monopulse tracking are traded off against
simpler problems with modulator and demodulator synchroniza-
tion of low audio frequencies.

4} The use of the single channel type system therefore results in
less hardware cost and implementation.

With reference to Table 3-50, the sclected antenna mount is reset-
table over a 0 to 160 degree radian azimuth range. This feature would thus
allow redirecting the antenna to the other TDRS satellite if necessary, As
presently conceived, this azimuth resetting operation would take approxi-
mately 15 minutes to conduct. This repositioning period is considered ade-
quate for the present application; however, the mount slewing mechanism
design can be modified at a slight cost increase to shorten the slewing time
over a 160 degree arc to a few minutes if deemed necessary.

3.5.1.5 RF/IF Subsystem

The RF/IF subsystem consists of the transmitting and receiving
electronics equipment that lies between antenna feeds and the outputs and
inputs of the signal processing equipment. The arrangement of the major
elements is shown in Figure 3-121. The K band receiver is rightfully a part
of this subsystem, but has been discussed above because it is physically
attached to the antenna structure. Figure 3-123 provides additional clarifi-
cation of the interface between the antenna and RF /IF subsystem.

The receivers, frequency synthesizers, converters, and modulators
will all be of conventional design. The major topic treated in this study was
the power amplifier configuration. Table 3-33 of subsection 3.3, 3.2 lists
the required ground RF power per channel; they are:

LDR 710 watts
MDR 1500
Beacon 20
TDRS telemetry 20
Total 2550 watts
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Three power amplifier configurations were considered and will be briefly
discussed.

Configuration A, This approach, which is conceptually the simplest,
is shown in Figure 3-124 and utilizes a single 10, 000 watt amplifier backed
off 6 dB. In spite of its simplicity, some development would be required for
the high power amplifier. The backoff is required to keep intermodulation
power at acceptably small levels,

Configuration B, To avoid the intermodulation problem while keeping
the power output of the individual units to a minimum, Configuration B shown
in Figure 3-125 was postulated. The minimum power performance is achieved
through use of the 13.5 GHz band multiplexer, which combines with little loss
in the beacon and TDRS command signals. To implement this configuration,
subject to the requirements and constraints applied earlier, three power
amplifier units with outputs of 2 kw, 1 kw, and 100 watts, The problem with
this configuration lies in the 13.5 GHz multiplexer, which requires very high
Q filters in order to perform its function. The 2 and 1 kw units can be imple-
mented using Varian 882 klystrons, and a TWT can be used for the 100 watt
amplifier,

Configuration C. This approach, shown in Figure 3-126, replaces
the 13.5 GHz band multiplexer of Configuration B with a 5 dB coupler to
eliminate the high Q {filter problems., As a result, the 1 kw and 100 watt power
amplifier units need replacing with a 2 kw unit, The availability of the Varian
882 klystron for the 2 kwunit was mentioned earlier. Since two of these
klystrons, or similar units, will probably be used in Configuration B to
simplify procurement, it is logical to use the extra power capability to trans-
mit the three lower power signals with one power amplifier. The only concern
is the intermodulation distortion. However, preliminary analysis indicates
that the intermodulation power does not lie in the frequency bands of the signal
channels. However, with the 2 kw amplifier, 3 dB backoff is provided to
reduce intermodulation power.

As a result of the above considerations, Configuration G (Figure 3-126)
was chosen as the baseline approach,

3.5.1.6 Cross-Terminal Ilnterference

It is expected that interference produced at either a TDRS or its Ground
Station terminal due to transmissions from the other terminal - TDRS pair will
be negligible. The two Ground Station antennas will have approximately
160 degrees angular separation between their boresights. The back lobes
near this angle can be made more than 50 dB below the boresight peak again.

A 17.5 dB margin has been provided in the ground links for attenuation due
to rain. Thus, under the most diverse conditions for the two links, the
signal to cross-link interference will be greater than 32 dB, and since the
links have been designed to provide signal to thermal noise ratios of 20 dBR
or less, the cross-link interference noise power will be at least 12 dB below
thermal noise power under all conditions.

3-180



I181-¢

POWER AMPLIFIERS

—

FOWER
AMPLIFIER
2 kw

-3 $O—

POWER
AMPLIFIER
2 Kw

FOWER
AMFLIFIER
1 kw

O3 O

ATTENUATOR

IF/RF CONVERTERS

BANDPASS

13.5 GHz BAND MULTIPLEXER

FPOWER
AMPLIFIER
1 kw

—

POWER
AMPLIFIER
200w

—3 O

ATTENUATOR

FILTER

BANDPASS

POWER
AMPLIFIER
200w

—

FILTER

(-

IF
FILTER _®__< MDR

BANDPASS

ATTENUATOR

—

FILTER

r&

IF
FILTER

v
< LDR

-
= BEACON

1 GHz BAND HYBRID NET.

Figure 3-125,

RAIN LOSS
CONTROL

Configuration B, Power Amplifier and IF/RF Converters

ANN
13.5 GHz BAND
MIXERS FREQUENCY

< TORS COMMAND

X

1 GHz BAND

\ 7

\

MIXERS FREQUENCY

(N} oge-gro0z



Z281-¢

5

[
POWER AMPLIFIERS IFfRF CONVERTERS §
N
6
W
-
POWER =
pmed AMPLIFIER c
2 kw b
BANDPASS IF -
—-e ATTENUATOR FILTER & FILTER ®—(_‘ﬁ < MOR
}
POWER
bt AMPLIFIER
o« 2 kw
L
Z
@
2
o
Q
1
w
|
5 —
9 POWER <_ LDR
=t AMPLIF |ER [ ¥
2 kw [
s :
0 BANDPASS W &
—€> §_€J ATTENUATOR FILTER ¥ < BEAGCON
: S
&
-
POWER ¥
beed AMPLIFIER fod T
2 kw = TORS COMMAND
A A AAA .
RAIN LOSS 13,5 GHz 1 GHz BAND
CONTROL BAND MIXER FREQUENCY
MIXER
FREQUENCY

Figure 3-126. Configuration C, Power Amplifier and IF/RF Converters



IF SIGNAL
FROM
TERMINAL €

IF SIGNAL
FROM
TERMINAL W

—

—

TDRSE T™M

TO TORS

CONTROCL CENTER

I 3

{(n)zee-ZyonT

L &

ORDER WIRE

+| BEMODULATOR
ORDER WIRE
-»| DEMODULATOR
MOA
FILTER »| DEMODULATOR
LDAR H N
DEMUX/DEMOD
LDR V
LDR H R
DEMUX/DEMQD
LDR V N
MDA
FILTER »| DEMCDULATOR

v

TDRS W TM

»| DEMODULATOR

Figure 3-127.

™ DEMODULATOR

—————»

MULTIPLEXER

TO
p——gp GSFC
CONTROL

Ground Station Return Signal Processing

3-183



A worst case condition would require that one ground link experience
17.5 dB attenuation due to rain while the other had no attenuation (clear
weather)} with both ground antennas in the antenna beams of both TDRSs, i, e.,
colocated ground antennas. Thus, locating the antennas near each other wiil
not affect link performance, but would provide advantages for installation,
maintenance, and operation,

3.5.2 Signal Processing

The ground station return signal processing equipment must separate
the individual channels in the two signals from each terminal, demodulate
the data signals, and then multiplex all data for transmission to the GSFC
telecommunications control center. These functions are illustrated in
Figure 3-127 where (for simplicity) range and range rate measurements
have been made part of the general demodulation process. The forward sig-
nal processing as shown in Figure 3-128 includes demultiplexing the signals
from GSFC, modulating the LDR and MDR with PN codes, IF carrier modula-
tion of all signals, and transmission to the two terminals. The voice must
be switched to the correct LDR or MDR channel as directed from GSFC

The major task required for the signal processing equipment is one
of the integration, control, checkout, maintenance, and replacement provision.
All equipment, except the LDR return channel demultiplexing and demodulation
equipment, is conceptually conventional. Thus, the remainder of the discus-
sion will treat the LDR equipment.

3.5.2.1 LDR Return Link Processing

The LDR return link processing is the most complex because it
requires both code division demultiplexing and demodulation requiring several
processes. The basic units required are: 1) acquisition correlator,

2) telemetry correlator, 3) combiner, and 4) decoder.

The overall arrangement of this equipment is important from the
standpoint of reliability and cost. Three basic configurations were con-
sidered during the study:

1) Dedicating a set of equipment for each user to each of the two
terminals.

2) "'Pooling' all the equipment and interconnecting a given ter-
minal output to an appropriate set of units as required via a
computer controlled switching matrix.

3) 'Pooling' strings of electronic units.

The first of the three alternatives is quite costly since many more units would
be required. Since at a given time more than half of the user satellites mavy
be visible to one TDRS and not visible to the other, a set of demultiplexer/
demodulator equipment for each of the maximum possible number of visible
users would be connected to each terminal. Thus, twice this number of
demultiplexer /demodulator sets would be required, not including redundancy.
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The second alternative is attractive because it minimizes the number
of individual units, but it requires an extremely complex switching matrix
and the additional computational capability to generate the switching control
signals. Preliminary estimates of the costs of acquisition and telemetry
correlators indicate that a time-sharing of these units is probably not justified
considering the system integration and operational difficulties which are
inevitable. Thus, a form of the third alternative was selected as the preferred
approach.

Figure 3-129 illustrates the general arrangement of the equipment.
The demultiplexing /demodulation equipment associated with each user's
telemetry is called a data demodulator for convenience. For the full capacity

system, 40 data demodulators would be provided each with four inputs
corresponding to the two polarization separated channels of the two TDRSs.

Each data demodulator is able to provide, without additional equipment, a
smooth handover from one set of TDRS signals to another. The following
processes are provided by this equipment: 1) signal acquisition, 2) correla-
tion, 3) two-channel combining, 4) convolutional decoding (error correction),
and 5) range and range rate measurement. These functions are shown in the
baseline arrangement of Figure 3-130..

Adding data demodulators to the set of 40 is an easy means of

including redundancy. In the event of a failure, these backup units would be
loaded with the code and doppler offset frequency of the failed demodulator.

3.5.2.2 LDR Demodulation Equipment

Notch Filters. Before entering the data demodulators, each com-
posite LDR signal is processed by a bank of notch filters. Hughes Ground
Systems Group has built a unit consisting of three banks of automatic track-
ing notch filters, with six filters in each bank. This electronic unit will
normally operate automatically to filter out narrowband RFI sources. Since
the frequencies of the sources are fixed with respect to the relay spacecraft,
the notch filters need only track out the doppler between the TDRS and ground.
The only control required of the unit is to assure that the highest power RFI
sources are being tracked.

Telemetry Correlators and Combiners. After filtering, the composite
signal from a given TDRS is sent to two telemetry correlators followed by a
diversity combiner. These correlators are PN/PSK serial correlators
designed to provide maximum coding gain and remain in lock at very low
signal-to-noise ratios. They output 5 bit digital words to the combiner along
with sync pulses and in-lock/loss-of-lock signals. When both are in-lock,
the combiner provides optimum summing of its inputs. If the TDRS noise
environment, is such that the noise in the H and V channels is incoherent,
the combiner is set to perform maximal-ratio diversity combining. If the
noise is better categorized as coherent, it will be set to execute selection
combining. This topic was discussed previously under subsection 2.3.3. 1.
Because of the nature and interaction of the correlators and combiners, they
should be procured as a single unit. Both Hughes and the Magnavox Company
have built equipment of this type. Figure 3-131 illustrates the major ele-
ments of a telemetry correlator.
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Convolutional Decoder. The convolutional decoder accepts a 3 bit digital
word fromthe active diversity combiner. One such wordis acceptedevery con-
volutional code symbol time; that is, at twice the output bit rate, Suitable
decoding equipment is available from either Linkabit Corp. or Codex. The
interfacing circuitry includes deinterleaving logic. It may also prove
advantageous to provide two decodersto aidinhandover without dataloss, How-
ever, if the decoder canbe made to synchronize within a fraction of a second only
one will be requiredand only a very little data will be lost during handover.

Range and Range Rate Units. Each set of data demodulation equipment
also contains range and range-rate extraction units. The complexity of these
units is minimal compared to the rest of the assembly and separate boxes are
therefore provided for each user. Figure 3-131 shows the interconnection
of two telemetry correlators (PN/PSK receivers) and the range and range-
rate units. The logic of the active diversity combiner will indicate, which
of the four correlator outputs the range and range-rate units should accept.
These units are of conventional design.

Acquisgition Correlators, When a user spacecraft exists the orhital
region excluded from TDRSS coverage, an acquisition sequence will occur,
and during user spacecraft transit from the coverage region of one TDRS to
that of the other, a handover is required which includes acquisition by the
second set of telemetry correlators. Since the dual coverage time is quite
large, this handover can be accomplished without data loss. To acquire a
given LDR signal two parameters are required: 1) the frequency of the
doppler shifted carrier and 2) the start time of the user's Gold code generator.
With the communication system in one-way lock, the doppler uncertainty is
~3.6 kHz. At a baseline 1200 bps data rate, the code timing uncertainty is
1/{2 x 1200) second since two code lengths are present per data bit.

Acquisition procedures are generally classed as either serial or
parallel. One could search serially first in time and then in frequency or
one could, with a sufficient number of correlator s, perform parallel corre-
lations with units set to slightly different timing and frequency offsets. The
technique selected is called a programmed matched filter correlator. When
provided with doppler offset predictions, this parallel correlator can perform
extremely fast acquisitions.

The principal design challenge in TDRSS is fast acquisition at a very
low signal-to-noise ratio. The Ey /n input to the convolutional decoder can
be as low as 4 dB; therefore, E;/m = 1dB, where E; is the energy in a con-
volutional code symbol or Gold code length. In a given polarization channel
only 1/2 this energy may actually be present, therefore the E /n drops to
-2 dB. At IF, the ratio of Gold code energy-to-noise density is as low as
-28 dB in each polarization chaunel.

The ground terminal acquisition correlator shown in Figure 3-132
has been designed for minimum complexity and maximum speed of operation
at minimum input signal-to-noise ratio. The complexity is slightly increased
over conventional design by the inclusion of inputs from both the horizontally
and vertically polarized antenna channels and by the requirement to acquire
while the incoming signal is data modulated.
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The approach utilized is to separate the horizontal and vertical
channel inputs into two coherent matched filters, each one convolutional code
interval (512 PN chips) long, and then to noncoherently combine these into
one recirculating register for further signal-to-noise enhancement.

As a worst case, the outputs of the coherent matched filter sections
should be no worse than 4 dB rms noise to peak signal. This case corre-
sponds to -28 dB RF signal-to-noise ratio into each of the horizontal and
vertical channels and worst timing between the received signal and the
receiver sample points. The required 13 dB output signal-to-noise ratio
can be obtained by integrating 100 outputs from each channel. Using the
approach of Skolnik (Introduction to Radar Systems, Section 2. 8) this corre-
sponds to an integration improvement factor of 17 dB.

For the worst case this corresponds to a time constant of less than
0.1 second. At improved signal to noise inputs the time is reduced and the
probability of correct first time synchronization is better than 90 percent.

An acquisition involves the following sequence of events:

1) The data correlator's voltage controlled crg}stal oscillator
is set approximately on frequency by command from the
computer, or other external input.

2) The received signal samples from two of the telemetry
correlators (H and V channels) are routed to the acquisition
correlator matched filter.

3} When a potential match between the incoming signal and the
stored reference PN pattern is detected, the time of match
is transferred to the telemetry correlator. This restarts
the telemetry correlator's PN pattern at the predetermined
point, which should place it in time synchronization with
its incoming signal.

4) The acquisition correlator is then released; the entire sequence
to this point should take approximately 0.1 second.

5) The telemetry correlator then tracks and monitors quality on
the received signal essentially as with the user spacecraft
equipment described in the next subsection.

While the probability of correct timing output from a single trial with the
acquisifion correlator may be no greater than 0.9 (at minimum signal-to-
noise), the probability of acquiring a particular signal should exceed 99. 9
percent within 1 second.

Both Hughes and Magnavox have built matched filter acquisition
correlators using both digital and acoustic wave technigques. The acoustic
wave device built experimentally by Magnavox (see Reference 17} operated
satisfactorily, but the design parameters are not those currently needed
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for the TDRSS. Acoustic wave devices are most effective in high data rate.
systems where the integration time is relatively short compared to those
for the LDR data rates.

3.5.2.3 LDR Forward Link Modulation

The use of code division multiplexing (CDM) for voice and user
commands in the LDR forward links is novel and provides a great deal of
system flexibility as well as reduced TDRS repeater complexity. FIig-
ure 3-133 illustrates one possible arrangement of the modulation equipment.
Only one command modulator is required per TDRS, since the users are
commanded sequentially. And, since all users lock in frequency and time
to this signal, the modulator sends transmit references to the range and
range -rate units within each data demodulator assembly.

Figure 3-134 shows additional details of a PN/PSK modulator. The
command and voice is shown multiplexed in CDM on the same carrier. The
two biphase modulators are summed at a low IF frequency directly aiter
modulation. The modulation and summing could also be performed at
baseband. '
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3.6 USER TRANSCEIVER

Both low data rate and medium data rate users will require spread
spectrum transceivers, The carrier signals are modulated by binary PN
sequences (codes), which in turn have been modulated by data. As was dis-
cussed in subsection 3.3.1, the use of PN coding for spectrum spreading
accomplishes four objectives: 1} it allows code division multiplexing,

2) it reduces multipath interference, 3) it reduces the earth incident flux
density to meet CCIR requirements, and 4) it improves range measurement
accuracy. All four of these reasons are important in the LDR system and
all but the first are important in the medium data rate system. The low
data rate PN symbol (chip) rate is 614 kchip/sec in the allocated 1 MH=z
{400.5 to 401.5 MHz) band. The bandwidth of the medium data rate serwvice
is 10 MHz, and the signal must be spread over most or all of this band to
minimize the flux density. Thus, the medium data rate signaling rate may
be 10 times greater than that of the low data rate system. However, the
transceiver operation will be basically the same for both services. The
user transceiver (receiving/transmitting equipment) consists of the follow-
ing major components, interrelated as shown in Figure 3-135: receiver,
command data correlator, telemetry modulator, transmitter, interface
buffers, and a signal acquisition, matched filter correlator.

The acquisition correlator permits rapid forward link signal acquisi-
tion and provides PN code timing to the command correlator, which main-
tains pattern and frequency lock after initial acquisition. The telemetry
transmitter frequency may be phase locked to the received frequency for
ranging but may also be allowed to run free during telemetry data transmission,
enabling handover between TDRSs without interrupting data flow.

To operate with the TDRS system, a user spacecraft does not need to
replace or modify its NASA ground station-compatible equipment, but must
supplement it with the TDRS compatible transceiver and antennas. Two types
of standard terminals (transceivers) are envisioned, one for low data rate
users and one for medium data rate users. These terminals can be connected
with a switch to the regular command decoder and telemetry encoder. The
choice between the ground station or TDRSs operation could be made any time
during the user's mission by a simple command of the switch setting. If the
data and command rates for both modes of operation are different, an inter-
face buffer unit will also be required as part of the transceiver package.

In addition to the standard transceiver, the low data rate users will
probably require a UHF antenna. The VHF link to the TDRSs is compatible

in frequency with the user to ground station link.

3.6.1 Transceiver Design

This subsection presents a brief discussion of the considerations
which led to the baseline transceiver concept. The key functions which must
be performed by the user receiver are signal acquisition, signal tracking,
and data extraction. In maintaining minimum complexity in a spread spectrum
receiver, the approach to signal acquisition must be given prime consideration.
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In practice, the signal tracking and data extraction always share much of the
same hardware, but the degree to which the signal acquisition hardware must
be separate is strongly dependent on specific requirements for signal acqui-
sition time, PN chip rate, doppler frequency, and received signal-to-noise
ratio. An increase in any of these factors has the tendency to increase the
likelihood of separate signal acquisition hardware and to increase the com-
plexity of that hardware.

One of the first comparisons to be made is between the doppler fre-
quency range and the permissible correlation bandwidth., At the user receiver
the maximum doppler range is anticipated to be 24 kHz while the permissible
correlation bandwidth is approximately 300 Hz. This frequency uncertainty
ratio of 80 (24 kHz /300 Hz) infers a significant frequency search aspect to
initial signal acquisition. This uncertainty is too great to consider an unaided
phase locked loop, and therefore either a swept frequency or a parallel fre-
quency filter approach will be required. As indicated later a swept frequency
search technique has been chosen for the user receiver.

A second significant comparison to be made is between the PN chip
duration and the maximum range of timing uncertainty. For signal acquisi-
tion purposes at the user receiver, the maximum range of timing uncertainty
is equal to the PN pattern duration, and therefore this time uncertainty ratio
for the baseline low data rate system is just equal to the PN code length of
2048.

A rough order of magnitude estimate of the median acquisition time
for a simple serial search (single correlator sliding in time and frequency)
approach is given by

where T, is the acquisition time, Ug the frequency uncertainty ratio, U; the
time uncertainty ratio, and T; the time of coherent integration. For the low
data rate user receiver the coherent integration time is limited to a maximum
of one data interval by the data modulation. For the baseline command bit
rate this time is 1/300 second. If the received signal was not data modulated,
signal energy to noise considerations would infer an optimum coherent inte -
gration time somewhat longer than one data interval. Then the preceding
equation, the estimate of median acquisition time, with simple serial search,
is approximately 9 minutes. Acquisition with a probability of 99,9 percent
would require an order of magnitude more time, and thus the simple serial
approach is clearly impractical. In fact, it is about two orders of magnitude
too slow.

Since the simple serial search is too slow, three potential approaches
of somewhat greater complexity need to be considered as follows: 1) use of
multiple sliding correlators, 2) use of a single sliding correlator with multiple
frequency filters, and 3) a single matched filter slowly swept in frequency.
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In comparing these approaches the relative cost of implementation is a major
factor. If only a few (perhaps 10 or less) sliding correlators or frequency
filters were required to achieve the desired acquisition time then either of
these techniques might be cost effective compared to a single matched filter
at a code length of 2048. However, the number of parallel processing
channels desired is on the order of 100 and thus the single matched filter is
the most cost effective of these three approaches. For a 1 MHz bandwidth
and relatively long time duration of 1/3 ms a digital implementation is the
most practical.

As a result of the above considerations the primary candidate signal
acquisition technique is a single matched filter with a slowly swept mixer
frequency input. For a sweep speed that would cover the doppler uncertainty
range (+12 kHz) once each second, the probability of acquisition is conserva-
tively estimated at greater than 0.5, This in turn results in achieving 99.9
percent probability of acquisition in about 10 seconds or less.

Figure 3-136 illustrates with additional details the elements and design
of the total transceiver with a digital matched filter in the acquisition
correlator.

The acquisition correlator consists of two matched filter correlators
driven by quadrature signals from the receiver. The signals, sampled at
twice the chip rate, are continuously compared to a stored reference PN
code pattern. The correlator outputs are squared and summed and the result
admitted to a threshold detector. Signals that exceed the threshold are can-
didate correlation timing pulses which are supplied to the timing and control
circuit for verification using the command correlator.

3.6.2 Operation

Upon receipt of a search command {a momentary signal) or upon loss
of the receive signal for a period in excess of 1 second, the user transponder
receiver will go into a signal acquisition sequence as follows:

1) A 2048 bit PN sequence is loaded into the acquisition correlator,
This sequence is derived from the PN code generator and corre-
sponds to the command PN code selected by the "Receive Code
A/B'" select signal. Also the frequency sweep (search ramp)
control is set to its highest value.

2) Upon completion of the loading the receive PN generator is
held at a predetermined state and the received signal is sent
to the acquisition correlator. Also, the frequency sweep
control is activated so as to causeanRF sweep rate of
approximately 30 kHz/sec, and the voltage controlled
crystal oscillator low pass filter is placed in the wideband
mode.
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3) When a potential signal match is detected, as indicated by an
output from the acquisition correlator, the sweep control is
locked in position and the receive PN generator is started.

If the potential signal match is correct and not a false alarm,
then the receiver PN code timing will match the received
signal PN code in the data correlator. Whether or not
correct time synchronization has been achieved is deter-
mined by the degree of signal integration ( |fI.] ).

4) If the signal integration is below a preset quality threshold,
a false alarm is assumed and then the receiver returns to
the search mode of step (2) with the frequency sweep picked
up where it was halted. If no true signal match is obtained
when the frequency sweep is completed, then the search
process is started over again as in step (1).

5) When the data correlator output is above the preset threshold
then a correct signal match, i.e., synchronization is assumed,
and the final acquisition phase is started. At this point the
voltage controlled crystal oscillator low pass filter is placed
in the narrowband mode and the early-late tracking circuits
are activated. If the signal match was correct, then these
steps will serve to maximize the data output signal-to-noise
ratio. As a final check on signal acquisition, the data
integrations are continually checked against the preset
quality threshold. An up-down counter is used to accumulate
the number of times the quality threshold is exceeded minus
the number of times it is not reached,

6) When the quality threshold is consistently being exceeded
more than half the time the ''signal acquired'' output signal
is turned on. For received signals at usable signal-to-noise
ratios the quality monitoring circuits will hold the receiver
locked onto the frequency and timing of the received signal.

For the implementation of Figure 3-136 the acquisition correlator
gives the following performance when the bit energy-to-noise density, Ey /n
at the receiver is 0 dB, which is 10 dB below the link design value:

Mean time to threshold (synchronous
signal output) _ 0.1 second

Probabilify of correct acquisition 0. 99

Probability of a false synchronization
output 0. 01
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3.6.3 Physical Characteristics . /301

Being spaceborne equipment, the weight and power of the user
transceiver is of importance., Preliminary estimates of quantities are
shown in Table 3-51.

TABLE 3-51. USER TRANSCEIVER EQUIPMENT

: Mass, - Power,
Item Number kg watts
LDR User
Command receiver 2 2.0
Telemetry transmitter 2 4.0 20
Frequency synthesizer 2 2.0
Signal processor 2 1 0 3
Antennas 1 Set 2,0 -
Total 11.0 | 25
MDR User
Command receiver 2 1.4 1
Telemetry transmitter 2 3.4 20
Frequency synthesizer ¥ 2.0
Signal processor 2 1.0 3
Antenna 1 1.4 -
Gimbal 4.2 -
Gimbal driver 2 1.8
Total . ?5_2 ;i-
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APPENDIX A. MULTI-SATELLITE ORBIT DETERMINATION

User Ephemeris Accuracy

The graphs in Figures 1-3 present typical results for the orbit

determination accuracy for a user satellite. For simplicity these

cd:ves illustrate the orbit uncertainties at their ﬁorst vaiues over

the user orbit. The user ephemeris accuracy is represented as a 3-dimensional
uncertainty in radial, along track, and cross-track directions. Only

during the indicated data taking intervals can improvement in the knowledge

of the user orbital elements be obtained, Thereafter the ephemeris accuracy
degrades due to modeling errors (e.g., earth's gravitational field uncertainties)
and uncertainties in the user's orbitﬁl elements, This degradation has

both periodic and secular variations. Thus, rather than plotting instantaneous

fluctuations, Figures 1-3 plot the orbit uncertainties at their worst vdlues

over the orbit and connectspoints with straight lines.

The curves in these figures illustrate how only 10 minutes of data at the
gsame point in each orbit, from a single TDRS, yields good user ephemeris
accuracy. These conditions are meant.to represent an upper bound on the
obtainable accuracy. Nominally the user visibility will allow data to be
gathered over much longer intervals, say 40 minutes or more, spaced at
various points in the orbit. Furthermore, taking advantage of the geometry
imprﬁvements afforded by visibility to both TDRS would permit ephemeris

determination with greater accuracy than shown in Figurés 1-3.



Modeling Error Effects

Modeling errors can also contribute to orbit determination accuracy.

However, the usual sources of difficulty do not appear to be significant

in this system., The major orbit perturbation is due to solar radiation
pressure., Knowing the vehicle orientation, including the direction of

the antenna, allows the gross effect of this perturﬁation to be removed,

The fact that each TDRS is located at synchronous altitude also eliminates
the need for modeling the sometimes troublesome effect of earth reflected
solar radiation pressure. The net result is to eliminate the solar radiation

pressure from having any significant effect upon the TDRS ephemeris accuracy

between TDRS attitude updates.

A second contributor to degradation in orbit determination accuracy fox
some systems is the uncertainty introduced by net forces resulting from
attitude control torquing required for TDRS antenna slewing. Though this
contributor is a definite problem for any 3-axis type system the TDRS
gyrostat configuration eliminates it from consideration. The gyrostat
slews the antennas by working on the principle of conservation of momentum

and not jet firings. Thus,net forces of this type are virtually nonexistent,

Another contributor to orbit determination accuracy is the attitude control

of solar torque. The solar torque acts to precess the TDRS attitude in a
specific direction away from the nominal value and will be corrected about

every two days. By employing a deadband type approach the control torque
overcorrects the attitude to one side of the deadband limits. The environmental
solar torque then precesses the attitude back through the nominal value

until the other limit is reached. Thereupon another correction may take place.
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The TDRS orbit would be affected by any net forces resulting from the
attitude control torquing, but the uncertainties introduced by these
forces would not significantly affect orbit determination accuracy.
Accurate estimates of the TDRS orbit can be obtained with 24 hours

of tracking data. Since at least two full days will be available between
attitude maneuvers any perturbations to the orbit would be'dete:mined
with extreme accuracy. Of course, if a real tiﬁe requirement exists,
attitude maneuvers may be rescheduled to assure extremely accurate
knowledge of the instantaneous TDRS ephemeris, Similar arguments also
hold for east-~west stationkeeping corrections which will take placek

at about 100 day intervals.

Special Geometry Factors

The accuracy of orbit determination depends on orbit geometry. The two

most signiffcant geometry factors affecting user satellite orbit determination
accuracy are absolute inclination of the TDRSS orbits and the relative
orientation of the user and TDRSS orbits, the latter being a problem only

in the special situation where the user and TDRS orbit planes become

coincident,

The first geometry factor occurs because as the TDRSS inclination approaches
zero for the synchronous satellite it becomes considerably more difficult
to track accurately from the ground. Figure &4 shows the results of a

study for low TDRS inclinations as tracked from a single ground station,



At very low inclinations (below 0.1 degrees) tracking from a single ground
station would not yield TDRS orbit determination accuracy better than 10
km in the eross track direction even for the smallest ranging errﬁrs. The
problem arises for 24 hour circular orbits because the perturbations in
ground station range data caused by a small change in orbital inchination
has the same form as a slight change in eccentricity. Thus, they are
indistinguishable and little improvement of the large a priori cross track

error is obtained.

It has been observed that the situation could be improved i{f the TDRS was

in a slightly elliptical orBit'even though the period‘was 24 hours. Though
small eccentricities are not considered in the TDRS orbital deployment

the results are shown in Figure 5 for completeness. As seen in the figure,
the coupling of non~zero eccentricity with continuous true anomaly change
over the orbit allows the knowledge of orbital inclinationkto be improved
significantly. Alternatively, if two ground stations could be used, the
accuracy would be cut to 400 - 1200 meters depending upon the ground station
locationsl. A third ground station would further slice these uncertainties
to about 200 meters, The same effect as the addition of a ground station may
be obtained by using an inclined, low altitude user. The user would act,
geometrically, like a second ground station and soon yield comparable
accuracy., These results are shown quite graphically in the greatly improved
user accuracies depicted in Figures 1-3. Of course, another solution

would be to bias the TDRSS inclination so that the inclination over the

mission lifetime would never be below some minimum value.

1 - J., L. Cooley, "Error Studies for Ground Tracking of. Synchronous
Satellites", January, 1972, GSFC report, X551-72-30
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The second factor affecting orbit determination accuracy is the degradatiom
of user accuracy as the user - TDRSS orbital planes become coincident. The
inability to distinguish out of plamne effects degrades the crass track
error to unacceptable levels (Figures 6-8), This factor may be eliminated
by maintaining an inertial separation between the orbital planes of the
TDRS E and TDRS W, Thus the.user will never be simultaneously within the

same orbital plane of both relay satellites,

As seen in Figure 6, an adequate inertial separation between the orbital
planes may be obtained even with both relay satellités at the same
inclination provided their inertial nodes differ, Thé glight humps in

the curve at low inclinations are cuased by a small displacement of the
maximum user cross tmack error at the pafticular ephemeris time of comparison.
The curves should be almost symmetric aboﬁt the 3 degree inclination line
though they would improve slightly due to the better TDRSE tracking accuracy
at the higher inclination than 3 degrees. Assuming 3 degree inclination as
an average value over the mission lifetime, Figure 7 shows that a difference
of 10 degrees in TDRS E and TDRS W inertial nodes will ensure user ephemeris
tracking accuracies below 0.5 km, Alternatively, Figure 8 shows tlat a
combination of smaller inertial node differences along with inclination

differences will yield the same effect,
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APPENDIX B. SURVEY OF ALGEBRAIC TECHNIQUES FOR SELECTING
CODES WITH LOW CROSSCORRELATION

ABSTRACT

This appendix summarizes some of the more useful algebraic proper-
ties of linear feedback shift register sequences, The primary objective of the
present study is the selection of codes for a code division multiple accéss
system operating in a multipath environment, If the system can take advantage
of full correlations (i.e., correlations over integral multiples of the period of
the sequences involved), then the problem has essentially been solved (References
7, 8, 9, and 10) and the results are summearized in this appendix, If only
partial correlations (correlations over non-integral multiples of the period of
the sequences) are possible in the CDMA system, then the problem has not
been solved,: The only available method of arriving at the solution to the paitial
correlation problem seems to be through computer evaluation. A computer
program to determine partial crosscorrelation has been developed and some
limited results have been obtained. The partial correlation problem will be
the subject of a future correspondence and will not be discussed in further
detail here.
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1. INTRODUCTTION

One of the central problems in designingré code division multiple access
{CDMA) sysfgm is the selection of codes with good cross-correlation properties,
When the system must also overcome multipath interference then the codes must
have good autocorrclation properties, Maximal length linear shift registef
sequences (oftcn called PN codes) provide very good autocorrelation properties
and, by a careful seleection process, classes of sequences can be constructed
which have good cross-correlation properties as well. The analysis and selec-
tion of such sequences is the subject of a sfudy which is now in progress, Ey
considering non-maximal length codes it is possi#le to find very large families
of sequences with good crois-correlation properties if sbme of the autoéorrelation
properties are sacrificed. -These non-maximal length'seqﬁences are derived,
however, from maximal length sequences. Thus, the emphasis in the present study
is on codes which are maximal length.ﬁr are derived from maximal length sequences.

The mathematical study of maximal lehgth_shift regisfer sequences seems
to have started in the mid-1950's, About ﬁhat time E. N. Gilbert, Nezl Zierler,
Solomon Golomb, and Lloyd Welch independently derived the theory of linear
feedback shift register sequences which is summarized in this paper. However,
almost twenty years of study have not answered many important questions concern-
ing the properties of these sequences. Golomb, in his book [1] published in
1967, states that "far stronger regularities" {with respect to cross-correlation
Between two maximal length sequences} haﬁe been observed experimentally than are
prodicted by theory., Analytical techniques for choésing classes of maximal
length sequences with good cross-correlation properties are still not perfected
although some results have been obtained in recent yearé. The main purpose of
this eorrespeondence is to present some of these results gnd discuss methods by
which codes may be selected for use in.a CDMA system operating in a multipath

environment.



2. INTROMICTION TO THE THEORY OF MAXIMAL LENGTH SHIFT REGISTER
SEQUENCES

For purposes of introducing notation and presenting certain results

that will be needed in the analysis and construction.of efficient codes for code
division multiple access (CDMA) over multipath channels some basic properties
of maximal length linear sequences (m-sequences) and their generators will be
preseﬁted Most of the matérial included in this section can be found in
References 1}, 2], and [3] |

Tt is well known that a shift register with feedback can be used to
generate certain classes of codes. For the present it will be assumed that the
feedback;is a linear function of the contents of the shift register memory
elements. 1In particular for the general linear feedback shift register shown in
Figure 1, the element igl C,Xi is the next input to the lst stage of the register
where C:,L is 0 or 1 depending on.whether registgr i is connected to the adder

or not, Xi denotes the present contents of the ith stage, and the indicated
Xn ‘ X3 X2 | Xl

MODULO 2 ADDER

FIGURE 1. General Linear Feedback Shift Register

sums and products are taken modulo 2. Thus, the output sequence is completely
determined by the initial conditions of the n registers (i.e., initial wvalues
of 31’ Koy sees Xn) and the feedback coefficients Cl, CZ’ - Cn' If the
initial content of the jth register is denoted by a_j then the sequence denoted
(a ) describing the history of the first stage after the first clock pulse will

be ags 8ys 895 tee where aJ satlsfies the linear recurrence relatlon



n
a = 'E Ci aj*i for j=0, 1, 2’_‘?‘
i=1

and the sum is again modulo 2.

I

Regardless of the initial copditions, the sequence (aj) will be
periodic with peried p 5.2n—1.' In the special case where p=2n-1 the resulting
seﬁuéncg (aj) is known as a maximal length linear shift register sequence or
simply an m-sequence. This special case is the case of interest for most
applications and it is therefore necessary to consider the coﬁditions under
which the sequence will be of maximal lengfh. For purposes of the following
discussion it is assumed that the initial conditioﬁs are given by aj=0 for j=-1,
“2, 4ees 1l-n and a_n=1 unless otherwise noted. The chatacteristic polynomial

of the sequence (aj) (and of the shift registexr that generated it) is given

by .
' n _ .
f(x) = 14 £C, %

i=l *

where all operations are performed modulo 2. This equation specifies completely

the properties of the sequence (aj) for any specified initial conditions.

A polynomial f£(x) is said to divide a polynomial g(x), denoted f(x)lg(x),
if there exists a polynomial h(x) of degree not less than 1 such that g{x)=f{x)h(
A polynomial f£(x) of degree n is said to be irreducible if there does not exist
a polynomial g(x) of degree not less than 1 and not greater than n such that
g(x)if(x). Tn order to determine the requirements on maximal length sequence
generators several theorems are needed which deal with the characteristic poly-
nomial £(x) for the n-stage linear feedback shift register, Proofs of these

theorems are given in [1] or [2].



The first of the theorems gives a necessary (but not sufficient)

condition for a shift register sequence to be of maximal length for any set

of initial conditions:

'y

THEOREM:  If (aj) is & maximal length linecar recurring sequence,

its associated characteristic polynomial f(x) is irreducible.

In general, however, f(x)'may.not be irreducible (i.e., f£(x) may factor
as a product of irreducible polynomials). The following theorem gives the

period of the corresponding sequence:

THEQREM: For the stated initial conditions, the sequence (aj) from
an n-stage linear feedback shift regisﬁer will have period p if p is the
smallest positive integer for which the characteristic polynomial £(x)

associated with the sequence divides the polynomial 1-xF

The next theorem gives a sufficient condition for a polynomial £(x) to

correspond to a maximal linear shift register sequence.

THEOREM: 1If f(x) is an irreducible polynomial of degree n then the
period p of its associated linear recurring sequence divides 2%-1. Thus,
if 2.1 is prime, every irreducible polynmial of degree n corresponds

to a maximal length linear recurring sequence.

Note that this does not say thaf if 2"-1 is not prime thét a given irreducible
polynomial does not corréspond to a maximal length sequence. The case when

21 is prime is an important special case, however. If 2™-1 is prime it is
called a Mersenne prime. It will be seen later that m-sequences generated by
n-stage linear feedback shift registers where 2"-1 is a Mersénne prime will have

certain desirable cross-correlation properties.



For our purposes, two sequences (aj) and (bj) are Fhe‘sa@e if they
are geueratéd by the same characteristic polynomial, since in this case one of
the sequences is merely a shift of the other (i,e3, for some fixed integer k,
ajsbjﬁk for =0, 1, 2, ...}, Two sequences which are not generated by the
same characteristic polynomial are call distinct in the followimg discussion.
Two fgnctions which are important in number theory and combinatorizl analysis
are the Euler ﬂ-function[lj and the Mbius p—function[aj. The first of these

is defined by
if n=1

.“i“l(pi-l) if nol

1
k
TP

1 .

#(n) =

i=1

where for n>l, n is a unique product of powers of k distinct prime numbexs

P; 50 n = % p,ai for some set of afz'l for i =1, 2, esey ke The Mobius fune-
i=1 .

tion is defined by

1 if n=1 ..

0 if h oy > 1

pln) = i=1

(-1)k otherwise

The fact that there are #(n) numbers from 1 to n which are relatively prime

to n is often used to define the Euler_ﬂ—function.

The following theorem gives the number of different irreducible poly-
nomials of degree n and the number of polynomials of degree n which correspond

n
to m-sequences of length p in terms of these two functions, where p=2 -1.

THEOREM: The number of irreducible polynomials of degree n is {(n)
where
1 d ,n
$(n) = =T 27 w(=)
Bdfa o
and the number of irreducible polynomials corresponding to maximal

length linear shift register sequences is )(n) where
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An) = = 42"-1)

o ' n .. . .
In the important special case when 2 -1 is prime

2% 2

n

¢(n) = ) =

Thus, if 2"-1 is a Mersemne prime, all irreducible polynomials of degree n
correspond to maximal length linear shift register sequences. If 2"-1 is not
prime then some of the irreducible polynomials will not genefatermaximal length

sequences,

As an example, m-sequences of 1éngth 127,(ﬁhich are of interest for fur-
ther investigations).are generated by 7fstag¢ linear feedﬁack shift registers
corresponding to some irreducible polynomial of degree 7, Since 27-l=127 ié
a Mersenne priﬁe then any irreducibie polynomial of éegfee 7 will correspond

. L 7. .
to a sequence with period p=127. Since y(7) = A7) = 27 2 18 then there

are 18 distinct sequences of period 127, It should be emphasize& that for the
present‘application, all sequenceé with the same'chafacteristic polynomial

are identical as was previously discussed,



3. AUTOCORRELATION PROPERTIES OF A MAXTMAL LENGTH SHIFT REGISTER SEQUENCE
The reason that maximal length shift register sequences are useful in
communications systems is that they have certain properties often referred to
as "randommess properties”. Of course, there is nothing at all random about
such a sequence since it is completely specified by its characteristic poly-
nomial and initial conditions (i.e., the feedback tap connections and initial
register contents), However, some of the characteristics of these sequences
make them seem as though they were random in some sense and consequently, maxim%
length sequences'afe often called pseude random {PR) or pseudo'noise (PN)

sequences.

The sb-calléd randomness properties of a maximai length sequence are
essentially that the difference between the number of ones and thg nuﬁber of
zeros in any period of the sequence is one, every possisle binary word of
length'n except the all zero word occurs.exactly Oncé per che period,
and if the.sequence is compared with a shift of itéelf then in any 2"-1 consecu-
tive positions, the number of positions in which the two have the same element
will be one less than the number of positions in which they differ. These pro- .

perties can be stated more explicitly as follows:

THEQREM: If (aj) is a maximal length sequence from an n-stage

linear feedback shift register then

k42" -1 -1 ,
1, 5 a, = 2 ~~1 for k=0, 1, 2, ...
j=k
2. In any %"4n-2 consecutive elements of (aj) the

binary word representing each of the integers

1, 2, 3, cuas 2n-1 appears exactly once



n

1 2 -1 a®a
3. The autocorrelatlon functlon c{r) = "E*— T (-1)73
-1 =1
satisfies
' 1 if =0
_ cit) = 1 n

n if g o= 1:, 2, 3, «aes 2 -2
27-1 :

The proof of this theorem is given in [1]. The primary reason that these
sequences are used in synchronization, ranging, anti-multipath, and many other

applications is due to property 3 above.

The autocorrelation function has many equivalent representations including

the following two, which appear frequently in tHe literature:

Ala,a”™) - Dlasal)

1. c(m) _
. A(a,aT) + D(a,aT)
where A(a,aT) is the number of positions in which the codes
- a and a' agree over a period
D(a,aT) is the number of positions in which the codes
a and a' disagree over a period
d = . a’ = (a
an a (aJ)s ( j+T)

2. Consider the (isomorphic) mapping T: o f——p{-l)a which maps the
group consisting of 12:[0,1} under addition wodulo 2 ontc the
group consisting of Gm{+1, -1} such that the group operation is

denoted.® and obeys the group operation table

b1
111 -1
a1 1



Since the mapping preserves operations then in particular if
os B € 12 then T(uw @B) = T(a) * T(R) where T(w), T(B)eG.

Therefore,
n n-1

1 2-1 3 2
T T(a, @a,, ) s=-—= v T(a.)*T(a
M1 §el U et T VS R

C(T

(r) = .
Thus, in the sequence (a, ) if 0's are replaced by 1's and 1's are
replaced by -1's (in general, aJ is replaced by a =(-1) J) then

we get the equivalent expression for the autocorrelation function

- of a maximal length sequence

n

2 o, o T =‘0’ 1, ceo0 ey 2 -].

clr) = .
Pa N R

fhe reason for introducing this represenfatiOn is that the actual
.trénsmitted waveform is usually a sequence of positive‘and negative
rectangular pulses rather than binary 1's and 0's. Consequently,
in communication systems the represenfation indicated above is
often more natural. Since the two are equivalent (in the sense
that they are isomofphic) the all of the algebraic structure is
preserved in going from-operrepresentation to the other. 1In

many applications it is more convenient to use the unnormalized

autocorrelation function

n_ n 7
2°-1 a, ®aj+”f v |
o(t) = £ (-1) o= D e
j=1 . 3=l 3 J
For a maximal length sequence
2™-1  for =0
o(7) = n
-1 T=1,"2,-=u, 2 -1 .



4, MATHEMATICAL STRUCTURE OF MAXIMAL LENGTH SEQUENCES

In order to select codes for dode division multiple access (CDMA)
systems it is.nepessary ro find classes of codes that in some sense "look differ-
ent" £rom éach-other; In a more preéise mathematical sense this amounts to
choosing a class of sequences such thar any tﬁo sequences in the elass have a
luniformly small cross-correlation function. In particuiar, sequences which
are merely time shifts of each other are not suitable for most CDMA applications.
The purpose of this. section is to present a method of forming classes of sequences

whereby all sequences in a class are jdentical except for starting point. This

method is outlined in the following paragraphs for the case of prime peried.

Let p=2n-1 be prime. The Bp) = p-1 integers from 1 to p -1 form a group under
multiplication modulo p. The set of integers C —{2 lk-O 1,.,.,.n -1} forms a
subgroup and cosets can be formed relative to this subgroup. That is, if ﬂ is
a positive rnteger not greater than p such that £ ¢ C1 then

c, = {f- mmod p| me €}

is a coset of the subgroup Cl with coset leader E The proceés is continued
by choosing an element not in the subgroup nor any of the previous cosets and
forming ‘a coset with that element as a coset leader, In general, the process
terminates when all of the elements are in the Subgroup or in a coset. The

number of cosets including C; is p(p)/n. The usefulness of thié‘coset‘dECOm-

position stems from the following theorem:

THEQREM: Let (aj) be a maximal length sequence of period p=2n"1

where p is prime. Then the sequence (amj) is the same as the sequence

(akj) except for starting point if m and k are in the same coset,



Assuming p is prime, all of the irreducible polynomials of degree n
(where pm2n—1) éorrespond to characteristic polynomials of maximal length
sequences of period p. If p=2n_1 is prime then fhere is a one-to-one corres~ |
pondence b;tween the cosets previously mentioned and the irreducible pdlynomials
of degree n, This correspondence is established by consideri ng polynomials

modplo M(x) where M(x) is an irreducible polynomial of degree n. A detailed

discussion of the theory of the algebra of polynomials modulo M(x) requires more

algebraic background than has been developed here (see [37], [5], or [6]) so only
the results will be presented. If o is a primitiﬁe element of-the Galois field
GF(Zn) such that M(x) is the minimal polynomiallof « then o and ak are roots

of the same characteristic polynomial if n:énd_k are in the same coset. Thus,
all of the elements in a coset correspond to roots of the same‘irreducible
polynomial and therefore elemeunts ﬁithin a coset cofreSpénd to shifts of the

same maximal lepgth sequence.

For example for n=3, p=2n~1=7 is prime. The set of integers {1,2,...,7}
is a group under multiplication mod 7 with subgroup Clé{l,2,&} and.only one cos
C2={3,6,5]. Thus, letting M(x)=x3+x+1 have root & then al, az_,_and-og4 are all
roots of x3+x+1 which is irreducible while aB, a6, and as are rooté of the
only other irreducible polynomial of degree 3 which is x3+x2jl. Each maximal
length sequence of period 7 has one of these two sequences as characteristic
polynomial, If (aj) is a maximal length sequence with period 7 then (aj), (azjﬂ

and (a, .) are the same sequence except for starting point. Similarly the three

4]
sequences (aBj)’ (aéj) and (asj) are the same except for starting point. Thus,

for period p=7 only two different sequences are available.

In general for p prime, Eil-'different‘sequences are available and for

a proper choice of q any sequence can be generated from a given maximal length



seqﬁenées (aj) by taking every qth gymbol and thergfore forming (aqj)Q In

the n=3 example, the sequence corresponding to irreducible polynomial x3+x+1 is
0.010011101001110... The same sequence is obralned by taking every second
symbol (g=2) which is ...101001110100111,., By taking every third symbol (q-3),

however, the only other maximal sequence of period 7 is obtained which is
...1100101L1100101, ..

Note that this latter sequence is just the original sequence "running in reverse'.
This corresponds to the fact that the multiplicative inverse of 3 mod 7 is 5 which

is in the same coset as 1. Thus, (a ); 1=a5 and the minimal polynomial of aa is

x3+x2+1 while the minimal polynomial of a5 is the same as the minimal polynomial

of w.

If p is not prime, the situation is somewlat diffefent. For exampig
the césets will not all contain the saﬁe&number of EIemeﬁts. .Furthermore,'not
all irreducible polynomials will correséond to maximal 1engthAsequences. For
arbitrary positive integers p, it is fﬁe primitive polynomials which are
characteristic polynomials of maximal length sequences; A polynomial g(x) of
degree n is primitive when g(x) divides xm—l for m=2"-1 bﬁt g(x) does not divide
x'-1 for any integer m less than 2"-1. .The number of different primitive
polynomials of degree n is %¢(2n-l), hence the number of different maximal
length sequences of peried p=2n-1 is %ﬁ(Zn-l). When 2n~i is prime then a poly-
nomial is primitive if and only if it is irreducible. However, when M1 s
not prime there will be many more jrreducible polynomials of degree n than
primitive polynomials of degree n. For the case n=13, for example, only 144

of the 335 irreducible polynomials are primitive.

B-13



5. CROSS-CORRELATION PROPERTIES OF MAXIMAL LENGTH SHIFT REGISTER SEQUENCES

The coset decomposition procedure preﬁented.iﬁ the previous section is
useful in determining classes of sequences which have good cross-correlation
properties. As was previously diécussed, each coset corrésponds to a charac-
teristic polynomial of a maximal length sequence. 1In general, the cross-corre-
lation between any two different maximal length sequences can be very large
which in a CDMA system can result in a significant decrease ih performance and
perhaps loss of synchronization. Thus, it is desirable_fo find families of
maximal 1ength sequences having low cross-correlation between anﬁ two sequences

in the family.

The construction of such families, called maximal connected sets of
sequences, has largely been a computational process in the past. Some results

have been obtained algebraically, however, such as the following theorem:

THEOREM (Gold, [7]. Let ¢ be any primitive element of gr(2™, 1If
£, is the minimal polynomial of ¢ and ft is the minimal polynomial of

1 .
2(n+l)/2 2(n+2)/2

where t = +1 for n even then any

+1 for n odd or t =
sequence generated by f1 and any sequence generatéd by ft will have

cross-correlation 8{7) satisfying lG(T)l < t for all shifts 7.

B-14
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Any two Efimitive polynomials obtained in this mannex afe said to form a
preferred pair of primitive polynomials.. Gold [ 8,97 has experimentally deter-
mined that for all n < 13 the sequences generated by the polynomials fi and
ft.have,the three-valued cross-correlation function. (The three valqes are
22 Y2 pon 4 0dd and -1, (2 g () 2
for n even.) Other éases which lead'to the three-valued crosé-correlation are
summarizéd by Niho‘([lO]).' It should be emphasized thaf the term preferred
pair is restricted to primitive poiynomiéls. -Féf n # 0 mod 4, the polynomial

ft will be primitive and therefore the theorem will give a pair of maximal

length sequences.

Gold_and Kopitzke [ 9] experimentélly determined the maximai_tbnnected
sets for n < 13. Recall that any_tWO'polynomials from the same maximal
connected set will have the bounded, three-valued cross-correlation.function
as was freviously discussed. Unfortunately, the number of polynomiais in these
sets 1is rather.small. For n < 13 tﬁe ma#imal connected sets have ét-most six
polynomials which occurs for n = 7. For n = 6 and 9 there are only two poly-

nomials in a maximal connected set and for n = 8 and n = 12 there are no three-

!

valued cross-correlation functions, (Recall that for n = 0 mod 4 the theorem doe:

not guarantee the existence of a preferred pair of primitive polynomials )

The example for n = 7 will illustrate the method of finding preferfed
pairs of priﬁitive polynomials. Let o be a primitivé elément of GF(27). 1if fl
is the minimal polyndmial of o then by the theorem, for t = 17, [ft’fll_ié 5
preferred pair of primitive polyﬁomials since-7 £ 0 mod 4, Using the tables

of irreducible polynomials published by Peterson and Weldon [ 3] we can find

B-15



tihe pelynomials fl and ft and the corresponding fecdback shift reglster tap
conneclions. The exponent 17 does not appear in this table, but since
17(23) = 136.5 9 {(mod 127) then 17 is in the same coset as 9. The exponent

: s " ' 7.5 & 3 2
9 does appear and has corresponding primitive polynomial fg(x) =% X kr R AR
and,the original polynomial is fl(x) = x7 + % + 1. The sequences generated by

the shift registers with tap commections 1011111 and 1000001 will then be

maximal length and have the bounded three-valued cross-correlation function,
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G. NON-MAXIMAL LENGTH SEQUENCES WITH GOOD CROSS-CORRELATION

As was discussed in the previous section, there exist classes of codes
n . - . >
of length p= 2" -1 having cross-correlation function 8(s) bounded in magnitude

(n+1)/? (n42)/2

by “4+1 for n odd and by 2 +1 for n even as long as n # 0 mod 4

(i.e., all positive n except n=4, 8, 12, 16, I N For example, there are no
suéh'classes of codes of length p'= 28-1 = 255 or p = 212-1 = 4095, As was
mentioned, the size of these classes is small for values of n of interest. It

. is therefore desirable for CDMA applications to consider other classes of

codes which have good cross-correlation properties.

Gold [7] discovered large classes of codes having cross;correlation
safisfying the same bound as given previouély far the maximal connected sets.
These codes (called Gold cédes) are not maximal 1eng£h and therefore do not have
the two-valued autocorrelation function that maximal length sequences have, The
out-of -phase autocorrelatlon for the Gold codes does, however, satisfy the same
bound as the cross~c0rrelation. Gold‘s result is summarized in the fpllowxng

theorem:

1

polynomials of degree n (as defined in the previous section). The

THEOREM:{Gold, [7]): Let £, and ft be a preferred pair of primitive

shift register corresp0n&ing to the product polynomial flft will generate
241 diffefent sequences each having.period 2"-1., Any pair of such
sequences has cross-correlation function bounded in magnitude by

H(mHl)/2 (n42) /2

+1 for n odd and by 2 41 for n even (n # 0 mod 4).

The generation of the 241 differamt sequences is accomplished by properly
selecting 2"+l different binary words of length 2n as initial conditions for the
shift reglster. Note that subsets of binary words of 1ength 2n can be formed

such that any two words in the same subset when used as 1n1tia1 condlticns will



produce the same sequence. There will bé 9.1 aifferent words in each subset
corresponding to the 2"-1 differcnt words of length 2n in any sequence of period
2"-1 that is gencrated by a shift register of length 2n. Two words taken {rom
different Subsets will produce two different sequences of period 2"-1. Since
the total number of binary words of length 2n is 22n_1 {excluding the all zeros

2
word) then there are 2 total of 2°7-1 different initial conditioms. Thus, there
2n '
-1
2"-1
shift register corresponding to the polynomial flft'

=2"4l different sequences that can be generated by the

are'a total of



SUMMARY

Maximal length shift register sequences exist with period pu2n-1'for
all positive integers n where n is the number of registers required in the linear
feedback sgift register which generates the sequence. Those sets of sequences
which are merely shifts of each other are ndt.useful in CDMA applications unless
extremely precise time synchromization is maintained {which is not usually.the
case), The number of different maximal length sequences (i.e,, not merely time
shifts of each other) of period p = 21 is %ﬂ(Zn-l) where @ is Euler's @-function
defined by the property that #(k) is the number of positive integers less than
k ﬁhich are relatively prime to k. Of these %ﬂ(?n—l) different maximal length
sequences, however, only a small subset can be selected which have good cross-
correlation. _These subsets, when they exist, have the.property.that any two
sequences in the subset have a three—valued cross-correlstion.function'bounded

' n+l ' n+42

in magnitude by 2 “Z 41 for n odd and by 2 Z 41 for n even. A 1lSt of the number

of maximal 1ength sequences in these subsets (called maximal connected sets) is

given in Table 1 for 5<n<13.

Larger classes of codes exist, called Gold codes, which have good
cross-correlation properties but are not max1mal length and therefore do nor
" have the good autocorrelation properties possessed by codes.in the maximal
connected sets. Gold codes exist for all period p=2n-1 having non-empty maximal .
connected sets. In particular, Gold codes do not exist for p = 255 or p = 4095

as indicated in Table 2.
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|=

10

11

12

13

[£=i

10
11
12
13

OO0 s O

31

63

127

255

511

1023

2047

4095

8191

31
. 63
127
255

511

1023
2047
4095
8191

TABLE 1., Size of Maximal Connected Sets

Size of Set : Bound on Unnormalized
Cross-Correlation

(Mumber of Sequencesg)

3

2

~ TABLE 2. Gold Codes

Number of Codes

.
17

17

33~

€5

65

129

Bound on Unnormalized
Cross-Correlation

33
65
129

513

1025

2049

8193

9

17
17
33

65
65

129
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APPENDIX C. RECEIVER PERFORMANCE ANALYSIS FOR CODE
DIVISION MULTIPLE ACCESS SYSTEM

ABSTRACT

This appendix is concerned with the analysis of the performance of
correlation receivers for a code division multiple access system, The
sipnal-to-noise ratio at the output of the receiver is determined in terms of
the partial crosscorrelation functions for the codes used in the system.,
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INTRODUCTTION

The analytical model for the correlation receiver is shown in
Figure 1. In general the received signal consisté of K code division
multiplexed signals corrupted by additive white Gaussiaﬁ noise n{t) which
,hgs.two-sided gspectral density NO/Z watts/Hi. That is,

r{t) = 2P ai(t—Ti)bi(t-Ti)cors(mct+91)+n(t) (1)

| et

i=1.

where a; represents the code waveform for the ith signal,.bi represents the
data waveform for the ith signal, the randOm'ﬁariables Qi are independent
and unifofm on tO,Zn], and the random variabies T, are independent'énd
uniform on [Q,T] where T is the common data symbol duration for the K
signals. ' We assume that for each i,‘ai(t)l = lbi(t)\ = 1 for all t so

that the power in each of the K signais is P. For purpﬁses of the present
analysis we assume that the receiver is completely synchronized to the

first signal and we are interested in the effect of the other K-1 signals

on the quality of the_first signal. ﬁue to the large number of computations
required in the numerical evaluation of.the exact solution fof the error
probability (approximately NK computations are required where N is the
number of code symbols per information symbol) we will compute the signal-
to-noise ratio at the output of the receiver. For cases of interest (K = 40,
N > 1000) the signal-to-noise ratio is the most useful performance parameter

that can be obtained with a reasonable amount of computational effort.

T |
M) gy ¥ [ G R = S
' 0

al(t)cos wet

FIGURE 1. Analytical Model
-C-2
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ANALYSTS
Since we assume the receiver is synchronized to the first signal,

we can let 9. = 0 and ¢1x0. The random variahles 8

1 9 93: Ty QK: TZ’ 7‘3:'0-’TK

then represent differential phase shifts and time delays with respect to

_the first signal. The cutput of the multiplier of Figure 1 is

" . | .
y(t) = ¢ J%F ai(t-Ti)bi(t-Ti)al(t)[cosgi+cos(2wct+91)]+ﬂ(t)al(t)cosmct

i=1

The frequency response of a realistic hardware implementation for the system
of Figure 1 is such that the effect of the double frequency component in y(t)

is negligible if'fC§>1/T. The significant ionput to the integrator is therefore

A K 1 - ;
y(t) = iEIJEF ai(t-Ti)bi(thi)a(t)cos@i+n(t)a1(t)coswct (2)

The corresponding output at t=T is
T T
Jr‘K 550 d : :
Z(T) = /5P T d/n ai(tuTi)bi(t-Ti)al(t)cos Jat+ “,.al(t)n(t)couwct

i=l
o

(3

Writing equation (3) as desired signal plus interference plus noise we have

T T
7 2 = 5
72(T) = ,/5P f al(t)bl(t)dt + /5P i}i f ai(t-'ri}bi(twri)al(t)dt cosQi
o 0

T : .
+ .}P al(t)n(t)coswct dt '- (4)

)
The informatio: :ismals bi are defined by
[+=]

bi(t) = 3 bi’nP'If(t-nT) (3)

n=-am
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2
) .. E 1 I ~i . ‘/;
Var{z(T)} = ﬂPi_EZ '-f_[ El[bi,n[ a,(t-r;)a (t)dttb, ) ai(t—'ri)al(t)dt] IdTJ

i .

Y A2 2 -
+ \7 g/ﬂal(t)cos w,t dt (7)

which can expressed in terms of the partial cross-correlation functions Ril

“and ﬁil defined by
Te )
Ril('ri) = 6fl ai(t-rri)al(t)dt' | (8)
R, () = f aerday(eee R O

The code waveforms a, are defined by

t

-]

(L) in |
a,(t) = T a pp (£-3T) , (10)
- J=reo C .
where a(i) is the code sequence for the‘ith signal which satisfies |a( )‘=1
for each j,and é;)magig for some p and any j (i.e., a(l) is a sequence of

+1's and -1's which is periodic with_period p). For the present analysis
we assume that period p divides N = T/T so that there are an integral
number N of code periods in the information symbol interval [O,T].

Using (8), (9), and (10) we can write (7) as

K T 2
Var{z(T)} = -zf}r— 122 'o[EHbi"l Rii("r )+b ﬁl(—r ] ld'fi

No T sin ZwCT _
s\2)er T ()

For mé§>»% we can neglect the double frequency term in (11) and since bi -1
) 3

and bi o are independent zero mean random variables with ‘bi nl=l with pro-
] . 3 .

bability 1 then
C-4



Page 3

where the bi pare independent identically distributed random variables
y
taking values 41 and -1 with equal probabiiity and the function Py is the

rectangular pulse function defined by

1 0<3<T
pT(?\) = { = :
. 0 otherwise

The magnitude of the desired signal component of Z(T) is lE{ZéT)‘bl O}‘;JE? T
el |

while the variance of Z(T) for a given bl 0 is
x {rr o 2,
= L - - ’
Var {2(T)} 5P 122 E Bf ai(t Ti)bi(t T)al(t)dt cos Qi
1 l 2
+ E al(t)n(t)coswct dt
)
K T(fT ' ' 2
1 - -
= ﬂpizz l/T[E _ ai(t -ri)bi(t Ti)al(t) dt d"'i
2 2 :
+ jal(t)(NOIZ) cos U_:ct dt (6)

T .
The integral Jﬂ ai(t-Ti)bi(t-Ti)al(t)dt represents the cross-correlation
of the codes a;

and al if bi(t'Ti) is of the same sign for all t ¢ [0,Tj.
However, aﬁcording to (5), bi(t—Ti) will change sign with probability % in
the internal [0,T] so that in general we do not get full cross-correlations.
In fact, by substituting from equatioﬁ {5) into equaﬁion (6) we have for

a given bl 0
?
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p K N_T
var{z(T)} = T _21 R 1473 )+ﬁ 144 $rdrg + —Z- : - (12)
=1 8
‘ (f)T
' K N-1 c NT
=Lz f Ry Cr) yrpdry + == (3)
i=1 £=0 ,ET .
c

For any nonnegative integer £ less than N we note that R, and

ﬁil are linear continuous functions on the interval_[ch (E+1)Tc]. Further-
. 2 .

more,

| L. S -(j+i)T
R, UTY = s aefra (e = 3 T8 a (el ey (D)

0 ‘ =0 ch

(14)

DT,
J/s a (t~ g, Ya, (t)dt

T .
ﬁ:'Ll(ﬂTC‘.) = ﬂTf ai(t_ETc)a]_(t)dt = _ﬂ jT

g

(15)

We define the discrete partial cross—co:reiatiou functions pil'and ail by

.

(1) (1)
MOR jzo §3 )
A : (i) 1)

From (10) we see that ai(t) is constant on the interval [iT,» (fﬁ&)Tc]’

so that (14) and (15) become
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1.
RpUty =z alhyaDr o
R € I ¢ S U PR
‘ﬁﬂ(lT?) ) Ej! L e = e T

Sigce Ril and ﬁil are 1inear.on [ch, (1+l)], then for Tie[ffc,(f+l)Tc]

RipCrg) = oy (DT, + Loy (Bl -, (D] Goyefr) 1)
Ry = BT, + Do () 0, (D] Cr £ (17)
Therefore
()T | T a
f K () + B2 (e )dr, = f R O )20t Y ay
It 10T ELE RO Sl c e
c
TC
= S 11(£>T oo, (DT Baagr REFVAIEIN G RN (E)]+p Ly B -h (T
o]

+ 0 Loy, U9 (DT + Loy i) -p (DT

L

Tolp3 U5y (Do (DT gy A1)~ (DI, (OB, (o> -b. (D]

+ 3 Doy () -, 1(£)] +E I, 1(£+1> b 1%
T 3 '
< {p§1(£>+pil(f)pilcﬂ+4>+pf1c£+1)+$§l(£>+3i1(£>311(£+4)+3§1<£+1>}

)

(18)
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By substituting this into (13) we have

PT 3 K N-1
c [ A a2
Var{z(D} = 737 Z o Losy (D4p, Boyg (ﬂ+ﬂ)+p 11 )+ 2 D (DB (LaDaE
- ONT
+ {19)
| N N a2 N-l :
Deflnlng.vil= ZO p (l): Vi T ﬂEO pil(ﬂ), bip = EEO pil(ﬂ)pil(£+l)’ and
] -1, \ '
Wy = on ps1fIp;;(£+1) then
PT¢3 K 2 2 A A2 A2 A .' NoT
var{Z(T)} = {5p~ izz[z"il'pilw)'Pil(N)"'z“il'p'il(o)":‘il(N)ﬁ"ilJ'“il] T

(20)
Mote that §,(0) = z gl) a (f% W . o4, (N) which is the full
0 by =0

Cross- correlatlon of code a with code a( ) and that pil(o) = Sil(N) = 0

Therefore, if we define the signal-to-moise ratio as

lS/N = ]E{Z(T)}\ / Jar{z(T)}

where all expectations are conditioned on a given bl 0 then
2
PT > K _ NT i

s/t = J&T{15p }: [2\) +2\)11+p, 1-1-\,1.11 2p11(N)] + =

'J.'3 ) - N -%

K
13 22[ 1+"’ "'“2'(”11"“11) p (“)] + 557

(21)
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Since the bit energy E is related to the power.P by E = PT and since

T:NTC then (21) gives

_ i N |
1 A A 2 0
S/N = ;;g , [V11+”11+%(“11+”11)_pil(N)] + 35 (22)

IR

2

which cives thie cignal voltage-to-rms noise voltage ratio at the output
of the correlator at the sampling instant in terms of the partial cross-
correlation functions, the number N -of code symbols per data symbol, and

the bit energy to noise power density ratio E/NO.

A computer program has been written to compute the partial

A A
crosg-correlation functions and the parameters .. v, . and ., for
. ' P Vit Vii? By i1

(1) (1)

arbitrary periodic sequences a and a . The results of this computer
program will be used in equation (22) to select good codes for the code

division multiple access system and to predict system performance. (See
Appendix C.) '



APPENDIX D. ANALYSIS OF CODE DIVISION MULTIPLE
ACCESS SYSTEMS

This appendix is concerned with the generation of codes for a code
division multiple access (CDMA) system and the é,nalysis of performance of
the system for a specific set of codes. This appendix represents the final
phase of the study of the performance of an asynchronous (in time) CDMA
system. The study has consisted of ah,investiga.‘tion of the properties of
codes which are suitable for use in CDMA systems (Appendix A) and the
analysis of the system in terms of signal-to-noise ratio at the 6utput of the
correlation receiver including the effects of partial cross-correlation
(Appendix B). In addition, an analysis of the system leading to expressions
for the probability of data symbol detection error (which is a more realistic
measure of system performance) is essentially complete, but lack of funding

prohibits numerical evaluation of the equations that have been.derived.

Generation of Gold Codes

A detailed discussion of the properties and method of generation of
classes of codes with small cross-correlation is given in Appendix A,
This section briefly summarizes the method of constructing one such class
of codes know as Gold codes, The determination of the characteristic poly-.
nomnial for the class of Gold codes with period 511 will be given as an

example of the application of the technique,
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The existence of large classes of Linary sequences with good
cross-correlation properties was'showv by Gold'(Ref. [31). These sequences,
called Gold codes, exist for any o # 0 (mod &) oud have the property that
the cross-correlation between cuy two codes in the same class does not
. n+2

exceed 2[ Z ]+1 where "[ 1" denotes "intejer part of" For each n#0 (mod &),
the class of Gold coies of period 2™_1 consists of 2741 different sequences.

Let o be any primitive element of the Galois field GF(2 }.and

n+2
and let £, be the minimal polynomial of «. If t = 2‘2“‘2---1 41l and if f

1
is the minimal polynomlal of at then the llnear feedback shift register
of length 2n with the product polynomlal f f as characteristic polynomial
will generate the class of Gold COdes of period 2"-1." The 2"+ different

sequenceé are generated by properly selecting binary words of length 2n

as initial conditions for the shift register.

For the case n=9 the class of éold codes consists of 513
éequences of period 511. The maximum:magnitude of the cross-correlétion
between any two sequences in the clas; is 2[§_ﬂ+1 = 33. Let o be a primitive
element of GF(29) with minimal polynomiél 1021 (in octal). Since t = 2[#§j+1=3
then we must determine the minimai polynomial Of.a33- To do this we use
the table of irreducible polynomial§ published by Petérson and Weldon
(Ref. [4]). The exponent 33 does not appear in this table but sincé 33(24)
=528 = 17 (mod 511) then.the exﬁoﬁent 33 is in the same coset as the
exponent 17 which does appear in the table c¢f irreducible polynomials
with corresponding minimal ﬁolynomial 1333 (in ﬁcfal). Thus the desired
polynomials are: | |

fl(x) =  x9 + x4 +1

D-2
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; produel polyammial is then

s 16 "7 11 8 &
x] S A R S = S 54 -Hay-h' er Tl

i

(f1i33)(x) 5 ﬁl(x)f33(m)

wnich ie 1 31 4 55 3 in octal. The Gold codes of period 511 are then
generated by using this polynomial as the characteristic polynomial for

a lincar feedback shift register of Jength 18.

A computer program (Ref. {5]) has been developed to determine
the initisl conditions that give the Geold codes. A pértjal linting of
the results of this program is given in Table 1. - The 40 numbers listed
- in Table 'l when converted to binary and used as initial conditiouns for
the 18 stage linear feedback shift register with characteristic polynomial
f.f_ ., will gencrate 40 different Gold sequences.

1733

TABLE 1. Decimal Representation of Initial Conditions
for Generating 40 Gold Sequences of Period 511

1 31 57 &9

5 33 61 93

9 35 65 97
11 37 67 101
13 39 71 105
15 41 73 107
17 45 77 11t
21 49 83 113
25 51 85 123
27 55 87 125

Performance of Corrclation Receivers in a CDMA System Using Gold Codes

An analysis of the performance of corrclation receivers for a

CDMA system is given in Appendix B where an equation for the signal-

to=noise ratio at the output of the receiver is derived in terms of the partial

cross-correlation functions for the codes used in the system,

D-3
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In gencral the received signsl consists of K code division
mltipiered signals corvupted by additive white Gaussian noise n(t)

which has lwo-sided spoetwal Jensily NOfR watts/He. Thot ir, the

roceived signal y(£) is given by

b

r(i;) w

i

[N

> e . (e . o (1
Jl,er a (t=r,)b,(t 7;)e0s (e £+ ) 4n(t) (1)

1l

where a, represenﬁs the code waveform for the ith signal, bi represents

the data waveform for the ith signal,.the random variables‘Gi are
independent and uniform on [O,Qﬂ], and the r%ndom varinbles T, are
independent and uniform on [0,T] whefc T is the common data symbol

duration for the K signals. We assume that for each i, \ai(t)l = lbi(t)1=1
for all t so that the power in each of the K signals is P, We assume

that the receivef is completely synchronized to the first signal and we

are interested in the effect of the other K-1 signals on the quality

of the first signal.

The information signals bi are defined by
m .
bi(t) = bi=in§t-nT)

j=m

where the bi,n are independent identically distributed random variables
taking values +L and -1 with equal probability and the u . ion Pr is
the rectaﬁgular pulse function defined by

{1 0<a<T

pT(h) =
0 othervise

The code waveforms a, are defined by

ai(t) = _% a.(i)pmc(t—ch)
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where a(l) is the code sequence for the ith 81gnal which satisfies |1(l>‘-l
for cach j, and aJ ) ﬁi; for some p and any j (i.e., a(l) is a sequence

of 4+1's and -1's which is periodic with period p). We assume that
period p divides N = T/Tc so that there are an integral number N of

of code periods in the information symbol interval {0,77.

The peak signal voltage-to-rms noise voltage ratio at the output

of the correlation receiver is given by (Ref. [2]).

1 X | | N4
S/IN = ;gg “2[v + v +1(p + p 1) < P, 1(N)] + 5 2E (2)

[ . - N“l

where vip = ﬂEO p (ﬂ); Vi = £§ p (E)s Big = fEO pil(f)pi1(£+l), and
N1 : .

ﬁil = 3 Eil(g)ail(ﬁ*i) depend on the discrete partial cross-correlation
/=0 .

functions Pi1 and ail defined by

, £-1 ,
_ (1) (1)
Pil(ﬁ) = jEO *if *3

61D

A computer program (Ref. [5]) has been written. to compute the partial

(1)

. . A .y
cross-correlation functions i1 and 041 for any periodic sequences a

and a(l) such that the period divides N = T/Tc'

The results of this computer program applied to equation (2)

for a CDMA system using Gold codes of period 511 with one code period

per data symbol are shown in Figure 1 and Figure 2, 1In Figure 1, the

D-5
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quantity 20 10310 S/N is shown as a function of the data symbol emergy
to noise power density E/N0 for various values of K. In Figure 2, the
degradation § = 20 log,, {JZE/NO (S!N)ull is shown as a function of

E/ND for various values of XK.

The exaét evaluation of Equation (2) for K=40 requires the
calculation of 39 partial eross—correlation functions. To réduce compu-
tation time,.it was decided to compute a few of the partial cross-correla-
tions and select a representative value to be used for all 39 cross-corre-
lations. The results of this calculation are summarized in Equation (1).
Code sequence 1, corresponding to code'wgveform ay in Equa;ion {1}, is
the Gold sequenced generated with polynomial f1f3é by'using initial
conditioﬁ 1 (in decimal). The other six codés listed in Table 2 were
picked arbitrarily from Table l. |

The quantity.C, = L[y, + O, + M., + ﬂ. )'p% (M)]

il an3 il il il il *Fil
is needed to evaluate the signal-to-noise ratio from Equation (2). This
was computed for i = 2, 3, 4, 5, 6, and 32 where the index i corresponds
to the ith smallest decimal number listed in Table 1. A representative
value of Cil of 7.lx10_4 was selected in order to serve as a ''worst case'
correlation value. Thus, thé results shown in Figures 1 and 2 may be
slightly pessimistic. However, a "worst case" value for Cil seems to
be appropfiate since only 6 out of a possible 39 correlations were
actually cqmputed. In fact, if we éonsider all possible cross-correlations
between the 40 codes listed in Table 2, then we must computE(ag) = 780

correlations which would require an excessive amount of computer time,



TABLE 2

Initial Condition for

code Number,i shift Register , . Cl1

2 5 6.39 x 1072

3 9 6.89 x 10°%

4 11 7.06 = 1074

. - : -4

5 13 6.37 x 10
6 15 6.41 x 102
32 93 6.12 = 1074
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APPENDIX E. CORRELATION FUNCTIONS OF
FILTERED PN SEQUENCES

Correlation functions are given for PN sequences which have been
passed through one of the following elementary filters: single-pole, low pass;

second-order Butterworth; or ideal reétangular low pass.

E-1
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INTRODUCTION

The distortion of pseudo-random signals during transmission can
potentially reduce thelr desirable correlation_pfoperties. In the TDRSS,
PN signalé have been proposed which have maximum aﬁtocotrelation (for |
uge in COmbating multipath and in ranging) and minimum cross-correlation
(for multiple access). This papér givés preliminary results on the
deéradation of a signal's autocorrelation when passed thfough elementary
liﬁear'filters assumihg an ideal aotocorrelation at the input.

The earliest available énalysis of filtered.PN sequences was done by
Gilﬁhriest and Springett fl] (2], tHowever, these results are not directly
appllcable to TDRSS because a "split phase™ signal waé7u8ed and the PN
sequence did not fully modulate the carrier. A recent paper by Koexner [5]
describes a detailed filter study performed-for J?L s TDRSN study. Again
a clock'sig;al was superimposed upon the PN signal. A paper by Gupta and

Painter gives a very useful analytical approach, but few examples are

provided. (y]

SYSTEM MODEL

Figure 1.A. shows.a linear model for the TDRSS VHF user command channel.
This model can be further simplified for the purposes of this memo to that
shown-in Figure 1.B. The input to the ﬁser's correlation receiver is assumed
to a PN waﬁeform which has been passed thrOugh a composite Filter Hl(w). The
command data will also be assumed to be all "ones" (no code inversions), but

when T >>3b this restriction is not necessary for the approach used below.

ANALYSIS APPROACH

Figure 2 diagrams the basic analytical approach. The "output' cross-

correiation function, 2 (t), will be computed from the ideal "input"
Y oyy » o
172
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autocorrelation Qxx(t). Since pseudo-random sequences possess periodic
autocorrelation functions which are composed of straight line segments
only, Gupﬁa and Painter have shown that the analysié of PN sequences in
linear systems essentially reduces to finding the Léplace transform of
the second derivative of the input autocorrelation. For the PN auto~
correlation @xx(t),'

5By L) - B g(ae Loalrm - -
,QXX(T) = T 5(r) T 5{r Tc) + T 13 ETC), 0 T <;TB ,

where the origin has been shifted by -Tc for cohvenience,

-T s “2T 8

e © 4 L e . ©
T

c , c

riln)

T
B Y
¢xx (S) - Tc

and'by the periodicity property of Laplace transforms

T
= 4 Brgy -
Vex(s) = 1o (a) T-exp(-sT,) -

Table 1 summarizes the cases of interest and the guantities which must be
computed in each instance.
EXAMPLES

Case T - Single pole low pass filter

- 'O'T + jeo .
¢ - LoH, (s 8) exp(sT )d
ORY f Ly 1y(6) by, (o) exp(sr)ds
UT - Jw
1 op * = L 2 -
= 1 _» -
2nj f 2 s+pzak exp( ‘ich) exp{sT)ds
Up = je k=0

E-3
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L -2 .
where al =T aé =5 a} =5
c o4 c
2 Op + 3%
1 v
: ='é‘ﬁ'j“z°‘kf S expl(T-KT Jslqg
k=0 D‘T - jm 8 (S'FP
2

| @ylx("‘) ?g Oﬁ; {'-%' + (r-kT ) + % ekp[-p('r-ch)] } h{ T-kT ] |

(single pole)

Case I - Double pole low pass filter

For H,y(s) ‘= P1Po ,
(s4p, )(s+p,)
Pl = a(1+j): pE = a(l'j)-

' o _ . ,

by () = S e { (o) - 1+ & coslbrnia)] expl-alr-ia, )1 fn e
"~ k=0 ,

(double pole)

Case I or Case II ~ Ideal low pass filter

When an ideal sharp cut-off filter is assumed, a more direct approach
can be used (Ref. 5, p.93). In this case, we can simply inverse transform

the filtered PN spectrum. The power spectrum of a PN waveform is given by

2
: T
ls(@)|? - x| i)
oiT
—c
2
+(l)_B o
lex('r) =-1-2;; [ IS(w). expr(jtm)dw
(fdeal) B,

E-4
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e}
2 -g3in“XeosiX + 29N .
=% { S b,\ sif (2 )X]

+ L_Eiu.sﬂ (=3 )X] =~ % Si[mj}

- ol 21
where X = 5 A= T

c

RESULTS

Figures 3, 4, and 5 show the output correlation functions for the
three filters discussed above. Note that the curves become greatly distorted
for BW/RC << +25. For BW/RC > 1.0 the curve shéfes appear to be very close
to the optimum. Even for BW/Rc = ;25 the correlation is 10 dB down at a
delay of thtee chip times. Protectioﬁ againsf specular multipath_would

be 20 dB if the differential delay were gréater than BTC.

E-5



[1]

(2} |

L]

[s]

rage © )
4051.1/192 (11S337=0099)
17 July 1972

REFERENCES

c. E. Gllchrlest. "Correlation Functions of Flltered PN Sequences,
JPL - Space Programs Summary 37-16, pp. 81-93.

C. Gilrhriest and J. C. Sprigett "Pseudonoise System Lock-In,"

JPL Research Summary No. 36-10, pp. 54-63.

M. A. Koerner, "Effect of Premodulation Filtering on the Correlation
and Error Signals in a Pseudonoise Receiver," JPL Space Programs
Summary 37-64, Vol. III, pp. 51-59. :

S. C. Gupta and J. H. Painter, "Correlation Analyses of Linearly
Processed Pseudo-Random Sequences,' IEEE Trans on Com Tech, Vol.
COM~1%, Dec. 1966, pp. T96-801. : -

J. N.'Birch, "Multipath/Modulation Study for the TDRS System --
Final Report," The Magnavox Co. for NASA/GSFC under NAS 5~ 1074&,
January 1970.



_Page 7

TABLE 1

CASES- OF INTEREST

CASE I No Filtering of Reference
- ' He(w) = 1 For all @
1 .
Compute @ylx(s) = = Hl(s) ¢xx(s)

CASE IT Reference Filter Identical to Channel Filter

]
st
——
m
S
il

HE(S) = H(s)

Compute 8 (s)

L ou(s) u(-s) ¥ (s)
8

CASE ITI Reference Filter not Identical to Channél_Filter

Hl(s) = H,(s)

L (EsE,(s) +H(e) (-5)]
Compute leye(s.) = -&—2 5 : I ‘l’xx(s)

'¢*X(T)}

where ¥ (8) = Transform

»
"
P ——r,
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TIGURE 2

ANALYSIS APPROACH

TB
" {60 L2 fyteay(e)ae |~ @yﬂ(’;)
- : 1 %o
2
o)

éy y {7) will be computed from.the ”ideal”‘autocorrelation where
17z

_ . _1
@xx(o)'— 1 and @xx( Tc+) - Tc .

@XXCT)
1+l/n

[l

Note: for n> 100 the peak correlation = 1.
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APPENDIX F. CHIP RATE SELECTION IN PN SYSTEMS

ABSTRACT

Bandlimiting in PN systems can degrade both the communications
performance and the ranging performance, These degradations are computed
for bandlimiting by an ideal rectangular filter, The analysis also permits
performance maximization for a given bandwidth by indicating the PN chip
rate required. When maximizing the coding gain against diffuse multipath,
the chip rate should be less than 1. 0 times the ‘available RF bandwidth,



COMMUNLCATIONS PERFORMANCE

Consider the performahcc'of a PN system in which a handlimited
waveform, yl(t), is used to transmit data in the presence of white

Caussian noise. The received unmodulated waveform is given by:
r(r) = 2P y, (1) cos(w t) + n(t)

where we assume that the correlation receiver is in phase-lock and code

. time-lock.

The output of the demodulator's multiplier is then:
Coz(t) = [e()] x [y, () coslw t)]

where y2(t) js another bandlimited version of the ideal PN waveform.
Expanding the above expression,

— | ' cos(2p _t)+l '
z(t) = 2P y (t) y (&) | — 57— +n(t) y,(£) cosly t

Since the harmonic term will not be passed by the demodulator,

(8 = B 3 (0)y,(0) + () y,(8) cosw t).

The integration of z(t) from t=0 to t=TBIT produces the decision

variable used by the demodulator

| . T
2(£) = /& /Yl(t)}’z(t)dt+fn(t)y2(t)cos(wct)dt
O

o

T
= J;z—I; T @yly'z-(o) +fﬁ(t)y2(t)gos(wct)dt
. [4]

With Gaussian noise the performance of the demoudlator is completely

described by the meen and variance of Z2(T).

E[2(T)] = J&T by (o)
‘ 2

. - _
2 T 2
E[Z2(T)] =- E {[ sP T §y1y2(0? + g/rn(t)yz(t)cos(mct)dt ] }

F-2
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Then the probability of error is given by

1 .
J?P T @ylyz(o)

erfc

Ja~]
H

ol
7 7 By,yy,0)

2 I
2P T & (o)
' 1Yy
erfe .
N o)’
o By,y, ()

, . E
Bandlimited autocorrelations effectively reduce the received gIT by

0

a factor

32 (o)
177

8 (o)

Y2¥2
If the reference PN waveform is ideal, @ (0) =1 and F = @2 {0). If
both the received waveform and the reference waveform are identically

filtered, then F = o).
i n @yy( )

It was shown in Appendix D that for an ideal rectangular filter

9 ' .
. 2 -sin XecosiX 24 .

- Z X

@yy(w) - X + 55 sil(2#)X]

+ ggill Si[AX] - %.Si[KX]

where X= © T ho= %1
c



1

Defining w=l, then since w=2rf the two sided receiver bandwidth BRF=2f=— .
: _ . : _ m
If we define the chip time as Tc = by then the parameter b is the time-
. L, | |
bandw1dth.product BRFTc = = b = b.

»

The value of the above autocorrelation at =0 is

. 2 o
§(o0) = -2—3———-—-—“51“ X 4+ ¥ sir2x)
i X - -

1

% si[2X] + O
In terms of b, the time-bandwidth product,

(o) = %-i%"—”}—ﬂ— +-s:L[b-n]£ -

Plots of this function are shown in Figure 1, with b as the independent
variable. As shown above, this function also gives the effective decrease
in'Eb/No for the link. However, the design problem is not concerned with

sélegting a bandﬁidth for minimum degradation in $(0), but rather with

selecting a chip rate which maximizes the coding gain, Althoﬁgh the

coding gain increases linearly with the'chip rate for an infinite band-

width chahnel, the degradatiﬁns encountered in a bandlimited channel

fix an upper limit on the achievable eoding gain. Figufe 2 shows that

for an ideal rectangular filEer that the gain is within 1 dB of theoretical ol
3RF/R6<1'0' Note thatfincréasing the chip rate within reasonable limits

willﬁneither-improve nor degrade the performance.

Ranging Performance

As shown by Fountain{zj, the rms tracking error of a delay-

lock correlation receiver is given by



' 24 Z2d
‘[2@ y2},2(0) % 3’23’2(+ )—@yzyz( )
1] "d 1
@3’1?’2( )@Y1y2(+d)

rms

‘z’mH

where d = receiver displacement in chips

average signal-to-noise power ratio in the tracking loop
bandwidth.

n

S
N

Typically, the receiver "displacement' is Tc/2; the correlator

circuitry then operates at a rate twice the chip rate. With d = chz

and assuming a symmetric autocorrelation

rms

St

\22(0)-28(T )
where o =

T
. 25'(—3)

In order to evaluate the expression for rms error, we require

the autocorrelation value at iEc or j=2.

5 _
2 -gin Xcos2¥X |,

+ 0 - 8if[2x]

jra

o
cos b“;:"s‘_’ﬂ + Si[2bn] - si{bn]

s |

. And also the value for the derivative of Q(T); evaluated at

%Tc qr A=1l.
.2 .
3'(x) = 1% %;EI;{—X' (- \XsinpX) +Q%"D— si[(2-2)x]

24), sia[(2H)X] - 21 girca-
+ A ARy - OGN # SRS s (2x]

’ 2_7\ 1 2 . u . ‘
Tz SE?EE;\)%X%-AX) - ) Si[ax] - _2?;5%%(_{)@{ (hx)f
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Recalling that X = TC/E and ) = 2T/Tc and that Tchﬁ, we have at T=Tc/2

X = 'éms =1, 5{50: i.“ %1'1" , and _X}'\ml.
' 2 fisindx  2-1/X
1 - =) - .
FUT_[2) = ST AT - 81f 3X]
_ 3 sin3X 2-1/X"
+. 7 3 + 7 si7x]

-y sinX _ 1_ si[X] - % slnx}

X 2X X
2 6
2 .- by .
= = 1_4_93 813 h%] +...___£.*H. Sl['b‘%]}

Combining all the above expressions

‘[ﬂ {;(%S;buiﬁ + Zsi[bn]'SiLzbﬂ]}-‘- .

(1 + Lysif 378 + (1-Hysarb

The rms tracking error versus the time-bandwidth product is plotted in
Figure 3. The.éurve assumes a signal~to-noise ratib of unit§ and gives

the error as a fraction of the chip time. However, in such a plot,

the chip time influences both the dependent and independent variables.

The design probiém requires selection of the chiﬁ time (or chip rate) which
minimizes.the rms error. This trade‘is.shOWn in Figure 4 where the
performance for BRFTC=4 has been selected as a reference. .Note that

the fms error decreases monofonically with Tc for a fixed baﬁdwidth.
Caution is required in extrapolating the curve to_#ery low values of

By TC; the analysis assumptions may be inappropriate in this region.
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